
OpenGL
R©

ES
Common/Common-Lite Profile Specification

Version 1.1.10 Full Specification
DRAFT (April 4, 2007)

Editor (version 1.0): David Blythe
Editors (version 1.1): Aaftab Munshi, Jon Leech



Copyright c© 2002-2007 The Khronos Group Inc. All Rights Reserved.

This specification is protected by copyright laws and contains material proprietary
to the Khronos Group, Inc. It or any components may not be reproduced, repub-
lished, distributed, transmitted, displayed, broadcast or otherwise exploited in any
manner without the express prior written permission of Khronos Group. You may
use this specification for implementing the functionality therein, without altering or
removing any trademark, copyright or other notice from the specification, but the
receipt or possession of this specification does not convey any rights to reproduce,
disclose, or distribute its contents, or to manufacture, use, or sell anything that it
may describe, in whole or in part.

Khronos Group grants express permission to any current Promoter, Contributor
or Adopter member of Khronos to copy and redistribute UNMODIFIED versions
of this specification in any fashion, provided that NO CHARGEis made for the
specification and the latest available update of the specification for any version
of the API is used whenever possible. Such distributed specification may be re-
formatted AS LONG AS the contents of the specification are notchanged in any
way. The specification may be incorporated into a product that is sold as long as
such product includes significant independent work developed by the seller. A link
to the current version of this specification on the Khronos Group web-site should
be included whenever possible with specification distributions.

Khronos Group makes no, and expressly disclaims any, representations or war-
ranties, express or implied, regarding this specification,including, without limita-
tion, any implied warranties of merchantability or fitness for a particular purpose
or non-infringement of any intellectual property. KhronosGroup makes no, and
expressly disclaims any, warranties, express or implied, regarding the correctness,
accuracy, completeness, timeliness, and reliability of the specification. Under no
circumstances will the Khronos Group, or any of its Promoters, Contributors or
Members or their respective partners, officers, directors,employees, agents or rep-
resentatives be liable for any damages, whether direct, indirect, special or conse-
quential damages for lost revenues, lost profits, or otherwise, arising from or in
connection with these materials.

Khronos is a trademark of The Khronos Group Inc. OpenGL is a registered trade-
mark, and OpenGL ES is a trademark, of Silicon Graphics, Inc.



Copyright c© 1992-2006 Silicon Graphics, Inc.

This document contains unpublished information of
Silicon Graphics, Inc.

This document is protected by copyright, and contains information proprietary to
Silicon Graphics, Inc. Any copying, adaptation, distribution, public performance,
or public display of this document without the express written consent of Silicon
Graphics, Inc. is strictly prohibited. The receipt or possession of this document
does not convey any rights to reproduce, disclose, or distribute its contents, or to
manufacture, use, or sell anything that it may describe, in whole or in part.

U.S. Government Restricted Rights Legend

Use, duplication, or disclosure by the Government is subject to restrictions set forth
in FAR 52.227.19(c)(2) or subparagraph (c)(1)(ii) of the Rights in Technical Data
and Computer Software clause at DFARS 252.227-7013 and/or in similar or succes-
sor clauses in the FAR or the DOD or NASA FAR Supplement. Unpublished rights
reserved under the copyright laws of the United States. Contractor/manufacturer is
Silicon Graphics, Inc., 1600 Amphitheatre Parkway, Mountain View, CA 94043.

OpenGL is a registered trademark of Silicon Graphics, Inc.



Contents

1 Introduction 1
1.1 Formatting of Optional Features . . . . . . . . . . . . . . . . . . 1
1.2 What is the OpenGL ES Graphics System? . . . . . . . . . . . . 1
1.3 OpenGL ES Profiles . . . . . . . . . . . . . . . . . . . . . . . . 2
1.4 Programmer’s View of OpenGL ES . . . . . . . . . . . . . . . . 2
1.5 Implementor’s View of OpenGL ES . . . . . . . . . . . . . . . . 3
1.6 Our View . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3

2 OpenGL ES Operation 4
2.1 OpenGL ES Fundamentals . . . . . . . . . . . . . . . . . . . . . 4

2.1.1 Numeric Computation . . . . . . . . . . . . . . . . . . . 6
2.2 GL State . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7
2.3 GL Command Syntax . . . . . . . . . . . . . . . . . . . . . . . . 8
2.4 Basic GL Operation . . . . . . . . . . . . . . . . . . . . . . . . . 9
2.5 GL Errors . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12
2.6 Primitives and Vertices . . . . . . . . . . . . . . . . . . . . . . . 13

2.6.1 Primitive Types . . . . . . . . . . . . . . . . . . . . . . . 14
2.7 Current Vertex State . . . . . . . . . . . . . . . . . . . . . . . . . 18
2.8 Vertex Arrays . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19
2.9 Buffer Objects . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22

2.9.1 Vertex Arrays in Buffer Objects . . . . . . . . . . . . . . 25
2.9.2 Array Indices in Buffer Objects . . . . . . . . . . . . . . 25

2.10 Coordinate Transformations . . . . . . . . . . . . . . . . . . . . 26
2.10.1 Controlling the Viewport . . . . . . . . . . . . . . . . . . 27
2.10.2 Matrices . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
2.10.3 Normal Transformation . . . . . . . . . . . . . . . . . . . 32

2.11 Clipping . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34
2.12 Colors and Coloring . . . . . . . . . . . . . . . . . . . . . . . . . 36

2.12.1 Lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . 37

i



CONTENTS ii

2.12.2 Lighting Parameter Specification . . . . . . . . . . . . . . 41
2.12.3 Color Material Tracking . . . . . . . . . . . . . . . . . . 43
2.12.4 Lighting State . . . . . . . . . . . . . . . . . . . . . . . . 43
2.12.5 Clamping . . . . . . . . . . . . . . . . . . . . . . . . . . 44
2.12.6 Flatshading . . . . . . . . . . . . . . . . . . . . . . . . . 44
2.12.7 Color and Texture Coordinate Clipping . . . . . . . . . . 44
2.12.8 Final Color Processing . . . . . . . . . . . . . . . . . . . 45

3 Rasterization 46
3.1 Invariance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47
3.2 Antialiasing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47

3.2.1 Multisampling . . . . . . . . . . . . . . . . . . . . . . . 48
3.3 Points . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50

3.3.1 Basic Point Rasterization . . . . . . . . . . . . . . . . . . 51
3.3.2 Point Rasterization State . . . . . . . . . . . . . . . . . . 55
3.3.3 Point Multisample Rasterization . . . . . . . . . . . . . . 55

3.4 Line Segments . . . . . . . . . . . . . . . . . . . . . . . . . . . 56
3.4.1 Basic Line Segment Rasterization . . . . . . . . . . . . . 56
3.4.2 Other Line Segment Features . . . . . . . . . . . . . . . . 59
3.4.3 Line Rasterization State . . . . . . . . . . . . . . . . . . 61
3.4.4 Line Multisample Rasterization . . . . . . . . . . . . . . 61

3.5 Polygons . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61
3.5.1 Basic Polygon Rasterization . . . . . . . . . . . . . . . . 61
3.5.2 Depth Offset . . . . . . . . . . . . . . . . . . . . . . . . 63
3.5.3 Polygon Multisample Rasterization . . . . . . . . . . . . 64
3.5.4 Polygon Rasterization State . . . . . . . . . . . . . . . . 64

3.6 Pixel Rectangles . . . . . . . . . . . . . . . . . . . . . . . . . . . 64
3.6.1 Pixel Storage Modes . . . . . . . . . . . . . . . . . . . . 65
3.6.2 Transfer of Pixel Rectangles . . . . . . . . . . . . . . . . 65

3.7 Texturing . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 71
3.7.1 Texture Image Specification . . . . . . . . . . . . . . . . 71
3.7.2 Alternate Texture Image Specification Commands . . . . 75
3.7.3 Compressed Texture Images . . . . . . . . . . . . . . . . 77
3.7.4 Compressed Paletted Textures . . . . . . . . . . . . . . . 79
3.7.5 Texture Parameters . . . . . . . . . . . . . . . . . . . . . 81
3.7.6 Texture Wrap Modes . . . . . . . . . . . . . . . . . . . . 82
3.7.7 Texture Minification . . . . . . . . . . . . . . . . . . . . 82
3.7.8 Texture Magnification . . . . . . . . . . . . . . . . . . . 87
3.7.9 Texture Completeness . . . . . . . . . . . . . . . . . . . 87
3.7.10 Texture State . . . . . . . . . . . . . . . . . . . . . . . . 88

Version 1.1.10 (DRAFT - April 4, 2007)



CONTENTS iii

3.7.11 Texture Objects . . . . . . . . . . . . . . . . . . . . . . . 88
3.7.12 Texture Environments and Texture Functions . . . . . . .89
3.7.13 Texture Application . . . . . . . . . . . . . . . . . . . . . 94

3.8 Fog . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 96
3.9 Antialiasing Application . . . . . . . . . . . . . . . . . . . . . . 97
3.10 Multisample Point Fade . . . . . . . . . . . . . . . . . . . . . . . 97

4 Per-Fragment Operations and the Framebuffer 98
4.1 Per-Fragment Operations . . . . . . . . . . . . . . . . . . . . . . 98

4.1.1 Pixel Ownership Test . . . . . . . . . . . . . . . . . . . . 99
4.1.2 Scissor Test . . . . . . . . . . . . . . . . . . . . . . . . . 99
4.1.3 Multisample Fragment Operations . . . . . . . . . . . . . 100
4.1.4 Alpha Test . . . . . . . . . . . . . . . . . . . . . . . . . 101
4.1.5 Stencil Test . . . . . . . . . . . . . . . . . . . . . . . . . 102
4.1.6 Depth Buffer Test . . . . . . . . . . . . . . . . . . . . . . 103
4.1.7 Blending . . . . . . . . . . . . . . . . . . . . . . . . . . 103
4.1.8 Dithering . . . . . . . . . . . . . . . . . . . . . . . . . . 105
4.1.9 Logical Operation . . . . . . . . . . . . . . . . . . . . . 106
4.1.10 Additional Multisample Fragment Operations . . . . . .. 106

4.2 Whole Framebuffer Operations . . . . . . . . . . . . . . . . . . . 108
4.2.1 Selecting a Buffer for Writing . . . . . . . . . . . . . . . 108
4.2.2 Fine Control of Buffer Updates . . . . . . . . . . . . . . 108
4.2.3 Clearing the Buffers . . . . . . . . . . . . . . . . . . . . 109

4.3 Reading Pixels . . . . . . . . . . . . . . . . . . . . . . . . . . . 110
4.3.1 Reading Pixels . . . . . . . . . . . . . . . . . . . . . . . 110
4.3.2 Pixel Draw/Read State . . . . . . . . . . . . . . . . . . . 113

5 Special Functions 114
5.1 Flush and Finish . . . . . . . . . . . . . . . . . . . . . . . . . . . 114
5.2 Hints . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 114

6 State and State Requests 116
6.1 Querying GL State . . . . . . . . . . . . . . . . . . . . . . . . . 116

6.1.1 Simple Queries . . . . . . . . . . . . . . . . . . . . . . . 116
6.1.2 Data Conversions . . . . . . . . . . . . . . . . . . . . . . 117
6.1.3 Enumerated Queries . . . . . . . . . . . . . . . . . . . . 118
6.1.4 Texture Queries . . . . . . . . . . . . . . . . . . . . . . . 118
6.1.5 Pointer and String Queries . . . . . . . . . . . . . . . . . 119
6.1.6 Buffer Object Queries . . . . . . . . . . . . . . . . . . . 119

6.2 State Tables . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120

Version 1.1.10 (DRAFT - April 4, 2007)



CONTENTS iv

A Invariance 145
A.1 Repeatability . . . . . . . . . . . . . . . . . . . . . . . . . . . . 145
A.2 Multi-pass Algorithms . . . . . . . . . . . . . . . . . . . . . . . 146
A.3 Invariance Rules . . . . . . . . . . . . . . . . . . . . . . . . . . . 146
A.4 What All This Means . . . . . . . . . . . . . . . . . . . . . . . . 148

B Corollaries 149

C Profiles 151
C.1 Accuracy Requirements . . . . . . . . . . . . . . . . . . . . . . . 151
C.2 Floating-Point and Fixed-Point Commands and State . . . .. . . 151
C.3 Core Additions and Extensions . . . . . . . . . . . . . . . . . . . 152

C.3.1 Byte Coordinates . . . . . . . . . . . . . . . . . . . . . . 154
C.3.2 Fixed Point . . . . . . . . . . . . . . . . . . . . . . . . . 154
C.3.3 Single-precision Commands . . . . . . . . . . . . . . . . 154
C.3.4 Compressed Paletted Texture . . . . . . . . . . . . . . . . 155
C.3.5 Read Format . . . . . . . . . . . . . . . . . . . . . . . . 155
C.3.6 Matrix Palette . . . . . . . . . . . . . . . . . . . . . . . . 155
C.3.7 Point Sprites . . . . . . . . . . . . . . . . . . . . . . . . 156
C.3.8 Point Size Array . . . . . . . . . . . . . . . . . . . . . . 156
C.3.9 Matrix Get . . . . . . . . . . . . . . . . . . . . . . . . . 156
C.3.10 Draw Texture . . . . . . . . . . . . . . . . . . . . . . . . 156

C.4 Packaging . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 157
C.4.1 Header Files . . . . . . . . . . . . . . . . . . . . . . . . 157
C.4.2 Libraries . . . . . . . . . . . . . . . . . . . . . . . . . . 157
C.4.3 Acknowledgements . . . . . . . . . . . . . . . . . . . . . 157
C.4.4 Document History . . . . . . . . . . . . . . . . . . . . . 159

Index of OpenGL ES Commands 161

Version 1.1.10 (DRAFT - April 4, 2007)



List of Figures

2.1 Block diagram of the GL. . . . . . . . . . . . . . . . . . . . . . . 11
2.2 Creation of a processed vertex from vertex array coordinates and

current values. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14
2.3 Primitive assembly and processing. . . . . . . . . . . . . . . . . .14
2.4 Triangle strips, fans, and independent triangles. . . . .. . . . . . 17
2.5 Vertex transformation sequence. . . . . . . . . . . . . . . . . . . 26
2.6 Processing of RGBA colors. . . . . . . . . . . . . . . . . . . . . 36

3.1 Rasterization. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46
3.2 Rasterization of non-antialiased wide points. . . . . . . .. . . . . 52
3.3 Rasterization of antialiased wide points. . . . . . . . . . . .. . . 52
3.4 Visualization of Bresenham’s algorithm. . . . . . . . . . . . .. . 57
3.5 Rasterization of non-antialiased wide lines. . . . . . . . .. . . . 59
3.6 The region used in rasterizing an antialiased line segment. . . . . 60
3.7 Transfer of pixel rectangles to the GL. . . . . . . . . . . . . . . .65
3.8 A texture image and the coordinates used to access it. . . .. . . . 73
3.9 Multitexture pipeline. . . . . . . . . . . . . . . . . . . . . . . . . 94

4.1 Per-fragment operations. . . . . . . . . . . . . . . . . . . . . . . 99
4.2 Operation ofReadPixels. . . . . . . . . . . . . . . . . . . . . . . 110

v



List of Tables

2.1 GL command suffixes . . . . . . . . . . . . . . . . . . . . . . . . 9
2.2 GL data types . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10
2.3 Summary of GL errors . . . . . . . . . . . . . . . . . . . . . . . 13
2.4 Vertex array sizes (values per vertex) and data types . . .. . . . . 20
2.5 Buffer object parameters and their values. . . . . . . . . . . .. . 23
2.6 Buffer object initial state. . . . . . . . . . . . . . . . . . . . . . . 24
2.7 Component conversions . . . . . . . . . . . . . . . . . . . . . . . 37
2.8 Summary of lighting parameters. . . . . . . . . . . . . . . . . . . 39
2.9 Correspondence of lighting parameter symbols to names.. . . . . 42
2.10 Triangle flatshading color selection. . . . . . . . . . . . . . .. . 44

3.1 PixelStoreparameters. . . . . . . . . . . . . . . . . . . . . . . . 65
3.2 TexImage2DandReadPixelstypes. . . . . . . . . . . . . . . . . 67
3.3 TexImage2DandReadPixelsformats. . . . . . . . . . . . . . . . 67
3.4 Valid pixel format and type combinations. . . . . . . . . . . . .. 67
3.5 Packed pixel formats. . . . . . . . . . . . . . . . . . . . . . . . . 68
3.6 UNSIGNED SHORT formats . . . . . . . . . . . . . . . . . . . . . 69
3.7 Packed pixel field assignments. . . . . . . . . . . . . . . . . . . . 70
3.8 Conversion from RGBA pixel components to internal texture com-

ponents. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72
3.9 CopyTexImageinternal format/color buffer combinations. . . . . 76
3.10 Specific compressed texture formats. . . . . . . . . . . . . . . .. 78
3.11 Palette entry pixel formats. . . . . . . . . . . . . . . . . . . . . . 80
3.12 Texel data formats for compressed paletted textures. .. . . . . . . 80
3.13 Texture parameters and their values. . . . . . . . . . . . . . . .. 81
3.14 Correspondence of filtered texture components. . . . . . .. . . . 90
3.15 Texture functionsREPLACE, MODULATE, andDECAL . . . . . . . . 91
3.16 Texture functionsBLEND andADD. . . . . . . . . . . . . . . . . . 91
3.17 COMBINE texture functions. . . . . . . . . . . . . . . . . . . . . . 92

vi



LIST OF TABLES vii

3.18 Arguments forCOMBINE RGB functions. . . . . . . . . . . . . . . 93
3.19 Arguments forCOMBINE ALPHA functions. . . . . . . . . . . . . 93

4.1 Blending functions. . . . . . . . . . . . . . . . . . . . . . . . . . 105
4.2 Arguments toLogicOp and their corresponding operations. . . . . 107
4.3 PixelStoreparameters. . . . . . . . . . . . . . . . . . . . . . . . 111
4.4 ReadPixelsGL data types and reversed component conversion for-

mulas. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 112

6.1 State variable types . . . . . . . . . . . . . . . . . . . . . . . . . 121
6.2 GL Internal primitive assembly state variables (inaccessible) . . . 122
6.3 Current Values and Associated Data . . . . . . . . . . . . . . . . 123
6.4 Vertex Array Data . . . . . . . . . . . . . . . . . . . . . . . . . . 124
6.5 Vertex Array Data (cont.) . . . . . . . . . . . . . . . . . . . . . . 125
6.6 Buffer Object State . . . . . . . . . . . . . . . . . . . . . . . . . 126
6.7 Transformation state . . . . . . . . . . . . . . . . . . . . . . . . 127
6.8 Coloring . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 128
6.9 Lighting (see also Table 2.8 for defaults) . . . . . . . . . . . .. . 129
6.10 Lighting (cont.) . . . . . . . . . . . . . . . . . . . . . . . . . . . 130
6.11 Rasterization . . . . . . . . . . . . . . . . . . . . . . . . . . . . 131
6.12 Multisampling . . . . . . . . . . . . . . . . . . . . . . . . . . . . 132
6.13 Textures (state per texture unit and binding point) . . .. . . . . . 133
6.14 Textures (state per texture object) . . . . . . . . . . . . . . . .. . 134
6.15 Texture Environment and Generation . . . . . . . . . . . . . . . .135
6.16 Pixel Operations . . . . . . . . . . . . . . . . . . . . . . . . . . . 136
6.17 Framebuffer Control . . . . . . . . . . . . . . . . . . . . . . . . 137
6.18 Pixels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 138
6.19 Hints . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 139
6.20 Implementation Dependent Values . . . . . . . . . . . . . . . . . 140
6.21 Implementation Dependent Values (cont.) . . . . . . . . . . .. . 141
6.22 Implementation Dependent Values (cont.) . . . . . . . . . . .. . 142
6.23 Implementation Dependent Pixel Depths . . . . . . . . . . . . .. 143
6.24 Miscellaneous . . . . . . . . . . . . . . . . . . . . . . . . . . . . 144

C.1 Common and Common-Lite commands. . . . . . . . . . . . . . . 153
C.2 OES Extension Disposition . . . . . . . . . . . . . . . . . . . . . 154

Version 1.1.10 (DRAFT - April 4, 2007)



Chapter 1

Introduction

This document describes the OpenGL ES graphics system: whatit is, how it acts,
and what is required to implement it. We assume that the reader has at least a
rudimentary understanding of computer graphics. This means familiarity with the
essentials of computer graphics algorithms as well as familiarity with basic graph-
ics hardware and associated terms.

1.1 Formatting of Optional Features

Some features in the specification are considered optional;an OpenGL ES imple-
mentation may or may not choose to provide them. Portions of the specification
which are optional are so described where the optional features are first defined.
State table entries which are optional are typesetagainst a gray background .

1.2 What is the OpenGL ES Graphics System?

OpenGL ES is a software interface to graphics hardware. The interface consists of
a set of procedures and functions that allow a programmer to specify the objects
and operations involved in producing high-quality graphical images, specifically
color images of three-dimensional objects.

Most of OpenGL ES requires that the graphics hardware contain a framebuffer.
Many OpenGL ES calls pertain to drawing objects such as points, lines and poly-
gons, but the way that some of this drawing occurs (such as when antialiasing or
texturing is enabled) relies on the existence of a framebuffer. Further, some of
OpenGL ES is specifically concerned with framebuffer manipulation.

OpenGL ES 1.1 is based on the OpenGL 1.5 graphics system, but is designed
primarily for graphics hardware running on embedded and mobile devices. It re-

1



1.3. OPENGL ES PROFILES 2

moves a great deal of redundant and legacy functionality, while adding a few new
features. The differences between OpenGL ES and OpenGL are not described in
detail in this specification; however, they are summarized in a companion doc-
ument titledOpenGL ES Common/Common-Lite Profile Specification (difference
specification).

1.3 OpenGL ES Profiles

This specification described twoprofilesfor OpenGL ES : Common and Common-
Lite. While many commands are shared by both profiles, some commands are only
supported by one profile.

The Common-Lite profile differs from the Common profile primarily in be-
ing targeted at a simpler class of graphics system not supporting high-performance
floating-point calculations. The Common-Lite profile supports only commands
taking fixed-point arguments, while the Common profile also includes many equiv-
alent commands taking floting-point arguments.

Specific differences between the two profiles, including a summary of
commandsonly supported in the Common profile, are documented in Appendix C
and in appropriate sections of the specification.

1.4 Programmer’s View of OpenGL ES

To the programmer, OpenGL ES is a set of commands that allow the specification
of geometric objects in two or three dimensions, together with commands that
control how these objects are rendered into the framebuffer. OpenGL ES provides
an immediate-mode interface, meaning that specifying an object causes it to be
drawn.

A typical program that uses OpenGL ES begins with calls to open a window
into the framebuffer into which the program will draw. Then,calls are made to
allocate an OpenGL ES context and associate it with the window. These steps may
be performed using a companion API such as the Khronos NativePlatform Graph-
ics Interface (EGL), and are documented separately. Once a context is allocated,
the programmer is free to issue OpenGL ES commands. Some calls are used to
draw simple geometric objects (i.e. points, line segments,and polygons), while
others affect the rendering of these primitives including how they are lit or colored
and how they are mapped from the user’s two- or three-dimensional model space
to the two-dimensional screen. There are also calls which operate directly on the
framebuffer, such as reading pixels.
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1.5 Implementor’s View of OpenGL ES

To the implementor, OpenGL ES is a set of commands that affectthe operation of
graphics hardware. If the hardware consists only of an addressable framebuffer,
then OpenGL ES must be implemented almost entirely on the host CPU. More
typically, the graphics hardware may comprise varying degrees of graphics accel-
eration, from a raster subsystem capable of rendering two-dimensional lines and
polygons to sophisticated floating-point processors capable of transforming and
computing on geometric data. The OpenGL ES implementor’s task is to provide
the CPU software interface while dividing the work for each OpenGL ES com-
mand between the CPU and the graphics hardware. This division must be tailored
to the available graphics hardware to obtain optimum performance in carrying out
OpenGL ES calls.

OpenGL ES maintains a considerable amount of state information. This state
controls how objects are drawn into the framebuffer. Some ofthis state is directly
available to the user: he or she can make calls to obtain its value. Some of it,
however, is visible only by the effect it has on what is drawn.One of the main
goals of this specification is to make OpenGL ES state information explicit, to
elucidate how it changes, and to indicate what its effects are.

1.6 Our View

We view OpenGL ES as a state machine that controls a set of specific drawing
operations. This model should engender a specification thatsatisfies the needs of
both programmers and implementors. It does not, however, necessarily provide a
model for implementation. An implementation must produce results conforming
to those produced by the specified methods, but there may be ways to carry out a
particular computation that are more efficient than the one specified.
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Chapter 2

OpenGL ES Operation

2.1 OpenGL ES Fundamentals

OpenGL ES (henceforth, the “GL”) is concerned only with rendering into a frame-
buffer (and reading values stored in that framebuffer). There is no support for
other peripherals sometimes associated with graphics hardware, such as mice and
keyboards. Programmers must rely on other mechanisms, suchas the Khronos
OpenKODE API, to obtain user input.

The GL drawsprimitivessubject to a number of selectable modes. Each primi-
tive is a point, line segment, or triangle. Each mode may be changed independently;
the setting of one does not affect the settings of others (although many modes may
interact to determine what eventually ends up in the framebuffer). Modes are set,
primitives specified, and other GL operations described by sendingcommandsin
the form of function or procedure calls.

Primitives are defined by a group of one or morevertices. A vertex defines a
point, an endpoint of an edge, or a corner of a triangle where two edges meet. Data
(consisting of positional coordinates, colors, normals, and texture coordinates) are
associated with a vertex and each vertex is processed independently, in order, and
in the same way. The only exception to this rule is if the groupof vertices must
be clipped so that the indicated primitive fits within a specified region; in this
case vertex data may be modified and new vertices created. Thetype of clipping
depends on which primitive the group of vertices represents.

Commands are always processed in the order in which they are received, al-
though there may be an indeterminate delay before the effects of a command are
realized. This means, for example, that one primitive must be drawn completely
before any subsequent one can affect the framebuffer. It also means that queries
and pixel read operations return state consistent with complete execution of all pre-
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viously invoked GL commands. In general, the effects of a GL command on either
GL modes or the framebuffer must be complete before any subsequent command
can have any such effects.

In the GL, data binding occurs on call. This means that data passed to a com-
mand are interpreted when that command is received. Even if the command re-
quires a pointer to data, those data are interpreted when thecall is made, and any
subsequent changes to the data have no effect on the GL (unless the same pointer
is used in a subsequent command).

The GL provides direct control over the fundamental operations of 3D and 2D
graphics. This includes specification of such parameters astransformation matri-
ces, lighting equation coefficients, antialiasing methods, and pixel update opera-
tors. It does not provide a means for describing or modeling complex geometric
objects. Another way to describe this situation is to say that the GL provides mech-
anisms to describe how complex geometric objects are to be rendered rather than
mechanisms to describe the complex objects themselves.

The model for interpretation of GL commands is client-server. That is, a pro-
gram (the client) issues commands, and these commands are interpreted and pro-
cessed by the GL (the server). A server may maintain a number of GL contexts,
each of which is an encapsulation of current GL state. A client may choose tocon-
nectto any one of these contexts. Issuing GL commands when the program is not
connectedto acontextresults in undefined behavior.

The effects of GL commands on the framebuffer are ultimatelycontrolled by
the window system that allocates framebuffer resources. Itis the window system
that determines which portions of the framebuffer the GL mayaccess at any given
time and that communicates to the GL how those portions are structured. There-
fore, there are no GL commands to configure the framebuffer orinitialize the GL.
Similarly, display of framebuffer contents on a monitor or LCD panel(including
the transformation of individual framebuffer values by such techniques as gamma
correction) is not addressed by the GL. Framebuffer configuration occurs outside
of the GL in conjunction with the window system; the initialization of a GL con-
text occurs when the window system allocates a window for GL rendering. The
EGL API defines a portable mechanism for creating GL contextsand windows for
rendering into, which may be used in conjunction with different native platform
window systems.

The GL is designed to be run on a range of graphics platforms with varying
graphics capabilities and performance. To accommodate this variety, we specify
ideal behavior instead of actual behavior for certain GL operations. In cases where
deviation from the ideal is allowed, we also specify the rules that an implemen-
tation must obey if it is to approximate the ideal behavior usefully. This allowed
variation in GL behavior implies that two distinct GL implementations may not
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agree pixel for pixel when presented with the same input evenwhen run on identi-
cal framebuffer configurations.

Finally, command names, constants, and types are prefixed inthe GL (bygl,
GL , andGL, respectively inC) to reduce name clashes with other packages. The
prefixes are omitted in this document for clarity.

2.1.1 Numeric Computation

The GL must perform a number of numeric computations during the course of its
operation.

Implementations of the Common profile will normally performcomputations
in floating-point, and must meet the range and precision requirements defined un-
der”Floating-Point Computation” below.

Implementations of the Common-Lite profile will normally perform computa-
tions in fixed-point, and must meet the more relaxed range andprecision require-
ments defined under”Fixed-Point Computation” below. However, Common-Lite
implementations are free to use floating-point computationif they wish.

Floating-Point Computation

We do not specify how floating-point numbers are to be represented or how
operations on them are to be performed. We require simply that numbers’ floating-
point parts contain enough bits and that their exponent fields are large enough
so that individual results of floating-point operations areaccurate to about1 part
in 105. The maximum representable magnitude of a floating-point number used
to represent positional or normal coordinates must be at least 232; the maximum
representable magnitude for colors or texture coordinatesmust be at least210. The
maximum representable magnitude for all other floating-point values must be at
least232. x · 0 = 0 · x = 0. 1 · x = x · 1 = x. x + 0 = 0 + x = x. 00 =
1. (Occasionally further requirements will be specified.) Most single-precision
floating-point formats meet these requirements.

Any representable floating-point value is legal as input to aGL command that
requires floating-point data. The result of providing a value that is not a floating-
point number to such a command is unspecified, but must not lead to GL interrup-
tion or termination. In IEEE arithmetic, for example, providing a negative zero or
a denormalized number to a GL command yields predictable results, while provid-
ing a NaN or an infinity yields unspecified results. The identities specified above
do not hold if the value ofx is not a floating-point number.

Fixed-Point Computation
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Internal computations can use either fixed-point or floating-point arithmetic.
Fixed-point computations must be accurate to within±2−15. The maximum repre-
sentable magnitude for a fixed-point number used to represent positional or normal
coordinates must be at least215; the maximum representable magnitude for colors
or texture coordinates must be at least210. The maximum representable magnitude
for all other fixed-point values must be at least215. x·0 = 0·x = 0. 1·x = x·1 = x.
x + 0 = 0 + x = x. 00 = 1. Fixed-point computations may lead to overflows or
underflows. The results of such computations are undefined, but must not lead to
GL interruption or termination.

General Requirements

The following constraints must be met by all implementations, whether using
floating- or fixed-point computation.

Let the notation 16.16 indicate a 32-bit two’s-complement fixed-point num-
ber with 16 bits of fraction. If an incoming vertex is representable using 16.16,
the modelview and projection matrices are representable in16.16, and the re-
sulting eye-space and NDC-space vertices (see section 2.10) are representable
in 16.16 (when computed using intermediate representations with sufficient dy-
namic range), then the transformation pipeline must compute the eye-space and
NDC-space vertices to some reasonable accuracy (i.e., overflow is not acceptable).

Some calculations require division. In such cases (including implied divisions
required by vector normalizations), a division by zero produces an unspecified re-
sult but must not lead to GL interruption or termination.

2.2 GL State

The GL maintains considerable state. This document enumerates each state vari-
able and describes how each variable can be changed. For purposes of discussion,
state variables are categorized somewhat arbitrarily by their function. Although we
describe the operations that the GL performs on the framebuffer, the framebuffer
is not a part of GL state.

We distinguish two types of state. The first type of state, called GL server
state, resides in the GL server. The majority of GL state falls intothis category.
The second type of state, called GLclient state, resides in the GL client. Unless
otherwise specified, all state referred to in this document is GL server state; GL
client state is specifically identified. Each instance of a GLcontext implies one
complete set of GL server state; each connection from a client to a server implies
a set of both GL client state and GL server state.
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While an implementation of the GL may be hardware dependent,this discus-
sion is independent of the specific hardware on which a GL is implemented. We are
therefore concerned with the state of graphics hardware only when it corresponds
precisely to GL state.

2.3 GL Command Syntax

GL commands are functions or procedures. Various groups of commands perform
the same operation but differ in how arguments are supplied to them. To conve-
niently accommodate this variation, we adopt a notation fordescribing commands
and their arguments.

GL commands are formed from anamefollowed, depending on the particular
command, by up to 4 characters. The first character indicatesthe number of values
of the indicated type that must be presented to the command. The second character
or character pair indicates the specific type of the arguments: 8-bit integer, 32-bit
integer, 32-bit fixed-point, or single-precision floating-point. The final character, if
present, isv, indicating that the command takes a pointer to an array (a vector) of
values rather than a series of individual arguments. Two specific examples:

void Color4f( float r, float g, float b, float a );

and

void GetFloatv( enum value, float *data );

These examples show the ANSIC declarations for these commands. In general,
a command declaration has the form1

rtypeName{ǫ1234}{ǫ i x f ub ui }{ǫv}
( [args ,] T arg1 , . . . , T argN [, args] );

rtype is the return type of the function. The braces ({}) enclose a series of char-
acters (or character pairs) of which one is selected.ǫ indicates no character. The
arguments enclosed in brackets ([args ,] and[, args]) may or may not be present.
TheN argumentsarg1 throughargN have typeT, which corresponds to one of the
type letters or letter pairs as indicated in Table 2.1 (if there are no letters, then the
arguments’ type is given explicitly). If the final characteris notv, thenN is given
by the digit1, 2, 3, or 4 (if there is no digit, then the number of arguments is fixed).

1The declarations shown in this document apply to ANSIC. Languages such asC++ and Ada
that allow passing of argument type information admit simpler declarations and fewer entry points.
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Letter CorrespondingGL Type

i int
x fixed
f float

ub ubyte
ui uint

Table 2.1: Correspondence of command suffix letters to GL argument types. Refer
to Table 2.2 for definitions of the GL types.

If the final character isv, then onlyarg1 is present and it is an array ofN values
of the indicated type. Finally, we indicate anunsigned type by the shorthand of
prepending au to the beginning of the type name (so that, for instance,unsigned
int is abbreviateduint).

For example,

void Normal3{xf}( T arg );

indicates the two declarations

void Normal3f( float arg1, float arg2, float arg3 );
void Normal3x( fixed arg1, fixed arg2, fixed arg3 );

Arguments whose type is fixed (i.e. not indicated by a suffix onthe command)
are of one of the 13 types (or pointers to one of these) summarized in Table 2.2.

The mapping of GL data types to data types of a specific language binding are
part of the language binding definition and may be platform-dependent. Type con-
version and type promotion behavior when mixing actual and formal arguments of
different data types are specific to the language binding andplatform. For exam-
ple, the C language includes automatic conversion between integer and floating-
point data types, but does not include automatic conversionbetween theint and
fixed, or float andfixed GL types since thefixed data type is not a dis-
tinct built-in type. Regardless of language binding, theenum type converts to
fixed-point without scaling, and integer types are converted to fixed-point by mul-
tiplying by 216.

2.4 Basic GL Operation

Figure 2.1 shows a schematic diagram of the GL. Commands enter the GL on the
left. Some commands specify geometric objects to be drawn while others control
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GL Type Minimum Description
Bit Width

boolean 1 Boolean
byte 8 Signed binary integer
ubyte 8 Unsigned binary integer
short 16 Signed 2’s complement binary integer
ushort 16 Unsigned binary integer
int 32 Signed 2’s complement binary integer
uint 32 Unsigned binary integer
fixed 32 Signed 2’s complement 16.16 scaled

integer
clampx 32 16.16 scaled integer clamped to[0, 1]

sizei 32 Non-negative binary integer size
enum 32 Enumerated binary integer value
intptr ptrbits Signed 2’s complement binary integer
sizeiptr ptrbits Non-negative binary integer size
bitfield 32 Bit field
float 32 Floating-point value
clampf 32 Floating-point value clamped to[0, 1]

Table 2.2: GL data types. GL types are not C types. Thus, for example, GL
type int is referred to asGLint outside this document, and is not necessarily
equivalent to the C typeint. An implementation may use more bits than the
number indicated in the table to represent a GL type. Correctinterpretation of
integer values outside the minimum range is not required, however.
ptrbits is the number of bits required to represent a pointer type; inother words,
typesintptr andsizeiptrmust be sufficiently large as to store any address.
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Figure 2.1. Block diagram of the GL.

how the objects are handled by the various stages.
The first stage operates on geometric primitives described by vertices: points,

line segments, and triangles. In this stage vertices are transformed and lit, and
primitives are clipped to a viewing volume in preparation for the next stage, ras-
terization. The rasterizer produces a series of framebuffer addresses and values
using a two-dimensional description of a point, line segment, or triangle. Each
fragmentso produced is fed to the next stage that performs operationson individ-
ual fragments before they finally alter the framebuffer. These operations include
conditional updates into the framebuffer based on incomingand previously stored
depth values (to effect depth buffering), blending of incoming fragment colors with
stored colors, as well as masking and other logical operations on fragment values.

Values may also be read back from the framebuffer or copied from one portion
of the framebuffer to another. These transfers may include some type of decoding
or encoding.

This ordering is meant only as a tool for describing the GL, not as a strict rule
of how the GL is implemented, and we present it only as a means to organize the
various operations of the GL.
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2.5 GL Errors

The GL detects only a subset of those conditions that could beconsidered errors.
This is because in many cases error checking would adverselyimpact the perfor-
mance of an error-free program.

The command

enum GetError ( void );

is used to obtain error information. Each detectable error is assigned a numeric
code. When an error is detected, a flag is set and the code is recorded. Further
errors, if they occur, do not affect this recorded code. WhenGetError is called,
the code is returned and the flag is cleared, so that a further error will again record
its code. If a call toGetError returnsNO ERROR, then there has been no detectable
error since the last call toGetError (or since the GL was initialized).

To allow for distributed implementations, there may be several flag-code pairs.
In this case, after a call toGetError returns a value other thanNO ERROR each
subsequent call returns the non-zero code of a distinct flag-code pair (in unspecified
order), until all non-NO ERROR codes have been returned. When there are no more
non-NO ERROR error codes, all flags are reset. This scheme requires some positive
number of pairs of a flag bit and an integer. The initial state of all flags is cleared
and the initial value of all codes isNO ERROR.

Table 2.3 summarizes GL errors. Currently, when an error flagis set, results of
GL operation are undefined only ifOUT OF MEMORY has occurred. In other cases,
the command generating the error is ignored so that it has no effect on GL state or
framebuffer contents. If the generating command returns a value, it returns zero. If
the generating command modifies values through a pointer argument, no change is
made to these values. These error semantics apply only to GL errors, not to system
errors such as memory access errors. This behavior is the current behavior; the
action of the GL in the presence of errors is subject to change.

Three error generation conditions are implicit in the description of every GL
command. First, if a command that requires an enumerated value is passed a sym-
bolic constant that is not one of those specified as allowablefor that command, the
errorINVALID ENUM results. This is the case even if the argument is a pointer to
a symbolic constant if that value is not allowable for the given command. Using
a symbolic constant in one of the Common or Common-Lite profiles when that

constant is only defined to be accepted by the other profile will also result in the
errorINVALID ENUM.

Second, if a negative number is provided where an argument oftypesizei is
specified, the errorINVALID VALUE results.
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Error Description Offending com-
mand ignored?

INVALID ENUM enum argument out of range Yes
INVALID VALUE Numeric argument out of range Yes
INVALID OPERATION Operation illegal in current state Yes
STACK OVERFLOW Command would cause a stack

overflow
Yes

STACK UNDERFLOW Command would cause a stack
underflow

Yes

OUT OF MEMORY Not enough memory left to exe-
cute command

Unknown

Table 2.3: Summary of GL errors

Finally, if memory is exhausted as a side effect of the execution of a command,
the errorOUT OF MEMORY may be generated. Otherwise errors are generated only
for conditions that are explicitly described in this specification.

2.6 Primitives and Vertices

In the GL, geometric objects are drawn by specifying a seriesof coordinate sets
that include vertices and optionally normals, texture coordinates, and colors. Co-
ordinate sets are specified using vertex arrays (see section2.8). There are seven
geometric objects that are drawn this way: points (including point sprites), con-
nected line segments (line strips), line segment loops, separated line segments,
triangle strips, triangle fans, and separated triangles.

Each vertex is specified with two, three, or four coordinates. In addition, a
current normal, multiplecurrent texture coordinate sets, andcurrent colormay be
used in processing each vertex. Normals are used by the GL in lighting calcula-
tions; the current normal is a three-dimensional vector that may be set by sending
three coordinates that specify it. Texture coordinates determine how a texture im-
age is mapped onto a primitive. Multiple sets of texture coordinates may be used
to specify how multiple texture images are mapped onto a primitive. The number
of texture units supported is implementation dependent butmust be at least two.
The number of texture units supported can be obtained by querying the value of
MAX TEXTURE UNITS.

A color is associated with each vertex. This color is either based on the current
color or produced by lighting, depending on whether or not lighting is enabled.

Version 1.1.10 (DRAFT - April 4, 2007)



2.6. PRIMITIVES AND VERTICES 14

Texture coordinates are similarly associated with each vertex. Multiple sets of
texture coordinates may be associated with a vertex. Figure2.2 summarizes the as-
sociation of auxiliary data with a transformed vertex to produce aprocessed vertex.

The current values are part of GL state. Vertices, normals, and texture co-
ordinates are transformed. Color may be affected or replaced by lighting. The
processing indicated for each current value is applied for each vertex that is sent to
the GL.

The methods by which vertices, normals, texture coordinates, and color are sent
to the GL, as well as how normals are transformed and how vertices are mapped to
the two-dimensional screen, are discussed later.

Before color has been assigned to a vertex, the state required by a vertex is the
vertex’s coordinates, its normal, the current material properties (see section 2.12.2),
and its multiple texture coordinate sets. Because color assignment is done vertex-
by-vertex, a processed vertex comprises the vertex’s coordinates, its assigned color,
and its multiple texture coordinate sets.

Figure 2.3 shows the sequence of operations that builds aprimitive (point, line
segment, or triangle) from a sequence of vertices. After a primitive is formed, it
is clipped to a viewing volume. This may alter the primitive by altering vertex
coordinates, texture coordinates, and color. In the case of line and triangle primi-
tives, clipping may insert new vertices into the primitive.The vertices defining a
primitive to be rasterized have texture coordinates and color associated with them.

2.6.1 Primitive Types

A sequence of vertices is passed to the GL using the commandsDrawArrays or
DrawElements (see section 2.8). There is no limit to the number of verticesthat
may be specified, other than the size of the vertex arrays.

The modeparameter of these commands determines the type of primitives to
be drawn using these coordinate sets. The types, and the correspondingmode
parameters, are:

Points. A series of individual points may be specified withmodePOINTS.
Each vertex defines a separate point or point sprite.

Line Strips. A series of one or more connected line segments may be specified
with modeLINE STRIP. At least two vertices must be provided. In this case, the
first vertex specifies the first segment’s start point while the second vertex specifies
the first segment’s endpoint and the second segment’s start point. In general, the
ith vertex (fori > 1) specifies the beginning of theith segment and the end of the
i − 1st. The last vertex specifies the end of the last segment. If only one vertex is
specified, then no primitive is generated.
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Figure 2.2. Creation of a processed vertex from vertex arraycoordinates and current
values. Two texture units are shown; however, multitexturing may support a greater
number of units depending on the implementation.
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Figure 2.3. Primitive assembly and processing.

The required state consists of the processed vertex produced from the preceding
vertex that was passed (so that a line segment can be generated from it to the current
vertex), and a boolean flag indicating if the current vertex is the first vertex.

Line Loops. Line loops may be specified withmodeLINE LOOP. Loops are
the same as line strips except that a final segment is added from the final specified
vertex to the first vertex.

The required state consists of the processed first vertex, inaddition to the state
required for line strips.

Separate Lines.Individual line segments, each specified by a pair of vertices,
may be specified withmodeLINES. The first two vertices passed define the first
segment, with subsequent pairs of vertices each defining onemore segment. If the
number of specified vertices is odd, then the last one is ignored. The required state
is the same as for line strips but it is used differently: a processed vertex holding
the first endpoint of the current segment, and a boolean flag indicating whether the
current vertex is odd or even (a segment start or end).

Triangle strips. A triangle strip is a series of triangles connected along
shared edges, specified by giving a series of defining vertices with mode
TRIANGLE STRIP. In this case, the first three vertices define the first triangle (and
their order is significant). Each subsequent vertex defines anew triangle using
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Figure 2.4. (a) A triangle strip. (b) A triangle fan. (c) Independent triangles. The
numbers give the sequencing of the vertices in order within the vertex arrays. Note
that in (a) and (b) triangle edge ordering is determined by the first triangle, while in
(c) the order of each triangle’s edges is independent of the other triangles.

that point along with two vertices from the previous triangle. If fewer than three
vertices are specified, no primitives are produced. See Figure 2.4.

The required state to support triangle strips consists of a flag indicating if the
first triangle has been completed, two stored processed vertices, (called vertex A
and vertex B), and a one bit pointer indicating which stored vertex will be replaced
with the next vertex. The pointer is initialized to point to vertex A. Each successive
vertex toggles the pointer. Therefore, the first vertex is stored as vertex A, the
second stored as vertex B, the third stored as vertex A, and soon. Any vertex after
the second one sent forms a triangle from vertex A, vertex B, and the current vertex
(in that order).

Triangle fans. A triangle fan is the same as a triangle strip with one excep-
tion: each vertex after the first always replaces vertex B of the two stored vertices.
Triangle fans are specified withmodeTRIANGLE FAN.

Separate Triangles.Separate triangles are specified withmodeTRIANGLES.
In this case, The3i + 1st,3i + 2nd, and3i + 3rd vertices (in that order) determine
a triangle for eachi = 0, 1, . . . , n− 1, where there are3n + k vertices drawn.k is
either 0, 1, or 2; ifk is not zero, the finalk vertices are ignored. For each triangle,
vertex A is vertex3i and vertex B is vertex3i + 1. Otherwise, separate triangles
are the same as a triangle strip.

The order of the vertices in a triangle generated from a triangle strip, triangle
fan, or separate triangles is significant in lighting and polygon rasterization (see
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sections 2.12.1 and 3.5.1).

2.7 Current Vertex State

Current values are used in associating auxiliary data with avertex when a vertex
array defining that data is not enabled, as described in section 2.8. A current value
may be changed at any time by issuing an appropriate command.

The current RGBA color is set using the commands

void Color4{xf}( T red, T green, T blue, T alpha );
void Color4ub( ubyte red, ubyte green, ubyte blue,

ubyte alpha );

The conversion of integer color components (R, G, B, and A) tofloating-point
values is discussed in section 2.12.

Color4f andColor4x accept values nominally between 0.0 and 1.0. 0.0 corre-
sponds to the minimum while 1.0 corresponds to the maximum (machine depen-
dent) value that a component may take on in the framebuffer (see section 2.12 on
colors and coloring). Values outside[0, 1] are not clamped.

The current normal is set using the commands

void Normal3{xf}( T nx, T ny, T nz);

The current homogeneous texture cordinates are set using the commands

void MultiTexCoord4 {xf}( enum texture, T s, T t, T r, T q );

The current coordinate set to be modified is given by thetextureparameter, and
the s, t, r, and q coordinates are set as specified.texture is a symbolic con-
stant of the formTEXTUREi, indicating that texture coordinate seti is to be mod-
ified. The constants obeyTEXTUREi = TEXTURE0 + i (i is in the range 0 to
k − 1, wherek is the implementation-dependent number of texture units defined
by MAX TEXTURE UNITS).

Gets of CURRENT TEXTURE COORDS return the texture coordinate set defined
by the value ofACTIVE TEXTURE (see section 2.8).

Specifying an invalid texture coordinate set for thetextureargument ofMulti-
TexCoord4 results in undefined behavior.

The state required to support vertex specification consistsof four values to
store the current RGBA color, three values to store the current normal, and four
values for each of the texture units supported by the implementation to store the
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current texture coordinatess, t, r, andq. The initial current color is(R,G,B,A) =
(1, 1, 1, 1). The initial current normal has coordinates(0, 0, 1). The initial values
of s, t, andr of the current texture coordinates for each texture unit arezero, and
the initial value ofq is one.

2.8 Vertex Arrays

Vertex data is placed into arrays stored in the client’s address space (described
here) or in the server’s address space (described in section2.9). Blocks of data in
these arrays may then be used to specify multiple geometric primitives through the
execution of a single GL command. The client may specify up tofour plus the value
of MAX TEXTURE UNITS arrays: one each to store vertex coordinates, normals,
colors, point sizes, and one or more texture coordinate sets. The commands

void VertexPointer( int size, enum type, sizei stride,
void *pointer );

void NormalPointer( enum type, sizei stride,
void *pointer );

void ColorPointer( int size, enum type, sizei stride,
void *pointer );

void PointSizePointerOES( enum type, sizei stride,
void *pointer );

void TexCoordPointer( int size, enum type, sizei stride,
void *pointer );

describe the locations and organizations of these arrays. For each command,type
specifies the data type of the values stored in the array.size, when present, indicates
the number of values per vertex that are stored in the array. Because normals are
always specified with three values and point sizes are alwaysspecified with one
value,NormalPointer andPointSizePointerOEShave nosizeargument. Table
2.4 indicates the allowable values forsizeand type (when present). Fortype the
valuesBYTE, UNSIGNED BYTE, SHORT, FIXED, andFLOAT, indicate typesbyte,
ubyte, short, fixed, andfloat, respectively. The errorINVALID VALUE is
generated ifsizeis specified with a value other than that indicated in the table.

The one, two, three, or four values in an array that correspond to a single vertex
comprise an arrayelement. The values within each array element are stored se-
quentially in memory. Ifstride is specified as zero, then array elements are stored
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Command Sizes Types

VertexPointer 2,3,4 byte, short, fixed, float
NormalPointer 3 byte, short, fixed, float
ColorPointer 4 ubyte, fixed, float
PointSizePointerOES 1 fixed, float
TexCoordPointer 2,3,4 byte, short, fixed, float

Table 2.4: Vertex array sizes (values per vertex) and data types.

sequentially as well. The errorINVALID VALUE is generated ifstride is negative.
Otherwise pointers to theith and(i + 1)st elements of an array differ bystride
basic machine units (typically unsigned bytes), the pointer to the(i + 1)st element
being greater. For each command,pointerspecifies the location in memory of the
first value of the first element of the array being specified.

An individual array is enabled or disabled by calling one of

void EnableClientState( enum array );
void DisableClientState( enum array );

with array set to VERTEX ARRAY, NORMAL ARRAY, COLOR ARRAY,
POINT SIZE ARRAY OES, or TEXTURE COORD ARRAY, for the vertex, normal,
color, point size, or texture coordinate array, respectively.

The command

void ClientActiveTexture( enum texture);

is used to select the vertex array client state parameters tobe modified by
theTexCoordPointer command and the array affected byEnableClientStateand
DisableClientStatewith parameterTEXTURE COORD ARRAY. This command sets
the client state variableCLIENT ACTIVE TEXTURE. Each texture unit has a client
state vector which is selected when this command is invoked.This state vector in-
cludes the vertex array state. This call also selects which texture units’ client state
vector is used for queries of client state.

Specifying an invalidtexturegenerates the errorINVALID ENUM. Valid values
of textureare the same as for theMultiTexCoord commands described in sec-
tion 2.7.

Transferring Array Elements
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When an array elementi is transferred to the GL by theDrawArrays or
DrawElementscommands, each enabled array is treated differently.

For the vertex array, ifsizeis two then thex andy coordinates of the vertex are
specified by the array; thez andw coordinates are implicitly set to zero and one,
respectively. Ifsizeis three thenx, y, andz are specified andw is implicitly set to
one. Ifsizeis four then all coordinates are specified, allowing the definition of an
arbitrary point in projective space.

For the color array, ifsizeis three then theA component is implicitly set to 1.
If sizeis four then all components are specified. If the color array is not enabled,
then the current color defined by theColor commands is used.

For the normal array, all three coordinates are always specified. Byte, short,
or integer values are converted to floating-point values as indicated for the corre-
sponding (signed) type in table 2.7. If the normal array is not enabled, then the
current normal defined by theNormal commands is used.

For the point size array, the single size is always specified.If the point size ar-
ray is not enabled, then the current point size defined byPointSize(see section 3.3)
is used.

For the texture coordinate arrays, ifsizeis two then thes andt coordinates are
specified and ther andq coordinates are implicitly set to zero and one, respectively.
If sizeis three thens, t, andr are specified andq is implicitly set to one. Ifsizeis
four then all coordinates are specified. If a texture coordinate array is not enabled,
then the current texture coordinate defined by theMultiTexCoord commands is
used.

The command

void DrawArrays ( enum mode, int first, sizei count);

constructs a sequence of geometric primitives by successively transferring ele-
mentsfirst throughfirst + count − 1 of each enabled array to the GL.mode
specifies what kind of primitives are constructed, as definedin section 2.6.1.

The current color, normal, point size, and texture coordinates each become
indeterminate after the execution ofDrawArrays , if the corresponding array is
enabled. Current values corresponding to disabled arrays are not modified by the
execution ofDrawArrays .

Specifying first < 0 results in undefined behavior. Generating the error
INVALID VALUE is recommended in this case.

The command

void DrawElements( enum mode, sizei count, enum type,
void *indices );
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constructs a sequence of geometric primitives by successively transferring the
count elements whose indices are stored inindices to the GL. Theith element
transferred byDrawElementswill be taken from elementindices[i] of each en-
abled array.typemust be one ofUNSIGNED BYTE orUNSIGNED SHORT, indicating
that the values inindicesare indices of GL typeubyte or ushort, respectively.
modespecifies what kind of primitives are constructed; it accepts the same values
as themodeparameter ofDrawArrays .

The current color, normal, point size, and texture coordinates are each indeter-
minate after the execution ofDrawElements, if the corresponding array is enabled.
Current values corresponding to disabled arrays are not modified by the execution
of DrawElements.

If the number of supported texture units (the value ofMAX TEXTURE UNITS) is
k, then the client state required to implement vertex arrays consists of an integer for
the client active texture unit selector,4+k boolean values,4+k memory pointers,
4 + k integer stride values,4 + k symbolic constants representing array types, and
2 + k integers representing values per element. In the initial state, the client active
texture unit selector isTEXTURE0, the boolean values are each false, the memory
pointers are each null, the strides are each zero, and the integers representing values
per element are each four. The array types are eachFLOAT for the Common profile
andFIXED for the Common-Lite profile.

2.9 Buffer Objects

The vertex data arrays described in section 2.8 are stored inclient memory. It is
sometimes desirable to store frequently used client data, such as vertex array data,
in high-performance server memory. GL buffer objects provide a mechanism that
clients can use to allocate, initialize, and render from such memory.

The name space for buffer objects is the unsigned integers, with zero re-
served for the GL. A buffer object is created by binding an unused name to
ARRAY BUFFER. The binding is effected by calling

void BindBuffer ( enum target, uint buffer );

with targetset toARRAY BUFFER andbufferset to the unused name. The resulting
buffer object is a new state vector, initialized with a zero-sized memory buffer, and
comprising the state values listed in Table 2.5.

BindBuffer may also be used to bind an existing buffer object. If the bindis
successful no change is made to the state of the newly bound buffer object, and any
previous binding totarget is broken.
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Name Type Initial Value Legal Values

BUFFER SIZE integer 0 any non-negative integer
BUFFER USAGE enum STATIC DRAW STATIC DRAW, DYNAMIC DRAW

Table 2.5: Buffer object parameters and their values.

While a buffer object is bound, GL operations on the target towhich it is bound
affect the bound buffer object, and queries of the target to which a buffer object is
bound return state from the bound object.

In the initial state the reserved name zero is bound toARRAY BUFFER. There
is no buffer object corresponding to the name zero, so clientattempts to modify
or query buffer object state for the targetARRAY BUFFER while zero is bound will
generate GL errors.

Buffer objects are deleted by calling

void DeleteBuffers( sizei n, const uint *buffers );

bufferscontainsn names of buffer objects to be deleted. After a buffer object is
deleted it has no contents, and its name is again unused. Unused names inbuffers
are silently ignored, as is the value zero.

The command

void GenBuffers( sizei n, uint *buffers );

returns n previously unused buffer object names inbuffers. These names are
marked as used, for the purposes ofGenBuffersonly, but they acquire buffer state
only when they are first bound, just as if they were unused.

While a buffer object is bound, any GL operations on that object affect any
other bindings of that object. If a buffer object is deleted while it is bound, all
bindings to that object in the current context (i.e. in the thread that calledDelete-
Buffers) are reset to zero. Bindings to that buffer in other contextsand other
threads are not affected, but attempting to use a deleted buffer in another thread
produces undefined results, including but not limited to possible GL errors and
rendering corruption. Using a deleted buffer in another context or thread may not,
however, result in program termination.

The data store of a buffer object is created and initialized by calling

void BufferData( enum target, sizeiptr size, const
void *data, enum usage);
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Name Value

BUFFER SIZE size
BUFFER USAGE usage

Table 2.6: Buffer object initial state.

with target set toARRAY BUFFER, sizeset to the size of the data store in basic
machine units, anddata pointing to the source data in client memory. Ifdata is
non-null, then the source data is copied to the buffer object’s data store. Ifdata is
null, then the contents of the buffer object’s data store areundefined.

usageis specified as one of two enumerated values, indicating the expected
application usage pattern of the data store. The values are:

STATIC DRAW The data store contents will be specified once by the application,
and used many times as the source for GL drawing commands.

DYNAMIC DRAW The data store contents will be respecified repeatedly by theap-
plication, and used many times as the source for GL drawing commands.

usageis provided as a performance hint only. The specified usage value does
not constrain the actual usage pattern of the data store.

BufferData deletes any existing data store, and sets the values of the buffer
object’s state variables as shown in table 2.6.

Clients must align data elements consistent with the requirements of the client
platform, with an additional base-level requirement that an offset within a buffer to
a datum comprisingN basic machine units be a multiple ofN .

If the GL is unable to create a data store of the requested size, the error
OUT OF MEMORY is generated.

To modify some or all of the data contained in a buffer object’s data store, the
client may use the command

void BufferSubData( enum target, intptr offset,
sizeiptr size, const void *data );

with target set toARRAY BUFFER. offsetandsizeindicate the range of data in the
buffer object that is to be replaced, in terms of basic machine units.dataspecifies a
region of client memorysizebasic machine units in length, containing the data that
replace the specified buffer range. AnINVALID VALUE error is generated ifoffset
or sizeis less than zero, or ifoffset+ sizeis greater than the value ofBUFFER SIZE.
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2.9.1 Vertex Arrays in Buffer Objects

Blocks of vertex array data may be stored in buffer objects with the same format
and layout options supported for client-side vertex arrays.

The client state associated with each vertex array type includes a buffer object
binding point. The commands that specify the locations and organizationsof vertex
arrays copy the buffer object name that is bound toARRAY BUFFER to the binding
point corresponding to the vertex array of the type being specified. For example,
the NormalPointer command copies the value ofARRAY BUFFER BINDING (the
queriable name of the buffer binding corresponding to the targetARRAY BUFFER)
to the client state variableNORMAL ARRAY BUFFER BINDING.

Rendering commandsDrawArrays andDrawElementsoperate as previously
defined, except that data for enabled vertexarrays are sourced from buffers if the
array’s buffer binding is non-zero. When an array is sourcedfrom a buffer object,
the pointer value of that array is used to compute an offset, in basic machine units,
into the data store of the buffer object. This offset is computed by subtracting a
null pointer from the pointer value, where both pointers aretreated as pointers to
basic machine units2.

It is acceptable for vertexarrays to be sourced from any combination of client
memory and various buffer objects during a single renderingoperation.

2.9.2 Array Indices in Buffer Objects

Blocks of array indices may be stored in buffer objects with the same format op-
tions that are supported for client-side index arrays. Initially zero is bound to
ELEMENT ARRAY BUFFER, indicating thatDrawElements is to source its indices
from arrays passed as theindicesparameters.

A buffer object is bound toELEMENT ARRAY BUFFER by calling BindBuffer
with targetset toELEMENT ARRAY BUFFER, andbufferset to the name of the buffer
object. If no corresponding buffer object exists, one is initialized as defined in
section 2.9.

The commandsBufferData and BufferSubData may be used withtarget
set toELEMENT ARRAY BUFFER. In such event, these commands operate in the
same fashion as described in section 2.9, but on the buffer currently bound to the
ELEMENT ARRAY BUFFER target.

2To resume using client-side vertex arrays after a buffer object has been bound, callBind-
Buffer (ARRAY BUFFER,0) and then specify the client vertex array pointer using the appropriate
command from section 2.8.
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While a non-zero buffer object name is bound toELEMENT ARRAY BUFFER,
DrawElements sources its indices from that buffer object, using itsindicespa-
rameter as offsets into the buffer object in the same fashionas described in sec-
tion 2.9.1.

Buffer objects created by binding an unused name toARRAY BUFFER and to
ELEMENT ARRAY BUFFER are formally equivalent, but the GL may make different
choices about storage implementation based on the initial binding. In some cases
performance will be optimized by storing indices and array data in separate buffer
objects, and by creating those buffer objects with the corresponding binding points.

2.10 Coordinate Transformations

Vertices, normals, and texture coordinates are transformed before their coordinates
are used to produce an image in the framebuffer. We begin witha description of
how vertex coordinates are transformed and how this transformation is controlled.

Figure 2.5 diagrams the sequence of transformations that are applied to ver-
tices. The vertex coordinates that are presented to the GL are termedobject co-
ordinates. Themodel-viewmatrix is applied to these coordinates to yieldeyeco-
ordinates. Then another matrix, called theprojection matrix, is applied to eye
coordinates to yieldclip coordinates. A perspective division is carried out on clip
coordinates to yieldnormalized devicecoordinates. A finalviewport transforma-
tion is applied to convert these coordinates intowindow coordinates.

Object coordinates, eye coordinates, and clip coordinatesare four-dimensional,
consisting ofx, y, z, andw coordinates (in that order). The model-view and pro-
jection matrices are thus4 × 4.

If a vertex in object coordinates is given by









xo
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zo

wo









and the model-view matrix

is M , then the vertex’s eye coordinates are found as

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Similarly, if P is the projection matrix, then the vertex’s clip coordinates are

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= P
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.

Version 1.1.10 (DRAFT - April 4, 2007)



2.10. COORDINATE TRANSFORMATIONS 27

Object

Coordinates Coordinates

Eye

Coordinates

Window

Coordinates

Normalized
DeviceModel−View

Matrix

Perspective
Division

Viewport
Transformation

Coordinates

ClipProjection

Matrix

Figure 2.5. Vertex transformation sequence.

The vertex’s normalized device coordinates are then




xd

yd

zd



 =





xc/wc

yc/wc

zc/wc



 .

2.10.1 Controlling the Viewport

The viewport transformation is determined by the viewport’s width and height in
pixels,px andpy, respectively, and its center(ox, oy) (also in pixels). The vertex’s

window coordinates,





xw

yw

zw



, are given by





xw

yw

zw



 =





(px/2)xd + ox

(py/2)yd + oy

[(f − n)/2]zd + (n + f)/2



 .

The factor and offset applied tozd encoded byn andf are set using

void DepthRangef( clampf n, clampf f );
void DepthRangex( clampx n, clampx f );

Each ofnandf are clamped to lie within[0, 1], as are all arguments of typeclampf
or clampx. zw is taken to be represented in fixed-point with at least as manybits
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as there are in the depth buffer of the framebuffer. We assumethat the fixed-point
representation used represents each valuek/(2m − 1), wherek ∈ {0, 1, . . . , 2m −
1}, ask (e.g. 1.0 is represented in binary as a string of all ones).

Viewport transformation parameters are specified using

void Viewport ( int x, int y, sizei w, sizei h );

wherex andy give thex andy window coordinates of the viewport’s lower left
corner andwandhgive the viewport’s width and height, respectively. The viewport
parameters shown in the above equations are found from thesevalues asox =
x + w/2 andoy = y + h/2; px = w, py = h.

Viewport width and height are clamped to implementation-dependent maxi-
mums when specified. The maximum width and height may be foundby issuing
an appropriateGet command (see Chapter 6). The maximum viewport dimen-
sions must be greater than or equal to the visible dimensionsof the display being
rendered to.INVALID VALUE is generated if eitherw or h is negative.

The state required to implement the viewport transformation is four integers
and two clamped floating-point values. In the initial state,w andh are set to the
width and height, respectively, of the window into which theGL is to do its ren-
dering. ox andoy are set tow/2 andh/2, respectively.n andf are set to0.0 and
1.0, respectively.

2.10.2 Matrices

The projection matrix and model-view matrix are set and modified with a variety
of commands. The affected matrix is determined by the current matrix mode. The
current matrix mode is set with

void MatrixMode ( enum mode);

which takes one of the pre-defined constantsTEXTURE, MODELVIEW, or
PROJECTION as the argument value.TEXTURE is described later in section 2.10.2.
If the current matrix mode isMODELVIEW, then matrix operations apply to the
model-view matrix; ifPROJECTION, then they apply to the projection matrix.

The two basic commands for affecting the current matrix are

void LoadMatrix {xf}( T m[16] );
void MultMatrix {xf}( T m[16] );

LoadMatrix takes a pointer to a4 × 4 matrix stored in column-major order as 16
consecutive fixed- or floating-point values, i.e. as
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







a1 a5 a9 a13

a2 a6 a10 a14

a3 a4 a11 a15

a4 a8 a12 a16









.

(This differs from the standard row-majorC ordering for matrix elements. If the
standard ordering is used, all of the subsequent transformation equations are trans-
posed, and the columns representing vectors become rows.)

The specified matrix replaces the current matrix with the onepointed to.Mult-
Matrix takes the same type argument asLoadMatrix , but multiplies the current
matrix by the one pointed to and replaces the current matrix with the product. IfC
is the current matrix andM is the matrix pointed to byMultMatrix ’s argument,
then the resulting current matrix,C ′, is

C ′ = C · M.

The command

void LoadIdentity ( void );

effectively callsLoadMatrix with the identity matrix:









1 0 0 0
0 1 0 0
0 0 1 0
0 0 0 1









.

There are a variety of other commands that manipulate matrices. Rotate,
Translate, Scale, Frustum, andOrtho manipulate the current matrix. Each com-
putes a matrix and then invokesMultMatrix with this matrix. In the case of

void Rotate{xf}( T θ, T x, T y, T z );

θ gives an angle of rotation in degrees; the coordinates of a vector v are given by
v = (x y z)T . The computed matrix is a counter-clockwise rotation aboutthe line
through the origin with the specified axis when that axis is pointing up (i.e. the
right-hand rule determines the sense of the rotation angle). The matrix is thus









0
R 0

0
0 0 0 1









.
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Let u = v/||v|| = ( x′ y′ z′ )T . If

S =





0 −z′ y′

z′ 0 −x′

−y′ x′ 0





then
R = uuT + cos θ(I − uuT ) + sin θS.

The arguments to

void Translate{xf}( T x, T y, T z );

give the coordinates of a translation vector as(x y z)T . The resulting matrix is a
translation by the specified vector:









1 0 0 x
0 1 0 y
0 0 1 z
0 0 0 1


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



.

void Scale{xf}( T x, T y, T z );

produces a general scaling along thex-, y-, andz- axes. The corresponding matrix
is









x 0 0 0
0 y 0 0
0 0 z 0
0 0 0 1









.

For

void Frustum{xf}( T l, T r, T b, T t, T n, T f );

the coordinates(l b − n)T and(r t − n)T specify the points on the near clipping
plane that are mapped to the lower left and upper right corners of the window,
respectively (assuming that the eye is located at(0 0 0)T ). f gives the distance
from the eye to the far clipping plane. If eithern or f is less than or equal to zero,
l is equal tor, b is equal tot, or n is equal tof , the errorINVALID VALUE results.
The corresponding matrix is











2n
r−l

0 r+l
r−l

0

0 2n
t−b

t+b
t−b

0

0 0 − f+n
f−n

− 2fn
f−n

0 0 −1 0











.
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void Ortho{xf}( T l, T r, T b, T t, T n, T f );

describes a matrix that produces parallel projection.(l b − n)T and(r t − n)T

specify the points on the near clipping plane that are mappedto the lower left and
upper right corners of the window, respectively.f gives the distance from the eye
to the far clipping plane. Ifl is equal tor, b is equal tot, or n is equal tof , the
errorINVALID VALUE results. The corresponding matrix is


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
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0 2
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For each texture unit, a4 × 4 matrix is applied to the corresponding texture
coordinates. This matrix is applied as
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,

where the left matrix is the current texture matrix. The matrix is applied to the
current texture coordinates, and the resulting transformed coordinates become the
texture coordinates associated with a vertex. Setting the matrix mode toTEXTURE
causes the already described matrix operations to apply to the texture matrix.

There is also a corresponding texture matrix stack for each texture unit. To
change the stack affected by matrix operations, set theactive texture unit selector
by calling

void ActiveTexture( enum texture);

The selector also affects calls modifying texture environment state, texture coordi-
nate generation state, texture binding state, and queries of all these state values as
well as current texture coordinates.

Specifying an invalidtexturegenerates the errorINVALID ENUM. Valid values
of textureare the same as for theMultiTexCoord commands described in sec-
tion 2.7.

There is a stack of matrices for each of matrix modesMODELVIEW and
PROJECTION, and for each texture unit. ForMODELVIEW mode, the stack depth
is at least 16 (that is, there is a stack of at least 16 model-view matrices). For the
other modes, the depth is at least2. Texture matrix stacks for all texture units have
the same depth. The current matrix in any mode is the matrix onthe top of the
stack for that mode.
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void PushMatrix ( void );

pushes the stack down by one, duplicating the current matrixin both the top of the
stack and the entry below it.

void PopMatrix ( void );

pops the top entry off of the stack, replacing the current matrix with the matrix
that was the second entry in the stack. The pushing or poppingtakes place on the
stack corresponding to the current matrix mode. Popping a matrix off a stack with
only one entry generates the errorSTACK UNDERFLOW; pushing a matrix onto a full
stack generatesSTACK OVERFLOW.

When the current matrix mode isTEXTURE, the texture matrix stack of the
active texture unit is pushed or popped.

The state required to implement transformations consists of an integer for the
active texture unit selector, a four-valued integer indicating the current matrix
mode, one stack of at least two4 × 4 matrices for each ofPROJECTION and each
texture unit,TEXTURE; and a stack of at least 164 × 4 matrices forMODELVIEW.
Each matrix stack has an associated stack pointer. Initially, there is only one matrix
on each stack, and all matrices are set to the identity. The initial active texture unit
selector isTEXTURE0, and the initial matrix mode isMODELVIEW.

2.10.3 Normal Transformation

Finally, we consider how the model-view matrix and transformation state affect
normals. Before use in lighting, normals are transformed toeye coordinates by a
matrix derived from the model-view matrix. Rescaling and normalization opera-
tions are performed on the transformed normals to make them unit length prior to
use in lighting. Rescaling and normalization are controlled by

void Enable( enum target );

and

void Disable( enum target );

with target equal toRESCALE NORMAL or NORMALIZE. This requires two bits of
state. The initial state is for normals not to be rescaled or normalized.

If the model-view matrix isM , then the normal is transformed to eye coordi-
nates by:3

3Here, normals are treated as row vectors and transformed by postmultiplication by the inverse of
the transformation matrix. If normals are treated as column vectors, then the transformation would
instead be performed by premultiplying the normal by the inverse transpose,M−T .
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( nx
′ ny

′ nz
′ q′ ) = (nx ny nz q ) · M−1

where, if


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

x
y
z
w









are the associated vertex coordinates, then

q =























0, w = 0,

−(nx ny nz )





x
y
z





w
, w 6= 0

(2.1)

Implementations may choose instead to transform( nx ny nz ) to eye coor-
dinates using

(nx
′ ny

′ nz
′ ) = (nx ny nz ) · Mu

−1

whereMu is the upper leftmost 3x3 matrix taken fromM .
Rescale multiplies the transformed normals by a scale factor

( nx
′′ ny

′′ nz
′′ ) = f (nx

′ ny
′ nz

′ )

If rescaling is disabled, thenf = 1. If rescaling is enabled, thenf is computed as

f =
1√

m31
2 + m32

2 + m33
2

mij denotes the matrix element in rowi and columnj of M−1, numbering the
topmost row of the matrix as row 1 and the leftmost column as column 1.

Note that if the normals sent to GL were unit length and the model-view matrix
uniformly scales space, then rescale makes the transformednormals unit length.

Alternatively, an implementation may choose f as

f =
1

√

nx
′2 + ny

′2 + nz
′2

recomputingf for each normal. This makes all non-zero length normals unitlength
regardless of their input length and the nature of the model-view matrix.

After rescaling, the final transformed normal used in lighting,nf , is computed
as

nf = m ( nx
′′ ny

′′ nz
′′ )

If normalization is disabled, thenm = 1. Otherwise
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m =
1

√

nx
′′2 + ny

′′2 + nz
′′2

Because we specify neither the floating-point format nor themeans for matrix
inversion, we cannot specify behavior in the case of a poorly-conditioned (nearly
singular) model-view matrixM . In case of an exactly singular matrix, the trans-
formed normal is undefined. If the GL implementation determines that the model-
view matrix is uninvertible, then the entries in the inverted matrix are arbitrary. In
any case, neither normal transformation nor use of the transformed normal may
lead to GL interruption or termination.

2.11 Clipping

Primitives are clipped to theclip volume. In clip coordinates, theview volumeis
defined by

−wc ≤ xc ≤ wc

−wc ≤ yc ≤ wc

−wc ≤ zc ≤ wc

.

This view volume may be further restricted by as many asn client-defined clip
planes to generate the clip volume. (n is an implementation dependent maximum
that must be at least1.) Each client-defined plane specifies a half-space. The clip
volume is the intersection of all such half-spaces with the view volume (if no
client-defined clip planes are enabled, the clip volume is the view volume).

A client-defined clip plane is specified with

void ClipPlane{xf}( enum p, const T eqn[4] );

The value of the first argument,p, is a symbolic constant,CLIP PLANEi, wherei
is an integer between 0 andn − 1, indicating one ofn client-defined clip planes.
eqn is an array of four values. These are the coefficients of a plane equation in
object coordinates:p1, p2, p3, andp4 (in that order). The inverse of the current
model-view matrix is applied to these coefficients, at the time they are specified,
yielding

( p′1 p′2 p′3 p′4 ) = ( p1 p2 p3 p4 )M−1

(whereM is the current model-view matrix; the resulting plane equation is unde-
fined if M is singular and may be inaccurate ifM is poorly-conditioned) to obtain
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the plane equation coefficients in eye coordinates. All points with eye coordinates
( xe ye ze we )T that satisfy

( p′1 p′2 p′3 p′4 )









xe

ye

ze

we









≥ 0

lie in the half-space defined by the plane; points that do not satisfy this condition
do not lie in the half-space.

Client-defined clip planes are enabled with the genericEnable command and
disabled with theDisable command. The value of the argument to either com-
mand isCLIP PLANEi wherei is an integer between 0 andn; specifying a value
of i enables or disables the plane equation with indexi. The constants obey
CLIP PLANEi = CLIP PLANE0 + i.

If the primitive under consideration is a point, then clipping passes it un-
changed if it lies within the clip volume; otherwise, it is discarded.

If the primitive is a line segment, then clipping does nothing to it if it lies en-
tirely within the clip volume and discards it if it lies entirely outside the volume.
If part of the line segment lies in the volume and part lies outside, then the line
segment is clipped and new vertex coordinates are computed for one or both ver-
tices. A clipped line segment endpoint lies on both the original line segment and
the boundary of the clip volume.

This clipping produces a value,0 ≤ t ≤ 1, for each clipped vertex. If the
coordinates of a clipped vertex areP and the original vertices’ coordinates areP1

andP2, thent is given by

P = tP1 + (1 − t)P2.

The value oft is used in color and texture coordinate clipping (section 2.12.7).
If the primitive is a triangle, then it is passed if every one of its edges lies

entirely inside the clip volume and either clipped or discarded otherwise. Clip-
ping may cause triangle edges to be clipped, but because connectivity must be
maintained, these clipped edges are connected by new edges that lie along the clip
volume’s boundary. Thus, clipping may require the introduction of new vertices
into a triangle, creating a more generalpolygon.

If it happens that a triangle intersects an edge of the clip volume’s boundary,
then the clipped triangle must include a point on this boundary edge.

A line segment or triangle whose vertices havewc values of differing signs may
generate multiple connected components after clipping. GLimplementations are
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[0,2k−1]

float

Convert to
[0.0,1.0]

[−2k,2k−1] Convert to
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Clipping

Color
Clipping

Convert to
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Figure 2.6. Processing of colors. See Table 2.7 for the interpretation ofk.

not required to handle this situation. That is, only the portion of the primitive that
lies in the region ofwc > 0 need be produced by clipping.

Primitives rendered with clip planes must satisfy a complementarity crite-
rion. Suppose a single clip plane with coefficients( p′1 p′2 p′3 p′4 ) (or a num-
ber of similarly specified clip planes) is enabled and a series of primitives are
drawn. Next, suppose that the original clip plane is respecified with coefficients
(−p′1 −p′2 −p′3 −p′4 ) (and correspondingly for any other clip planes) and
the primitives are drawn again (and the GL is otherwise in thesame state). In this
case, primitives must not be missing any pixels, nor may any pixels be drawn twice
in regions where those primitives are cut by the clip planes.

The state required for clipping is at least one set of plane equations (each set
consisting of four coefficients) and at least one corresponding bit indicating which
of these client-defined plane equations are enabled. In the initial state, all client-
defined plane equation coefficients are zero and all planes are disabled.

2.12 Colors and Coloring

Figure 2.6 diagrams the processing of colors before rasterization. Incoming colors
arrive in one of several formats. Table 2.7 summarizes the conversions that take
place on R, G, B, and A components depending on which version of the Color
command was invoked to specify the components. As a result oflimited precision,
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GL Type Conversion

ubyte c/(28 − 1)

byte (2c + 1)/(28 − 1)

ushort c/(216 − 1)

short (2c + 1)/(216 − 1)

fixed c/216

float c

Table 2.7: Component conversions. Color and normalcomponents (c) are con-
verted to an internal floating-point representation (f ), using the equations in this
table. All arithmetic is done in the internal floating-pointformat. These conver-
sions apply to components specified as parameters to GL commands and to com-
ponents in pixel data. The equations remain the same even if the implemented
ranges of the GL data types are greater than the minimum required ranges. (Refer
to table 2.2)

some converted values will not be represented exactly.
Next, lighting, if enabled, produces a color. If lighting isdisabled, the current

color is used in further processing. After lighting, colorsare clamped to the range
[0, 1]. After clamping, a primitive may beflatshaded, indicating that all vertices
of the primitive are to have the same colors. Finally, if a primitive is clipped, then
colors (and texture coordinates) must be computed at the vertices introduced or
modified by clipping.

2.12.1 Lighting

GL lighting computes colors for each vertex sent to the GL. This is accomplished
by applying an equation defined by a client-specified lighting model to a collection
of parameters that can include the vertex coordinates, the coordinates of one or
more light sources, the current normal, and parameters defining the characteristics
of the light sources and a current material.

Lighting is turned on or off using the genericEnable or Disable commands
with the symbolic valueLIGHTING. If lighting is off, the current color is assigned
to the vertex color. If lighting is on, the color computedfrom the current lighting
parameters is assigned to the vertex color.
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Lighting Operation

A lighting parameter is of one of five types: color, position,direction, real, or
boolean. A color parameter consists of four floating-point values, one for each of
R, G, B, and A, in that order. There are no restrictions on the allowable values for
these parameters. A position parameter consists of four floating-point coordinates
(x, y, z, and w) that specify a position in object coordinates (w may be zero,
indicating a point at infinity in the direction given byx, y, andz). A direction
parameter consists of three floating-point coordinates (x, y, andz) that specify a
direction in object coordinates. A real parameter is one floating-point value. The
various values and their types are summarized in Table 2.8. The result of a lighting
computation is undefined if a value for a parameter is specified that is outside the
range given for that parameter in the table.

There aren light sources, indexed byi = 0, . . . , n−1. (n is an implementation
dependent maximum that must be at least 8.) Note that the default values fordcli

andscli differ for i = 0 andi > 0.
Before specifying the way that lighting computes colors, weintroduce oper-

ators and notation that simplify the expressions involved.If c1 andc2 are col-
ors without alpha wherec1 = (r1, g1, b1) and c2 = (r2, g2, b2), then define
c1 ∗ c2 = (r1r2, g1g2, b1b2). Addition of colors is accomplished by addition of
the components. Multiplication of colors by a scalar means multiplying each com-
ponent by that scalar. Ifd1 andd2 are directions, then define

d1 ⊙ d2 = max{d1 · d2, 0}.

(Directions are taken to have three coordinates.) IfP1 andP2 are (homogeneous,
with four coordinates) points then let

−−−→
P1P2 be the unit vector that points fromP1

to P2. Note that ifP2 has a zerow coordinate andP1 has non-zerow coordinate,
then

−−−→
P1P2 is the unit vector corresponding to the direction specified by thex, y,

andz coordinates ofP2; if P1 has a zerow coordinate andP2 has a non-zerow
coordinate then

−−−→
P1P2 is the unit vector that is the negative of that corresponding

to the direction specified byP1. If both P1 andP2 have zerow coordinates, then−−−→
P1P2 is the unit vector obtained by normalizing the direction corresponding to
P2 − P1.

If d is an arbitrary direction, then let̂d be the unit vector ind’s direction. Let
‖P1P2‖ be the distance betweenP1 andP2. Finally, let V be the point corre-
sponding to the vertex being lit, andn be the corresponding normal.

Lighting produces a colorc. The equation to computec is

c = ecm
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Parameter Type Default Value Description
Material Parameters

acm color (0.2, 0.2, 0.2, 1.0) ambient color of material
dcm color (0.8, 0.8, 0.8, 1.0) diffuse color of material
scm color (0.0, 0.0, 0.0, 1.0) specular color of material
ecm color (0.0, 0.0, 0.0, 1.0) emissive color of material
srm real 0.0 specular exponent (range:

[0.0, 128.0])
Light Source Parameters

acli color (0.0, 0.0, 0.0, 1.0) ambient intensity of lighti
dcli(i = 0) color (1.0, 1.0, 1.0, 1.0) diffuse intensity of light0
dcli(i > 0) color (0.0, 0.0, 0.0, 1.0) diffuse intensity of lighti
scli(i = 0) color (1.0, 1.0, 1.0, 1.0) specular intensity of light0
scli(i > 0) color (0.0, 0.0, 0.0, 1.0) specular intensity of lighti

Ppli position (0.0, 0.0, 1.0, 0.0) position of lighti
sdli direction (0.0, 0.0,−1.0) direction of spotlight for lighti
srli real 0.0 spotlight exponent for lighti

(range:[0.0, 128.0])
crli real 180.0 spotlight cutoff angle for lighti

(range:[0.0, 90.0], 180.0)
k0i real 1.0 constant attenuation factor for

light i (range:[0.0,∞))
k1i real 0.0 linear attenuation factor for

light i (range:[0.0,∞))
k2i real 0.0 quadratic attenuation factor for

light i (range:[0.0,∞))
Lighting Model Parameters

acs color (0.2, 0.2, 0.2, 1.0) ambient color of scene
tbs boolean FALSE use two-sided lighting mode

Table 2.8: Summary of lighting parameters. The range of individual color compo-
nents is(−∞,+∞).
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+ acm ∗ acs

+
n−1
∑

i=0

(atti)(spoti) [acm ∗ acli

+ (n ⊙−−→
VPpli)dcm ∗ dcli

+ (fi)(n ⊙ ĥi)
srmscm ∗ scli]

where

fi =

{

1, n⊙−−→
VPpli 6= 0,

0, otherwise,
(2.2)

hi =
−−→
VPpli + ( 0 0 1 )T (2.3)

atti =











1
k0i + k1i‖VPpli‖ + k2i‖VPpli‖2 , if Ppli’s w 6= 0,

1.0, otherwise.
(2.4)

spoti =











(
−−−→
PpliV ⊙ ŝdli)

srli , crli 6= 180.0,
−−−→
PpliV ⊙ ŝdli ≥ cos(crli),

0.0, crli 6= 180.0,
−−−→
PpliV ⊙ ŝdli < cos(crli),

1.0, crli = 180.0.

(2.5)

All computations are carried out in eye coordinates. Lighting is computed for a
viewer situated at(0, 0, −∞); the OpenGL ES lighting model does not support
a local viewer.

The value of A produced by lighting is the alpha value associated withdcm.
Results of lighting are undefined if thewe coordinate (w in eye coordinates) of

V is zero.
Lighting may operate intwo-sidedmode (tbs = TRUE), in which afront color

and aback color are computed using the same material parameters (there is no
way to specify different front and back material parametersin OpenGL ES ), but
replacingn with −n in the case of the back color. If tbs = FALSE, then the back
color and front color are both assigned the color computed using n.

The selection between back color and front color depends on the primitive of
which the vertex being lit is a part. If the primitive is a point or a line segment,
the front color is always selected. If it is a polygon, then the selection is based on
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the sign of the (clipped or unclipped) polygon’s signed areacomputed in window
coordinates. One way to compute this area is

a =
1

2

n−1
∑

i=0

xi
wyi⊕1

w − xi⊕1
w yi

w (2.6)

wherexi
w and yi

w are thex and y window coordinates of theith vertex of the
n-vertex polygon (vertices are numbered starting at zero forpurposes of this com-
putation) andi⊕ 1 is (i + 1) mod n. The interpretation of the sign of this value is
controlled with

void FrontFace( enum dir );

Settingdir to CCW (corresponding to counter-clockwise orientation of the projected
polygon in window coordinates) indicates that ifa ≤ 0, then the color of each
vertex of the polygon becomes the back color computed for that vertex while if
a > 0, then the front color is selected. Ifdir is CW, thena is replaced by−a in the
above inequalities. This requires one bit of state; initially, it indicatesCCW.

2.12.2 Lighting Parameter Specification

Lighting parameters are divided into three categories: material parameters, light
source parameters, and lighting model parameters (see Table 2.8). Sets of lighting
parameters are specified with

void Material {xf}( enum face, enum pname, T param);
void Material {xf}v( enum face, enum pname, T params);
void Light {xf}( enum light, enum pname, T param);
void Light {xf}v( enum light, enum pname, T params);
void LightModel {xf}( enum pname, T param);
void LightModel {xf}v( enum pname, T params);

pnameis a symbolic constant indicating which parameter is to be set (see Ta-
ble 2.9). In the vector versions of the commands,paramsis a pointer to a group
of values to which to set the indicated parameter. The numberof values pointed to
depends on the parameter being set. In the non-vector versions,param is a value
to which to set a single-valued parameter. (Ifparamcorresponds to a multi-valued
parameter, the errorINVALID ENUM results.) For theMaterial command,face
must beFRONT AND BACK, indicating that the propertynameof both the front and
back material, should be set. In the case ofLight , light is a symbolic constant of
the formLIGHTi, indicating that lighti is to have the specified parameter set. The
constants obeyLIGHTi = LIGHT0+ i.
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Parameter Name Number of values
Material Parameters (Material )

acm AMBIENT 4
dcm DIFFUSE 4

acm,dcm AMBIENT AND DIFFUSE 4
scm SPECULAR 4
ecm EMISSION 4
srm SHININESS 1

Light Source Parameters (Light )
acli AMBIENT 4
dcli DIFFUSE 4
scli SPECULAR 4
Ppli POSITION 4
sdli SPOT DIRECTION 3
srli SPOT EXPONENT 1
crli SPOT CUTOFF 1
k0 CONSTANT ATTENUATION 1
k1 LINEAR ATTENUATION 1
k2 QUADRATIC ATTENUATION 1

Lighting Model Parameters (LightModel )
acs LIGHT MODEL AMBIENT 4
tbs LIGHT MODEL TWO SIDE 1

Table 2.9: Correspondence of lighting parameter symbols tonames.
AMBIENT AND DIFFUSE is used to setacm anddcm to the same value.

Table 2.9 gives, for each of the three parameter groups, the correspondence
between the pre-defined constant names and their names in thelighting equa-
tions, along with the number of values that must be specified with each. Color
parameters specified withMaterial andLight are converted to floating-point val-
ues (if specified as integers) as indicated in Table 2.7 for signed integers. The error
INVALID VALUE occurs if a specified lighting parameter lies outside the allowable
range given in Table 2.8. (The symbol “∞” indicates the maximum representable
magnitude for the indicated type.)

The current model-view matrix is applied to the position parameter indicated
with Light for a particular light source when that position is specified. These
transformed values are the values used in the lighting equation.
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The spotlight direction is transformed when it is specified using only the upper
leftmost 3x3 portion of the model-view matrix. That is, ifMu is the upper left 3x3
matrix taken from the current model-view matrixM , then the spotlight direction





dx

dy

dz





is transformed to




d′x
d′y
d′z



 = Mu





dx

dy

dz



 .

An individual light is enabled or disabled by callingEnableor Disablewith the
symbolic valueLIGHTi (i is in the range 0 ton−1, wheren is the implementation-
dependent number of lights). If lighti is disabled, theith term in the lighting
equation is effectively removed from the summation.

2.12.3 Color Material Tracking

It is possible to attach the ambient and diffuse material properties to the current
color, so that they continuously track its component values.

Color material tracking is enabled and disabled by callingEnable or Disable
with the symbolic valueCOLOR MATERIAL. When enabled, both the ambient (acm)
and diffuse (dcm) properties of both the front and back material are immediately
set to the value of the current color, and will track changes to the current color
resulting from either theColor commands or drawing vertex arrays with the color
array enabled.

The replacements made to material properties are permanent; the replaced val-
ues remain until changed by either sending a new color or by setting a new material
value whenCOLOR MATERIAL is not currently enabled, to override that particular
value.

2.12.4 Lighting State

The state required for lighting consists of all of the lighting parameters (front and
back material parameters, lighting model parameters, and at least 8 sets of light pa-
rameters), a bit indicating whether a back color distinct from the front color should
be computed, at least 8 bits to indicate which lights are enabled, a bit indicating
whether or notCOLOR MATERIAL is enabled, and a single bit to indicate whether
lighting is enabled or disabled. In the initial state, all lighting parameters have
their default values. Back color evaluation does not take place, and both lighting
andCOLOR MATERIAL are disabled.
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Primitive type of trianglei Vertex

triangle strip i + 2

triangle fan i + 2

independent triangle 3i

Table 2.10: Triangle flatshading color selection. The colors used for flatshading
the ith triangle generated by the indicated primitivemodeare derived from the
current color (if lighting is disabled) in effect when the indicated vertex is specified.
If lighting is enabled, the colors are produced by lighting the indicated vertex.
Vertices are numbered1 throughn, wheren is the number of vertices specified by
theDrawArrays or DrawElementscommand.

2.12.5 Clamping

After lighting (whether enabled or not), all components of the color are clamped to
the range[0, 1].

2.12.6 Flatshading

A primitive may beflatshaded, meaning that all vertices of the primitive are as-
signed the same color. This color is the color of the vertex that spawned the prim-
itive. For a point, it is the color associated with the point.For a line segment, it
is the color of the second (final) vertex of the segment. For a triangle, it comes
from a selected vertex depending on how the triangle was generated. Table 2.10
summarizes the possibilities.

Flatshading is controlled by

void ShadeModel( enum mode);

modevalue must be either of the symbolic constantsSMOOTH or FLAT. If modeis
SMOOTH (the initial state), vertex colors are treated individually. If modeis FLAT,
flatshading is turned on.ShadeModelthus requires one bit of state.

2.12.7 Color and Texture Coordinate Clipping

After lighting, clamping, and possible flatshading, colorsare clipped. The color
associated with a vertex that lies within the clip volume is unaffected by clipping. If
a primitive is clipped, however, the colors assigned to vertices produced by clipping
are clipped colors.
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Let the colors assigned to the two verticesP1 andP2 of an unclipped edge be
c1 andc2. The value oft (section 2.11) for a clipped pointP is used to obtain the
color associated withP as4

c = tc1 + (1 − t)c2.

(Multiplying a color by a scalar means multiplying each of R,G, B, and A by
the scalar.) Polygon clipping may create a clipped vertex along an edge of the
clip volume’s boundary. This situation is handled by notingthat polygon clipping
proceeds by clipping against one plane of the clip volume’s boundary at a time.
Color clipping is done in the same way, so that clipped pointsalways occur at the
intersection of polygon edges (possibly already clipped) with the clip volume’s
boundary.

Texture coordinates must also be clipped when a primitive isclipped. The
method is exactly analogous to that used for color clipping.

2.12.8 Final Color Processing

Each color component (which lies in[0, 1]) is converted (by rounding to nearest)
to a fixed-point value withm bits. We assume that the fixed-point representation
used represents each valuek/(2m − 1), wherek ∈ {0, 1, . . . , 2m − 1}, ask (e.g.
1.0 is represented in binary as a string of all ones).m must be at least as large as
the number of bits in the corresponding component of the framebuffer.m must be
at least 2 for A if the framebuffer does not contain an A component, or if there is
only 1 bit of A in the framebuffer.

Because a number of the formk/(2m − 1) may not be represented exactly as
a limited-precision floating-point quantity, we place a further requirement on the
fixed-point conversion of color components. Suppose that lighting is disabled, the
color associated with a vertex has not been clipped, and the color was specified with
unsigned byte or integer values. When these conditions are satisfied, an RGBA
component must convert to a value that matches the componentas specified in
the command defining it: ifm is less than the number of bitsb with which the
component was specified, then the converted value must equalthe most significant
m bits of the specified value; otherwise, the most significantb bits of the converted
value must equal the specified value.

4Since this computation is performed in clip space before division by wc, clipped colors and
texture coordinates are perspective-correct.
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Chapter 3

Rasterization

Rasterization is the process by which a primitive is converted to a two-dimensional
image. Each point of this image contains such information ascolor and depth.
Thus, rasterizing a primitive consists of two parts. The first is to determine which
squares of an integer grid in window coordinates are occupied by the primitive.
The second is assigning a color and a depth value to each such square. The results
of this process are passed on to the next stage of the GL (per-fragment operations),
which uses the information to update the appropriate locations in the framebuffer.
Figure 3.1 diagrams the rasterization process.

A grid square along with its parameters of assigned colors,z (depth), and tex-
ture coordinates is called afragment; the parameters are collectively dubbed the
fragment’sassociated data. A fragment is located by its lower left corner, which
lies on integer grid coordinates. Rasterization operations also refer to a fragment’s
center, which is offset by(1/2, 1/2) from its lower left corner (and so lies on
half-integer coordinates).

Grid squares need not actually be square in the GL. Rasterization rules are not
affected by the actual aspect ratio of the grid squares. Display of non-square grids,
however, will cause rasterized points and line segments to appear fatter in one
direction than the other. We assume that fragments are square, since it simplifies
antialiasing and texturing.

Several factors affect rasterization. Points may be given differing diameters
and line segments differing widths. A point or line segment may be antialiased
using pixel coverage values (see section 3.2), but polygon antialiasing using cov-
erage values is not supported. Multisampling must be used torasterize antialiased
polygons (see section 3.2.1).
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Figure 3.1. Rasterization.

3.1 Invariance

Consider a primitivep′ obtained by translating a primitivep through an offset(x, y)
in window coordinates, wherex andy are integers. As long as neitherp′ nor p is
clipped, it must be the case that each fragmentf ′ produced fromp′ is identical to
a corresponding fragmentf from p except that the center off ′ is offset by(x, y)
from the center off .

3.2 Antialiasing

Antialiasing of a point or line is effected as follows: the R, G, and B values of the
rasterized fragment are left unaffected, but the A value is multiplied by a floating-
point value in the range[0, 1] that describes a fragment’s screen pixel coverage. The
per-fragment stage of the GL can be set up to use the A value to blend the incoming
fragment with the corresponding pixel already present in the framebuffer.

The details of how antialiased fragment coverage values arecomputed are dif-
ficult to specify in general. The reason is that high-qualityantialiasing may take
into account perceptual issues as well as characteristics of the monitor on which
the contents of the framebuffer are displayed. Such detailscannot be addressed
within the scope of this document. Further, the coverage value computed for a
fragment of some primitive may depend on the primitive’s relationship to a num-
ber of grid squares neighboring the one corresponding to thefragment, and not just
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on the fragment’s grid square. Another consideration is that accurate calculation
of coverage values may be computationally expensive; consequently we allow a
given GL implementation to approximate true coverage values by using a fast but
not entirely accurate coverage computation.

In light of these considerations, we chose to specify the behavior of exact an-
tialiasing in the prototypical case that each displayed pixel is a perfect square of
uniform intensity. The square is called afragment squareand has lower left corner
(x, y) and upper right corner(x+1, y+1). We recognize that this simple box filter
may not produce the most favorable antialiasing results, but it provides a simple,
well-defined model.

A GL implementation may use other methods to perform antialiasing, subject
to the following conditions:

1. If f1 andf2 are two fragments, and the portion off1 covered by some prim-
itive is a subset of the corresponding portion off2 covered by the primitive,
then the coverage computed forf1 must be less than or equal to that com-
puted forf2.

2. The coverage computation for a fragmentf must be local: it may depend
only onf ’s relationship to the boundary of the primitive being rasterized. It
may not depend onf ’s x andy coordinates.

Another property that is desirable, but not required, is:

3. The sum of the coverage values for all fragments produced by rasterizing a
particular primitive must be constant, independent of any rigid motions in
window coordinates, as long as none of those fragments lies along window
edges.

In some implementations, varying degrees of antialiasing quality may be obtained
by providing GL hints (section 5.2), allowing a user to make an image quality
versus speed tradeoff.

3.2.1 Multisampling

Multisampling is a mechanism to antialias all GL primitives: points, lines, and tri-
angles. The technique is to sample all primitives multiple times at each pixel. The
color sample values are resolved to a single, displayable color each time a pixel
is updated, so the antialiasing appears to be automatic at the application level.
Because each sample includes color, depth, and stencil information, the color (in-
cluding texture operation), depth, and stencil functions perform equivalently to the
single-sample mode.
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An additional buffer, called the multisample buffer, is added to the framebuffer.
Pixel sample values, including color, depth, and stencil values, are stored in this
buffer. When the framebuffer includes a multisample buffer, it does not include
depth or stencil buffers, even if the multisample buffer does not store depth or
stencil values. The color buffer coexists with the multisample buffer, however.

Multisample antialiasing is most valuable for rendering triangles, because it re-
quires no sorting for hidden surface elimination, and it correctly handles adjacent
triangles, object silhouettes, and even intersecting triangles. If only points or lines
are being rendered, the “smooth” antialiasing mechanism provided by the base GL
may result in a higher quality image. This mechanism is designed to allow multi-
sample and smooth antialiasing techniques to be alternatedduring the rendering of
a single scene.

If the value of SAMPLE BUFFERS is one, the rasterization of all primi-
tives is changed, and is referred to as multisample rasterization. Otherwise,
primitive rasterization is referred to as single-sample rasterization. The value
of SAMPLE BUFFERS is queried by callingGetIntegerv with pname set to
SAMPLE BUFFERS.

During multisample rendering the contents of a pixel fragment are changed
in two ways. First, each fragment includes a coverage value with SAMPLES bits.
The value ofSAMPLES is an implementation-dependent constant, and is queried by
calling GetIntegerv with pnameset toSAMPLES.

Second, each fragment includesSAMPLES depth values, color values, and sets
of texture coordinates, instead of the single depth value, color value, and set of
texture coordinates that is maintained in single-sample rendering mode. An imple-
mentation may choose to assign the same color value and the same set of texture
coordinates to more than one sample. The location for evaluating the color value
and the set of texture coordinates can be anywhere within thepixel including the
fragment center or any of the sample locations. The color value and the set of tex-
ture coordinates need not be evaluated at the same location.Each pixel fragment
thus consists of integer x and y grid coordinates,SAMPLES color and depth values,
SAMPLES sets of texture coordinates, and a coverage value with a maximum of
SAMPLES bits.

Multisample rasterization is enabled or disabled by calling Enable or Disable
with the symbolic constantMULTISAMPLE.

If MULTISAMPLE is disabled, multisample rasterization of all primitives is
equivalent to single-sample (fragment-center) rasterization, except that the frag-
ment coverage value is set to full coverage. The color and depth values and the
sets of texture coordinates may all be set to the values that would have been as-
signed by single-sample rasterization, or they may be assigned as described below
for multisample rasterization.
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If MULTISAMPLE is enabled, multisample rasterization of all primitives differs
substantially from single-sample rasterization. It is understood that each pixel in
the framebuffer hasSAMPLES locations associated with it. These locations are
exact positions, rather than regions or areas, and each is referred to as a sample
point. The sample points associated with a pixel may be located inside or outside
of the unit square that is considered to bound the pixel. Furthermore, the relative
locations of sample points may be identical for each pixel inthe framebuffer, or
they may differ.

If the sample locations differ per pixel, they should be aligned to window, not
screen, boundaries. Otherwise rendering results will be window-position specific.
The invariance requirement described in section 3.1 is relaxed for all multisample
rasterization, because the sample locations may be a function of pixel location.

It is not possible to query the actual sample locations of a pixel.

3.3 Points

The rasterization of points is controlled with

void PointSize( float size);
void PointSizex( fixed size);

sizespecifies the requested size of a point. The default value is 1.0. A value less
than or equal to zero results in the errorINVALID VALUE.

The requested point size is multiplied with a distance attenuation factor,
clamped to a point size range specified withPointParameter (see below), and
further clamped to the implementation-dependent point size range to produce the
derived point size:

derived size = impl clamp

(

user clamp

(

size√
a + b ∗ d + c ∗ d2

))

whered is the eye-coordinate distance from the eye,(0, 0, 0, 1) in eye coordinates,
to the vertex, anda, b, andc are distance attenuation function coefficients.

Point sprites are enabled or disabled by callingEnable or Disable with the
symbolic constantPOINT SPRITE OES. The default state is for point sprites to be
disabled. When point sprites are enabled, the state of the point antialiasing enable
is ignored.

The point sprite texture coordinate replacement mode is setwith the commands

void TexEnv{ixf}( enum target, enum pname, T param);
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void TexEnv{ixf}v( enum target, enum pname, T params);

where target isPOINT SPRITE OES and pname isCOORD REPLACE OES. The pos-
sible values forparamareFALSE andTRUE. The default value for each texture unit
is for point sprite texture coordinate replacement to be disabled.

If multisampling is not enabled, the derived size is passed on to rasterization as
the point width.

If multisampling is enabled, an implementation may optionally fade the point
alpha (see section 3.10) instead of allowing the point widthto go below a given
threshold. In this case, the width of the rasterized point is

width =

{

derived size derived size ≥ threshold
threshold otherwise

(3.1)

and the fade factor is computed as follows:

fade =







1 derived size ≥ threshold
(

derived size
threshold

)2
otherwise

(3.2)

The distance attenuation function coefficientsa, b, andc, the bounds of the first
point size range clamp, and the point fadethreshold, are specified with

void PointParameter{xf}( enum pname, T param);
void PointParameter{xf}v( enum pname, const T params);

If pname is POINT SIZE MIN or POINT SIZE MAX, then param speci-
fies, or params points to the lower or upper bound respectively to which
the derived point size is clamped. If the lower bound is greater than
the upper bound, the point size after clamping is undefined. If pname is
POINT DISTANCE ATTENUATION, then paramspoints to the coefficientsa, b,
and c. If pname is POINT FADE THRESHOLD SIZE, then param specifies,
or params points to the point fadethreshold. Values of POINT SIZE MIN,
POINT SIZE MAX, or POINT FADE THRESHOLD SIZE less than zero result in the
errorINVALID VALUE.

Point antialiasing is enabled or disabled by callingEnableor Disablewith the
symbolic constantPOINT SMOOTH. The default state is for point antialiasing to be
disabled.

3.3.1 Basic Point Rasterization

In the default state, a point is rasterized by truncating itsxw andyw coordinates
(recall that the subscripts indicate that these arex andy window coordinates) to
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integers. This(x, y) address, along with data derived from the data associated
with the vertex corresponding to the point, is sent as a single fragment to the per-
fragment stage of the GL.

The effect of a point width other than1.0 depends on the state of point an-
tialiasing and point sprites.

Non-Antialiased Points

If antialiasing and point sprites are disabled, the actual width is deter-
mined by rounding the supplied width to the nearest integer,then clamp-
ing it to the implementation-dependent maximum non-antialiased point width.
This implementation-dependent value must be no less than the implementation-
dependent maximum antialiased point width, rounded to the nearest integer value,
and in any event no less than1. If rounding the specified width results in the value
0, then it is as if the value were1. If the resulting width is odd, then the point

(x, y) = (⌊xw⌋ +
1

2
, ⌊yw⌋ +

1

2
)

is computed from the vertex’sxw andyw, and a square grid of the odd width cen-
tered at(x, y) defines the centers of the rasterized fragments (recall thatfragment
centers lie at half-integer window coordinate values). If the width is even, then the
center point is

(x, y) = (⌊xw +
1

2
⌋, ⌊yw +

1

2
⌋);

the rasterized fragment centers are the half-integer window coordinate values
within the square of the even width centered on(x, y). See figure 3.2.

All fragments produced in rasterizing a non-antialiased point are assigned the
same associated data, which are those of the vertex corresponding to the point, with
texture coordinatess, t, andr replaced withs/q, t/q, andr/q, respectively. Ifq is
less than or equal to zero, the results are undefined.

Antialiased Points

If antialiasing is enabled and point sprites are disabled, then point rasterization
produces a fragment for each fragment square that intersects the region lying within
the circle having diameter equal to the current point width and centered at the
point’s (xw, yw) (figure 3.3). The coverage value for each fragment is the window
coordinate area of the intersection of the circular region with the corresponding
fragment square (but see section 3.2). This value is saved and used in the final
step of rasterization (section 3.9). Other associated datafor each fragment are
determined in the same fashion as for non-antialiased points.
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Figure 3.2. Rasterization of non-antialiased wide points.The crosses show fragment
centers produced by rasterization for any point that lies within the shaded region.
The dotted grid lines lie on half-integer coordinates.

Not all widths need be supported when point antialiasing is on, but the width
1.0 must be provided. If an unsupported width is requested, the nearest supported
width is used instead. The range of supported widths and the width of evenly-
spaced gradations within that range are implementation dependent. The range and
gradations may be obtained using the query mechanism described in Chapter 6. If,
for instance, the width range is from 0.1 to 2.0 and the gradation width is 0.1, then
the widths0.1, 0.2, . . . , 1.9, 2.0 are supported.

Point Sprites

When point sprites are enabled, then point rasterization produces a fragment
for each framebuffer pixel whose center lies inside a squarecentered at the point’s
(xw, yw), with side length equal to the current point size.

Associated data for each fragment are determined in the samefash-
ion as for non-antialiased points. However, for each texture unit where
COORD REPLACE OES is TRUE, texture coordinates are replaced with point sprite
texture coordinates. Thes coordinate varies from 0 to 1 across the point horizon-
tally left-to-right, while thet coordinate varies from 0 to 1 vertically top-to-bottom.
Ther andq coordinates are replaced with the constants 0 and 1, respectively.
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Figure 3.3. Rasterization of antialiased wide points. The black dot indicates the
point to be rasterized. The shaded region has the specified width. The X marks
indicate those fragment centers produced by rasterization. A fragment’s computed
coverage value is based on the portion of the shaded region that covers the corre-
sponding fragment square. Solid lines lie on integer coordinates.
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The following formula is used to evaluate thes andt coordinates:

s =
1

2
+

xf + 1
2 − xw

size

t =
1

2
− yf + 1

2 − yw

size

wheresize is the point’s size,xf andyf are the (integral) window coordinates
of the fragment, andxw andyw are the exact, unrounded window coordinates of
the vertex for the point.

The widths supported for point sprites must be a superset of those supported
for antialiased points. There is no requirement that these widths must be equally
spaced. If an unsupported width is requested, the nearest supported width is used
instead.

3.3.2 Point Rasterization State

The state required to control point rasterization consistsof one floating-point value
specifying the point width, three floating-pointvalues specifying the minimum and
maximum point size and the point fade threshold size, three floating-pointvalues
specifying the distance attenuation coefficients, a bit indicating whether or not an-
tialiasing is enabled, a a bit indicating whether or not point sprites are enabled, and
a bit for the point sprite texture coordinate replacement mode for each texture unit.

3.3.3 Point Multisample Rasterization

If MULTISAMPLE is enabled, and the value ofSAMPLE BUFFERS is one, then points
are rasterized using the following algorithm, regardless of whether point antialias-
ing (POINT SMOOTH) is enabled or disabled. Point rasterization produces a frag-
ment for each framebuffer pixel with one or more sample points that intersect a
region centered at the point’s(xw, yw). This region is a circle having diameter
equal to the current point width ifPOINT SPRITE OES is disabled, or a square with
side equal to the current point width ifPOINT SPRITE OES is enabled. Coverage
bits that correspond to sample points that intersect the region are 1, other coverage
bits are 0. All data associated with each sample for the fragment are the data as-
sociated with the point being rasterized, with the exception of texture coordinates
whenPOINT SPRITE OES is enabled; these texture coordinates are computed as
described in section 3.3.

Point size range and number of gradations are equivalent to those supported
for antialiased points whenPOINT SPRITE OES is disabled. The set of point
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sizes supported is equivalent to those for point sprites without multisample when
POINT SPRITE OES is enabled.

3.4 Line Segments

A line segment results from a line strip, a line loop, or a series of separate line
segments. Line segment rasterization is controlled by several variables. Line width,
which may be set by calling

void LineWidth ( float width );
void LineWidthx ( fixed width );

with an appropriate positive width, controls the width of rasterized line segments.
The default width is1.0. Values less than or equal to0.0 generate the error
INVALID VALUE. Antialiasing is controlled withEnable and Disable using the
symbolic constantLINE SMOOTH.

3.4.1 Basic Line Segment Rasterization

Line segment rasterization begins by characterizing the segment as eitherx-major
or y-major. x-major line segments have slope in the closed interval[−1, 1]; all
other line segments arey-major (slope is determined by the segment’s endpoints).
We shall specify rasterization only forx-major segments except in cases where the
modifications fory-major segments are not self-evident.

Ideally, the GL uses a “diamond-exit” rule to determine those fragments that
are produced by rasterizing a line segment. For each fragment f with center at win-
dow coordinatesxf andyf , define a diamond-shaped region that is the intersection
of four half planes:

Rf = { (x, y) | |x − xf | + |y − yf | < 1/2.}

Essentially, a line segment starting atpa and ending atpb produces those frag-
mentsf for which the segment intersectsRf , except ifpb is contained inRf . See
figure 3.4.

To avoid difficulties when an endpoint lies on a boundary ofRf we (in princi-
ple) perturb the supplied endpoints by a tiny amount. Letpa andpb have window
coordinates(xa, ya) and(xb, yb), respectively. Obtain the perturbed endpointsp′

a

given by(xa, ya) − (ǫ, ǫ2) andp′
b given by(xb, yb) − (ǫ, ǫ2). Rasterizing the line

segment starting atpa and ending atpb produces those fragmentsf for which the
segment starting atp′

a and ending onp′
b intersectsRf , except ifp′

b is contained in
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Figure 3.4. Visualization of Bresenham’s algorithm. A portion of a line segment is
shown. A diamond shaped region of height 1 is placed around each fragment center;
those regions that the line segment exits cause rasterization to produce correspond-
ing fragments.

Rf . ǫ is chosen to be so small that rasterizing the line segment produces the same
fragments whenδ is substituted forǫ for any0 < δ ≤ ǫ.

Whenpa andpb lie on fragment centers, this characterization of fragments
reduces to Bresenham’s algorithm with one modification: lines produced in this
description are “half-open,” meaning that the final fragment (corresponding topb)
is not drawn. This means that when rasterizing a series of connected line segments,
shared endpoints will be produced only once rather than twice (as would occur with
Bresenham’s algorithm).

Because the initial and final conditions of the diamond-exitrule may be difficult
to implement, other line segment rasterization algorithmsare allowed, subject to
the following rules:

1. The coordinates of a fragment produced by the algorithm may not deviate by
more than one unit in eitherx or y window coordinates from a corresponding
fragment produced by the diamond-exit rule.

2. The total number of fragments produced by the algorithm may differ from
that produced by the diamond-exit rule by no more than one.

3. For anx-major line, no two fragments may be produced that lie in the same
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window-coordinate column (for ay-major line, no two fragments may ap-
pear in the same row).

4. If two line segments share a common endpoint, and both segments are either
x-major (both left-to-right or both right-to-left) ory-major (both bottom-to-
top or both top-to-bottom), then rasterizing both segmentsmay not produce
duplicate fragments, nor may any fragments be omitted so as to interrupt
continuity of the connected segments.

Next we must specify how the data associated with each rasterized fragment
are obtained. Let the window coordinates of a produced fragment center be given
by pr = (xd, yd) and letpa = (xa, ya) andpb = (xb, yb). Set

t =
(pr − pa) · (pb − pa)

‖pb − pa‖2
. (3.3)

(Note thatt = 0 atpa andt = 1 atpb.) The value of an associated datumf for the
fragment, whether it be an R, G, B, or A color component or thes, t, or r texture
coordinate (the depth value, windowz, must be found using equation 3.5, below),
is found as

f =
(1 − t)fa/wa + tfb/wb

(1 − t)αa/wa + tαb/wb

(3.4)

wherefa andfb are the data associated with the starting and ending endpoints of
the segment, respectively;wa and wb are the clipw coordinates of the starting
and ending endpoints of the segments, respectively.αa = αb = 1 for all data
except texture coordinates, in which caseαa = qa andαb = qb (qa andqb are
the homogeneous texture coordinates at the starting and ending endpoints of the
segment; results are undefined if either of these is less thanor equal to 0). Note
that linear interpolation would use

f = (1 − t)fa/αa + tfb/αb. (3.5)

The reason that this formula is incorrect (except for the depth value) is that it inter-
polates a datum in window space, which may be distorted by perspective. What is
actually desired is to find the corresponding value when interpolated in clip space,
which equation 3.4 does. A GL implementation may choose to approximate equa-
tion 3.4 with 3.5, but this will normally lead to unacceptable distortion effects when
interpolating texture coordinates.
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width = 2 width = 3

Figure 3.5. Rasterization of non-antialiased wide lines. x-major line segments are
shown. The heavy line segment is the one specified to be rasterized; the light seg-
ment is the offset segment used for rasterization. x marks indicate the fragment
centers produced by rasterization.

3.4.2 Other Line Segment Features

We have just described the rasterization of non-antialiased line segments of width
one. We now describe the rasterization of line segments for general values of the
line segment rasterization parameters.

Wide Lines

The actual width of non-antialiased lines is determined by rounding the supplied
width to the nearest integer, then clamping it to the implementation-dependent
maximum non-antialiased line width. This implementation-dependent value must
be no less than the implementation-dependent maximum antialiased line width,
rounded to the nearest integer value, and in any event no lessthan1. If rounding
the specified width results in the value0, then it is as if the value were1.

Non-antialiased line segments of width other than one are rasterized by off-
setting them in the minor direction (for anx-major line, the minor direction is
y, and for ay-major line, the minor direction isx) and replicating fragments in
the minor direction (see figure 3.5). Letw be the width rounded to the nearest
integer (if w = 0, then it is as ifw = 1). If the line segment has endpoints
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Figure 3.6. The region used in rasterizing and finding corresponding coverage val-
ues for an antialiased line segment (an x-major line segmentis shown).

given by(x0, y0) and(x1, y1) in window coordinates, the segment with endpoints
(x0, y0 − (w− 1)/2) and(x1, y1 − (w− 1)/2) is rasterized, but instead of a single
fragment, a column of fragments of heightw (a row of fragments of lengthw for
a y-major segment) is produced at eachx (y for y-major) location. The lowest
fragment of this column is the fragment that would be produced by rasterizing the
segment of width 1 with the modified coordinates.

Antialiasing

Rasterized antialiased line segments produce fragments whose fragment squares
intersect a rectangle centered on the line segment. Two of the edges are parallel to
the specified line segment; each is at a distance of one-half the current width from
that segment: one above the segment and one below it. The other two edges pass
through the line endpoints and are perpendicular to the direction of the specified
line segment. Coverage values are computed for each fragment by computing the
area of the intersection of the rectangle with the fragment square (see figure 3.6;
see also section 3.2). Equation 3.4 is used to compute associated data values just as
with non-antialiased lines; equation 3.3 is used to find the value oft for each frag-
ment whose square is intersected by the line segment’s rectangle. Not all widths
need be supported for line segment antialiasing, but width1.0 antialiased segments
must be provided. As with the point width, a GL implementation may be queried
for the range and number of gradations of available antialiased line widths.
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3.4.3 Line Rasterization State

The state required for line rasterization consists of the floating-point line width and
a bit indicating whether line antialiasing is on or off. The initial value of the line
width is1.0 and the initial state of line segment antialiasing is disabled.

3.4.4 Line Multisample Rasterization

If MULTISAMPLE is enabled, and the value ofSAMPLE BUFFERS is one, then lines
are rasterized using the following algorithm, regardless of whether line antialiasing
(LINE SMOOTH) is enabled or disabled. Line rasterization produces a fragment for
each framebuffer pixel with one or more sample points that intersect the rectangular
region that is described in theAntialiasing portion of section 3.4.2 (Other Line
Segment Features).

Coverage bits that correspond to sample points that intersect a retained rectan-
gle are 1, other coverage bits are 0. Each color, depth, and set of texture coordinates
is produced by substituting the corresponding sample location into equation 3.3,
then using the result to evaluate equation 3.4. An implementation may choose to
assign the same color value and the same set of texture coordinates to more than
one sample. The color value and the set of texture coordinates need not be evalu-
ated at the same location.

Line width range and number of gradations are equivalent to those supported
for antialiased lines.

3.5 Polygons

A polygon results from a triangle strip, triangle fan, or series of separate trian-
gles. Like points and line segments, polygon rasterizationis controlled by several
variables.

3.5.1 Basic Polygon Rasterization

The first step of polygon rasterization is to determine if thepolygon isback facing
or front facing. This determination is made by examining the sign of the areacom-
puted by equation 2.6 of section 2.12.1 (including the possible reversal of this sign
as indicated by the last call toFrontFace). If this sign is positive, the polygon is
front facing; otherwise, it is back facing. This determination is used inconjunction
with theCullFaceenable bit and mode value to decide whether or not a particular
polygon is rasterized. TheCullFacemode is set by calling

void CullFace( enum mode);
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modeis a symbolic constant: one ofFRONT, BACK or FRONT AND BACK. Culling
is enabled or disabled withEnable or Disable using the symbolic constant
CULL FACE. Front facing polygons are rasterized if either culling is disabled or
the CullFace mode isBACK while back facing polygons are rasterized only if ei-
ther culling is disabled or theCullFace mode isFRONT. The initial setting of the
CullFacemode isBACK. Initially, culling is disabled.

The rule for determining which fragments are produced by polygon rasteriza-
tion is calledpoint sampling. The two-dimensional projection obtained by taking
the x andy window coordinates of the polygon’s vertices is formed. Fragment
centers that lie inside of this polygon are produced by rasterization. Special treat-
ment is given to a fragment whose center lies on a polygon boundary edge. In
such a case we require that if two polygons lie on either side of a common edge
(with identical endpoints) on which a fragment center lies,then exactly one of the
polygons results in the production of the fragment during rasterization.

As for the data associated with each fragment produced by rasterizing a poly-
gon, we begin by specifying how these values are produced forfragments in a
triangle. Definebarycentric coordinatesfor a triangle. Barycentric coordinates are
a set of three numbers,a, b, andc, each in the range[0, 1], with a + b + c = 1.
These coordinates uniquely specify any pointp within the triangle or on the trian-
gle’s boundary as

p = apa + bpb + cpc,

wherepa, pb, andpc are the vertices of the triangle.a, b, andc can be found as

a =
A(ppbpc)

A(papbpc)
, b =

A(ppapc)

A(papbpc)
, c =

A(ppapb)

A(papbpc)
,

whereA(lmn) denotes the area in window coordinates of the triangle with vertices
l, m, andn.

Denote a datum atpa, pb, or pc asfa, fb, or fc, respectively. Then the valuef
of a datum at a fragment produced by rasterizing a triangle isgiven by

f =
afa/wa + bfb/wb + cfc/wc

aαa/wa + bαb/wb + cαc/wc

(3.6)

wherewa, wb andwc are the clipw coordinates ofpa, pb, andpc, respectively.
a, b, andc are the barycentric coordinates of the fragment for which the data are
produced.αa = αb = αc = 1 except for textures, t, andr coordinates, for which
αa = qa, αb = qb, andαc = qc (if any of qa, qb, or qc are less than or equal
to zero, results are undefined).a, b, andc must correspond precisely to the exact
coordinates of the center of the fragment. Another way of saying this is that the
data associated with a fragment must be sampled at the fragment’s center.
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Just as with line segment rasterization, equation 3.6 may beapproximated by

f = afa/αa + bfb/αb + cfc/αc;

this may yield acceptable results for color values (itmustbe used for depth val-
ues), but will normally lead to unacceptable distortion effects if used for texture
coordinates.

3.5.2 Depth Offset

The depth values of all fragments generated by the rasterization of a polygon may
be offset by a single value that is computed for that polygon.The function that
determines this value is specified by calling

void PolygonOffset( float factor, float units );
void PolygonOffsetx( fixed factor, fixed units);

factor scales the maximum depth slope of the polygon, andunits scales an im-
plementation dependent constant that relates to the usableresolution of the depth
buffer. The resulting values are summed to produce the polygon offset value. Both
factor andunitsmay be either positive or negative.

The maximum depth slopem of a triangle is

m =

√

(

∂zw

∂xw

)2

+

(

∂zw

∂yw

)2

(3.7)

where(xw, yw, zw) is a point on the triangle.m may be approximated as

m = max

{∣

∣

∣

∣

∂zw

∂xw

∣

∣

∣

∣

,

∣

∣

∣

∣

∂zw

∂yw

∣

∣

∣

∣

}

. (3.8)

The minimum resolvable differencer is an implementation-dependent con-
stant. It is the smallest difference in window coordinatez values that is guaranteed
to remain distinct throughout polygon rasterization and inthe depth buffer. All
pairs of fragments generated by the rasterization of two polygons with otherwise
identical vertices, butzw values that differ byr, will have distinct depth values.

The offset valueo for a polygon is

o = m ∗ factor + r ∗ units. (3.9)
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m is computed as described above, as a function of depth valuesin the range [0,1],
ando is applied to depth values in the same range.

Boolean state valuePOLYGON OFFSET FILL determines whethero is applied
during the rasterization of polygons. This boolean state value is enabled and dis-
abled using the commandsEnableandDisable. If POLYGON OFFSET FILL is en-
abled,o is added to the depth value of each fragment produced by the rasterization
of a polygon.

Fragment depth values are always limited to the range [0,1],either by clamping
after offset addition is performed (preferred), or by clamping the vertex values used
in the rasterization of the polygon.

3.5.3 Polygon Multisample Rasterization

If MULTISAMPLE is enabled and the value ofSAMPLE BUFFERS is one, then poly-
gons are rasterized using the following algorithm. Polygonrasterization produces
a fragment for each framebuffer pixel with one or more samplepoints that satisfy
the point sampling criteria described in section 3.5.1, including the special treat-
ment for sample points that lie on a polygon boundary edge. Ifa polygon is culled,
based on its orientation and theCullFace mode, then no fragments are produced
during rasterization.

Coverage bits that correspond to sample points that satisfythe point sampling
criteria are 1, other coverage bits are 0. Each color, depth,and set of texture co-
ordinates is produced by substituting the corresponding sample location into the
barycentric equations described in section 3.5.1, using equation 3.6 or its approx-
imation that omitsw components. An implementation may choose to assign the
same color value and the same set of texture coordinates to more than one sample
by barycentric evaluation using any location withinthe pixel including the frag-
ment center or one of the sample locations. The color value and the set of texture
coordinates need not be evaluated at the same location.

3.5.4 Polygon Rasterization State

The state required for polygon rasterization consists ofthe factor and bias values
of the polygon offset equation.The initial polygon offset factor and bias values
are both 0; initially polygon offset is disabled.

3.6 Pixel Rectangles

Rectangles of color values may be specified to the GL usingTexImage2D and
related commands described in section 3.7.1. Some of the parameters and opera-
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Parameter Name Type Initial Value Valid Range

UNPACK ALIGNMENT integer 4 1,2,4,8

Table 3.1:PixelStore parameters pertaining to one or more ofTexImage2D, and
TexSubImage2D.

tions governing the operation ofTexImage2Dare shared byReadPixels(used to
obtain pixel values from the framebuffer); the discussion of ReadPixels, however,
is deferred until section 4.3, after the framebuffer has been discussed in detail.
Nevertheless, we note in this section when parameters and state pertaining toTex-
Image2Dalso pertain toReadPixels.

This section describes only how these rectangles are definedin client memory,
and the steps involved in transferring pixel rectangles from client memory to the
GL or vice-versa.

Parameters controlling the encoding of pixels in client memory (for reading
and writing) are set with the commandPixelStorei.

3.6.1 Pixel Storage Modes

Pixel storage modes affect the operation ofTexImage2DandReadPixels(as well
as other commands; see section 3.7) when one of these commands is issued. Pixel
storage modes are set with the command

void PixelStorei( enum pname, T param);

pnameis a symbolic constant indicating a parameter to be set, andparam is the
value to set it to. Table 3.1 summarizes the pixel storage parameters, their types,
their initial values, and their allowable ranges. Setting aparameter to a value out-
side the given range results in the errorINVALID VALUE.

3.6.2 Transfer of Pixel Rectangles

The process of transferring pixels encoded in host memory tothe GL is dia-
grammed in figure 3.7. We describe the stages of this process in the order in which
they occur.

Commands accepting or returning pixel rectangles take the following argu-
ments (as well as additional arguments specific to their function):

format is a symbolic constant indicating what the values in memory represent.
width andheightare the width and height, respectively, of the pixel rectangle

to be drawn.
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Figure 3.7. Transfer of pixel rectangles to the GL. Output isRGBA pixels.

data is a pointer to the data to be drawn. These data are represented with one
of two GL data types, specified bytype. The correspondence between the fourtype
token values and the GL data types they indicate is given in table 3.2.

Unpacking

Data are taken from host memory as a sequence of unsigned bytes or unsigned
shorts (GL data typesubyte andushort). These elements are grouped into
sets of one, two, three, or four values, depending on theformat, to form a group.
Table 3.3 summarizes the format of groups obtained from memory.

The values of each GL data type are interpreted as they would be specified in
the language of the client’s GL binding.

Not all combinations offormatandtypeare valid. The combinations accepted
by the GL are defined in table 3.4. Additional restrictions may be imposed by
specific commands.

The groups in memory are treated as being arranged in a rectangle. This rect-
angle consists of a series ofrows, with the first element of the first group of the first
row pointed to by thedatapointer passed toTexImage2D. The number of groups
in a row iswidth; If p indicates the location in memory of the first element of the
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typeParameter Corresponding Special
Token Name GL Data Type Interpretation

UNSIGNED BYTE ubyte No
UNSIGNED SHORT 5 6 5 ushort Yes
UNSIGNED SHORT 4 4 4 4 ushort Yes
UNSIGNED SHORT 5 5 5 1 ushort Yes

Table 3.2: TexImage2D and ReadPixelstype parameter values and the corre-
sponding GL data types. Refer to table 2.2 for definitions of GL data types. Special
interpretations are described near the end of section 3.6.2. ReadPixelsaccepts only
a subset of these types (see section 4.3.1).

Format Name Element Meaning and OrderTarget Buffer

ALPHA A Color
RGB R, G, B Color
RGBA R, G, B, A Color
LUMINANCE Luminance Color
LUMINANCE ALPHA Luminance, A Color

Table 3.3:TexImage2DandReadPixelsformats. The second column gives a de-
scription of and the number and order of elements in a group.ReadPixelsaccepts
only a subset of these formats (see section 4.3.1).

Format Type Bytes per Pixel

RGBA UNSIGNED BYTE 4
RGB UNSIGNED BYTE 3
RGBA UNSIGNED SHORT 4 4 4 4 2
RGBA UNSIGNED SHORT 5 5 5 1 2
RGB UNSIGNED SHORT 5 6 5 2
LUMINANCE ALPHA UNSIGNED BYTE 2
LUMINANCE UNSIGNED BYTE 1
ALPHA UNSIGNED BYTE 1

Table 3.4: Valid pixel format and type combinations.
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typeParameter GL Data Number of Matching
Token Name Type Components Pixel Formats

UNSIGNED SHORT 5 6 5 ushort 3 RGB

UNSIGNED SHORT 4 4 4 4 ushort 4 RGBA

UNSIGNED SHORT 5 5 5 1 ushort 4 RGBA

Table 3.5: Packed pixel formats.

first row, then the first element of theN th row is indicated by

p + Nk (3.10)

whereN is the row number (counting from zero) andk is defined as

k =

{

nl s ≥ a,
a/s ⌈snl/a⌉ s < a

(3.11)

wheren is the number of elements in a group,l is the number of groups in
the row,a is the value ofUNPACK ALIGNMENT, ands is the size, in units of GL
ubytes, of an element. If the number of bits per element is not1, 2, 4, or 8 times
the number of bits in a GLubyte, thenk = nl for all values ofa.

A type of UNSIGNED SHORT 5 6 5, UNSIGNED SHORT 4 4 4 4, or
UNSIGNED SHORT 5 5 5 1 is a special case in which all the components of
each group are packed into a single unsigned short. The number of components
per packed pixel is fixed by the type, and must match the numberof components
per group indicated by theformat parameter, as listed in table 3.5. The error
INVALID OPERATION is generated if a mismatch occurs. This constraint also
holds for all other functions that accept or return pixel data usingtypeandformat
parameters to define the type and format of that data.

Bitfield locations of the first, second, third, and fourth components of each
packed pixel type are illustrated in table 3.6. Each bitfieldis interpreted as an un-
signed integer value. If the base GL type is supported with more than the minimum
precision (e.g. a 9-bit byte) the packed components are right-justified in the pixel.

Components are packed with the first component in the most significant bits
of the bitfield, and successive component occupying progressively less significant
locations. The most significant bit of each component is packed in the most signif-
icant bit location of its location in the bitfield.
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UNSIGNED SHORT 5 6 5:

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

1st Component 2nd 3rd

UNSIGNED SHORT 4 4 4 4:

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

1st Component 2nd 3rd 4th

UNSIGNED SHORT 5 5 5 1:

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

1st Component 2nd 3rd 4th

Table 3.6:UNSIGNED SHORT formats
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Format First Second Third Fourth
Component Component Component Component

RGB red green blue
RGBA red green blue alpha

Table 3.7: Packed pixel field assignments.

The assignment of component to fields in the packed pixel is asdescribed in
table 3.7

The above discussions of row length and image extraction arevalid for packed
pixels, if “group” is substituted for “component” and the number of components
per group is understood to be one.

Conversion to floating-point

Each element in a group is converted to a floating-point valueaccording to the ap-
propriate formula in table 2.7 (section 2.12). For packed pixel types, each element
in the group is converted by computingc / (2N − 1), wherec is the unsigned inte-
ger value of the bitfield containing the element andN is the number of bits in the
bitfield.

Conversion to RGB

This step is applied only if theformat is LUMINANCE or LUMINANCE ALPHA. If the
format is LUMINANCE, then each group of one element is converted to a group of
R, G, and B (three) elements by copying the original single element into each of
the three new elements. If theformat is LUMINANCE ALPHA, then each group of
two elements is converted to a group of R, G, B, and A (four) elements by copying
the first original element into each of the first three new elements and copying the
second original element to the A (fourth) new element.

Final Expansion to RGBA

Each group is converted to a group of 4 elements as follows: ifa group does not
contain an A element, then A is added and set to 1.0. If any of R,G, or B is missing
from the group, each missing element is added and assigned a value of 0.0.
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3.7 Texturing

Texturing maps a portion of one or more specified images onto each primitive for
which texturing is enabled. This mapping is accomplished byusing the color of
an image at the location indicated by a fragment’s(s, t) coordinates to modify the
fragment’s RGBA color.

An implementation may support texturing using more than oneimage at a time.
In this case the fragment carries multiple sets of texture coordinates(s, t) which
are used to index separate images to produce color values which are collectively
used to modify the fragment’s RGBA color. The following subsections (up to
and including section 3.7.7) specify the GL operation with asingle texture and
section 3.7.13 specifies the details of how multiple textureunits interact.

The GL provides a means to specify the details of how texturing of a primitive
is effected. These details include specification of the image to be texture mapped,
the means by which the image is filtered when applied to the primitive, and the
function that determines what RGBA value is produced given afragment color and
an image value.

3.7.1 Texture Image Specification

The command

void TexImage2D( enum target, int level,
int internalformat, sizei width, sizei height,
int border, enum format, enum type, void *data );

is used to specify atexture image.targetmust beTEXTURE 2D. format, type, and
dataspecify the format of the image data, the type of those data, and a pointer to
the image data in host memory, as described in section 3.6.2.

The groups in memory are treated as being arranged in a rectangle. The rectan-
gle is an image, whose size and organization are specified by thewidthandheight
parameters toTexImage2D.

The selected groups are processed as described in section 3.6.2, stopping after
final expansion to RGBA. Each R, G, B, or A value so generated isclamped to
[0, 1].

Components are then selected from the resulting R, G, B, or A values to obtain
a texture with thebase internal formatspecified byinternalformat, which must
matchformat; no conversions between formats are supported during texture im-
age processing.1 Table 3.8 summarizes the mapping of R, G, B, and A values to

1When a non-RGBAformatandinternalformatare specified, implementations are not required to
actually create and then discard unnecessary R, G, B, or A components. The abstract model defined
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Base Internal Format RGBA Internal Components

ALPHA A A

LUMINANCE R L

LUMINANCE ALPHA R,A L,A
RGB R,G,B R,G,B
RGBA R,G,B,A R,G,B,A

Table 3.8: Conversion from RGBA pixel components to internal texture compo-
nents. See section 3.7.12 for a description of the texture componentsR, G, B, A,
andL.

texture components, as a function of the base internal format of the texture image.
internalformatmay be one of the five internal format symbolic constants listed in
table 3.8. Specifying a value forinternalformatthat is not one of the above values
generates the errorINVALID VALUE. If internalformatdoes not matchformat, the
errorINVALID OPERATION is generated.

The GL stores the resulting texture with internal componentresolutions of its
own choosing. The allocation of internal component resolution may vary based
on anyTexImage2Dparameter (excepttarget), but the allocation must not be a
function of any other state and cannot be changed once established. Allocation
must be invariant; the same allocation must be chosen each time a texture image is
specified with the same parameter values.

The image itself (pointed to bydata) is a sequence of groups of values. The
first group is the lower left corner of the texture image. Subsequent groups fill
out rows of widthwidth from left to right; height rows are stacked from bottom
to top forming the image. When the final R, G, B, and A components have been
computed for a group, they are assigned to components of atexelas described by
table 3.8. Counting from zero, each resultingN th texel is assigned internal integer
coordinates(i, j), where

i = (N mod width)

j = (⌊ N

width
⌋ mod height)

Thus the last row of theimage is indexed with the highest value ofj.
Each color component is converted (by rounding to nearest) to a fixed-point

value withn bits, wheren is the number of bits of storage allocated to that com-
ponent in the image array. We assume that the fixed-point representation used

by section 3.6.2 is used only for consistency and ease of description.
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represents each valuek/(2n − 1), wherek ∈ {0, 1, . . . , 2n − 1}, ask (e.g. 1.0 is
represented in binary as a string of all ones).

Thelevelargument toTexImage2Dis an integerlevel-of-detailnumber. Levels
of detail are discussed below, underMipmapping . The main texture image has a
level of detail number of 0. If a level-of-detail less than zero is specified, the error
INVALID VALUE is generated.

If the border argument to TexImage2D is not zero, then the error
INVALID VALUE is generated.

For non-zerowidth andheight, it must be the case that

ws = 2n (3.12)

hs = 2m (3.13)

for some integersn and m, where ws and hs are the specified imagewidth
and height. If any one of these relationships cannot be satisfied, then the error
INVALID VALUE is generated.

An image with zero width or height indicates the null texture. If the null texture
is specified for level-of-detail zero, it is as if texturing were disabled.

The maximum allowable width and height of a texture image must be at
least 2k for image arrays of level0 through k, wherek is the log base 2 of
MAX TEXTURE SIZE.

An implementation may allow an image array of level 0 to be created only if
that single image array can be supported. Additional constraints on the creation of
image arrays of level 1 or greater are described in more detail in section 3.7.9.

The image indicated to the GL by the image pointer is decoded and copied into
the GL’s internal memory.

We shall refer to the decoded image as thetexture array. A texture array has
width and height

wt = 2n

ht = 2m

wheren andm are defined in equations 3.12 and 3.13.
An element(i, j) of the texture array is called atexel. Thetexture valueused in

texturing a fragment is determined by that fragment’s associated(s, t) coordinates,
but does not necessarily correspond to any actual texel. See figure 3.8.

If the data argument ofTexImage2D is a null pointer (a zero-valued pointer
in the C implementation), a texture array is created with thespecifiedtarget, level,
internalformat, width, andheight, but with unspecified image contents. In this
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Figure 3.8. A texture image and the coordinates used to access it. This is a texture
with n = 3 andm = 2. α andβ, values used in blending adjacent texels to obtain a
texture value, are also shown.

Version 1.1.10 (DRAFT - April 4, 2007)



3.7. TEXTURING 75

case no pixel values are accessed in client memory, and no pixel processing is
performed. Errors are generated, however, exactly as though thedatapointer were
valid.

3.7.2 Alternate Texture Image Specification Commands

Texture images may also be specified using image data taken directly from the
framebuffer, and rectangular subregions of existing texture images may be respec-
ified.

The command

void CopyTexImage2D( enum target, int level,
enum internalformat, int x, int y, sizei width,
sizei height, int border );

defines a texture array in exactly the manner ofTexImage2D, except that the image
data are taken from the framebuffer rather than from client memory. target must
beTEXTURE 2D, x, y, width, andheightcorrespond precisely to the corresponding
arguments toReadPixels(refer to section 4.3.1); they specify the image’swidth
andheight, and the lower left(x, y) coordinates of the framebuffer region to be
copied. The image is taken from the color buffer of the framebuffer exactly as
if these arguments were passed toReadPixelswith argumentformatset toRGBA,
stopping after conversion of RGBA values. Subsequent processing is identical to
that described forTexImage2D, beginning with clamping of the R, G, B, and A
values from the resulting pixel groups. Parameterslevel, internalformat, andbor-
der are specified using the same values, with the same meanings, as the equivalent
arguments ofTexImage2D. internalformat is further constrained such that color
buffer components can be dropped during the conversion tointernalformat, but
new components cannot be added. For example, an RGB color buffer can be used
to createLUMINANCE or RGB textures, but notALPHA, LUMINANCE ALPHA, or
RGBA textures. Table 3.9 summarizes the allowable framebuffer and base internal
format combinations. If the framebuffer format is not compatible with the base tex-
ture format, anINVALID OPERATION error is generated. The constraints onwidth,
height, andborderare exactly those for the equivalent arguments ofTexImage2D.

Two additional commands,

void TexSubImage2D( enum target, int level, int xoffset,
int yoffset, sizei width, sizei height, enum format,
enum type, void *data );
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Texture Format
Color Buffer A L LA RGB RGBA

A � – – – –
L – � – – –
LA � � � – –
RGB – � – � –
RGBA � � � � �

Table 3.9:CopyTexImageinternal format/color buffer combinations.

void CopyTexSubImage2D( enum target, int level,
int xoffset, int yoffset, int x, int y, sizei width,
sizei height);

respecify only a rectangular subregion of an existing texture array. No change
is made to theinternalformat, width, or height, parameters of the specified tex-
ture array, nor is any change made to texel values outside thespecified subre-
gion. Thetargetarguments ofTexSubImage2DandCopyTexSubImage2Dmust
beTEXTURE 2D. The level parameter of each command specifies the level of the
texture array that is modified. Iflevel is less than zero or greater than the base 2
logarithm of the maximum texture width or height, the errorINVALID VALUE is
generated.

TexSubImage2Dargumentswidth, height, format, type, anddata match the
corresponding arguments toTexImage2D, meaning that they are specified using
the same values, and have the same meanings.

CopyTexSubImage2Dargumentsx, y, width, and height match the corre-
sponding arguments toCopyTexImage2D. Each of theTexSubImagecommands
interprets and processes pixel groups in exactly the mannerof its TexImagecoun-
terpart, except that the assignment of R, G, B, and Apixel group values to the
texture components is controlled by theinternalformat of the texture array, not
by an argument to the command. The same constraints and errors apply to the
TexSubImagecommands’ argumentformatand theinternalformatof the texture
array being respecified as apply to theformatand internalformatarguments of its
TexImagecounterparts.

Argumentsxoffsetandyoffsetof TexSubImage2DandCopyTexSubImage2D
specify the lower left texel coordinates of awidth-wide byheight-high rectangular
subregion of the texture array, address as in figure 3.8. Taking ws andhs to be
the specified width and height of the texture array, and taking x, y, w, andh to
be thexoffset, yoffset, width, andheight argument values, any of the following
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relationships generates the errorINVALID VALUE:

x < 0

x + w > ws

y < 0

y + h > hs

Counting from zero, thenth pixel group is assigned to the texel with internal integer
coordinates[i, j], where

i = x + (n mod w)

j = y + (⌊ n

w
⌋ mod h)

3.7.3 Compressed Texture Images

Texture images may also be specified or modified using image data already stored
in a known compressed image format. The GL defines some specific com-
pressed formats, and others may be defined by GL extensions. There is a mech-
anism to obtain token values for compressed formats; the number of specific
compressed internal formats supported can be obtained by querying the value
of NUM COMPRESSED TEXTURE FORMATS. The set of specific compressed inter-
nal formats supported by the renderer can be obtained by querying the value
of COMPRESSED TEXTURE FORMATS. The only values returned by this query are
those corresponding tointernalformatparameters accepted byCompressedTex-
Image2Dand suitable for general-purpose usage. The renderer will not enumerate
formats with restrictions that need to be specifically understood prior to use.

The command

void CompressedTexImage2D( enum target, int level,
enum internalformat, sizei width, sizei height,
int border, sizei imageSize, void *data );

defines atexture image, with incoming data stored in a specific compressed image
format. Thetarget, level, internalformat, width, height, andborder parameters
have the same meaning as inTexImage2D. datapoints to compressed image data
stored in the compressed image format corresponding tointernalformat.

For all compressed internal formats, the compressed image will be decoded ac-
cording to the definition ofinternalformat. Compressed texture images are treated
as an array ofimageSizeubytes beginning at addressdata. All pixel storage and
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pixel transfer modes are ignored when decoding a compressedtexture image. If the
imageSizeparameter is not consistent with the format, dimensions, and contents of
the compressed image, anINVALID VALUE error results. If the compressed image
is not encoded according to the defined image format, the results of the call are
undefined.

Specific compressed internal formats may impose format-specific restrictions
on the use of the compressed image specification calls or parameters. For example,
the compressed image format might not allowwidthor heightvalues that are not a
multiple of 4. Any such restrictions will be documented in the extension specifica-
tion defining the compressed internal format; violating these restrictions will result
in anINVALID OPERATION error.

Any restrictions imposed by specific compressed internal formats will be in-
variant with respect to image contents, meaning that if the GL accepts and stores
a texture image in compressed form,CompressedTexImage2Dwill accept any
properly encoded compressed texture image of the same width, height, compressed
image size, and compressed internal format for storage at the same texture level.

The specific compressed texture formats supported byCompressedTexIm-
age2D, and the corresponding base internal format for each specific format, are
defined in table 3.10.

Compressed Texture FormatBase Internal Format

PALETTE4 RGB8 OES RGB

PALETTE4 RGBA8 OES RGBA

PALETTE4 R5 G6 B5 OES RGB

PALETTE4 RGBA4 OES RGBA

PALETTE4 RGB5 A1 OES RGBA

PALETTE8 RGB8 OES RGB

PALETTE8 RGBA8 OES RGBA

PALETTE8 R5 G6 B5 OES RGB

PALETTE8 RGBA4 OES RGBA

PALETTE8 RGB5 A1 OES RGBA

Table 3.10: Specific compressed texture formats.

Respecifying Subimages of Compressed Textures

The command
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void CompressedTexSubImage2D( enum target, int level,
int xoffset, int yoffset, sizei width, sizei height,
enum format, sizei imageSize, void *data );

respecifies only a rectangular region of an existing texturearray, with incoming
data stored in a known compressed image format. Thetarget, level, xoffset, yoffset,
width, height, and format parameters have the same meaning as inTexSubIm-
age2D. datapoints to compressed image data stored in the compressed image for-
mat corresponding toformat.

The image pointed to bydata and theimageSizeparameter is interpreted as
though it was provided toCompressedTexImage2D. This command does not pro-
vide for image format conversion, so anINVALID OPERATION error results iffor-
matdoes not match the internal format of the texture image beingmodified. If the
imageSizeparameter is not consistent with the format, dimensions, and contents
of the compressed image (too little or too much data), anINVALID VALUE error
results.

As with CompressedTexImagecalls, compressed internal formats may have
additional restrictions on the use of the compressed image specification calls or
parameters. Any such restrictions will be documented in thespecification defin-
ing the compressed internal format; violating these restrictions will result in an
INVALID OPERATION error.

Any restrictions imposed by specific compressed internal formats will be in-
variant with respect to image contents, meaning that if the GL accepts and stores a
texture image in compressed form,CompressedTexSubImage2Dwill accept any
properly encoded compressed texture image of the same width, height, compressed
image size, and compressed internal format for storage at the same texture level.

Calling CompressedTexSubImage2Dwill result in anINVALID OPERATION

error if xoffsetor yoffsetis not equal to zero, or ifwidth andheightdo not match
the width and height of the texture, respectively. The contents of any texel outside
the region modified by the call are undefined. These restrictions may be relaxed
for specific compressed internal formats whose images are easily modified.

3.7.4 Compressed Paletted Textures

If internalformat is PALETTE4 RGB8, PALETTE4 RGBA8, PALETTE4 R5 G6 B5,
PALETTE4 RGBA4, PALETTE4 RGB5 A1, PALETTE8 RGB8, PALETTE8 RGBA8,
PALETTE8 R5 G6 B5, PALETTE8 RGBA4, or PALETTE8 RGB5 A1, the com-
pressed texture is a compressed paletted texture.data contains the palette data
followed by the mipmap levels, where the number of mipmap levels stored is given
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by |level| + 1. The number of bits that represent a texel is 4 bits ifinternalformat
is PALETTE4 * and is 8 bits ifinternalformatis PALETTE8 *.

The palette data is formatted as an image containing 16 (forPALETTE4 *) or
256 (forPALETTE8 *) palette entries (pixels). The equivalentformatandtypeof
each palette entry is shown in table 3.11.

Compressed Texture FormatPalette entry Palette entry
format type

PALETTE4 RGB8 OES RGB UNSIGNED BYTE

PALETTE4 RGBA8 OES RGBA UNSIGNED BYTE

PALETTE4 R5 G6 B5 OES RGB UNSIGNED SHORT 5 6 5

PALETTE4 RGBA4 OES RGBA UNSIGNED SHORT 4 4 4 4

PALETTE4 RGB5 A1 OES RGBA UNSIGNED SHORT 5 5 5 1

PALETTE8 RGB8 OES RGB UNSIGNED BYTE

PALETTE8 RGBA8 OES RGBA UNSIGNED BYTE

PALETTE8 R5 G6 B5 OES RGB UNSIGNED SHORT 5 6 5

PALETTE8 RGBA4 OES RGBA UNSIGNED SHORT 4 4 4 4

PALETTE8 RGB5 A1 OES RGBA UNSIGNED SHORT 5 5 5 1

Table 3.11: Palette entry pixel formats.

Image data immediately follows the palette image. Each mipmap level im-
age present in the image data immediately follows the previous level, starting
with mipmap level zero and proceeding through the number of levels defined by
|level| + 1. Texels within each mipmap level image are formatted as shown in
table 3.12 and are packed contiguously starting at the lowerleft.

PALETTE4 *:

7 6 5 4 3 2 1 0

1st texel 2nd texel

PALETTE8 *:

31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

1st texel 2nd 3rd 4th

Table 3.12: Texel data formats for compressed paletted textures.

If a compressed paletted texture is specified with a positivelevel argument to
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Name Type Legal Values

TEXTURE WRAP S integer CLAMP TO EDGE, REPEAT
TEXTURE WRAP T integer CLAMP TO EDGE, REPEAT
TEXTURE MIN FILTER integer NEAREST,

LINEAR,
NEAREST MIPMAP NEAREST,
NEAREST MIPMAP LINEAR,
LINEAR MIPMAP NEAREST,
LINEAR MIPMAP LINEAR,

TEXTURE MAG FILTER integer NEAREST,
LINEAR

GENERATE MIPMAP boolean TRUE or FALSE

Table 3.13: Texture parameters and their values.

TexImage2D, anINVALID VALUE error is generated.
Subimages may not be specified for compressed paletted textures. Calling

CompressedTexSubImage2Dwith any of thePALETTE* arguments in table 3.11
will generate anINVALID OPERATION error.

3.7.5 Texture Parameters

Various parameters control how the texture array is treatedwhen specified or
changed, and when applied to a fragment. Each parameter is set by calling

void TexParameter{ixf}( enum target, enum pname,
T param);

void TexParameter{ixf}v( enum target, enum pname,
T params);

targetis the target, which must beTEXTURE 2D. pnameis a symbolic constant indi-
cating the parameter to be set; the possible constants and corresponding parameters
are summarized in table 3.13. In the first form of the command,param is a value
to which to set a single-valued parameter; in the second formof the command,
paramsis an array of parameters whose type depends on the parameterbeing set.

If the value of texture parameterGENERATE MIPMAP is TRUE, specifying or
changing texture arrays may have side effects, which are discussed in theAuto-
matic Mipmap Generation discussion of section 3.7.7.
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3.7.6 Texture Wrap Modes

Wrap modes defined by the values ofTEXTURE WRAP S or TEXTURE WRAP T re-
spectively affect the interpretation ofs andt texture coordinates. The effect of each
mode is described below.

Wrap Mode REPEAT

Wrap modeREPEAT ignores the integer part of texture coordinates, using onlythe
fractional part. (For a numberf , the fractional part isf − ⌊f⌋, regardless of the
sign off ; recall that the⌊⌋ function truncates towards−∞.)

REPEAT is the default behavior for all texture coordinates.

Wrap Mode CLAMP TO EDGE

Wrap modeCLAMP TO EDGE clamps texture coordinates at all mipmap levels such
that the texture filter never samples outside the texture image. The color returned
when clamping is derived only from texels at the edge of the texture image.

Texture coordinates are clamped to the range[min,max]. The minimum value
is defined as

min =
1

2N

whereN is the size of the texture image in the direction of clamping.The maxi-
mum value is defined as

max = 1 − min

so that clamping is always symmetric about the[0, 1] mapped range of a texture
coordinate.

3.7.7 Texture Minification

Applying a texture to a primitive implies a mapping from texture image space to
framebuffer image space. In general, this mapping involvesa reconstruction of
the sampled texture image, followed by a homogeneous warping implied by the
mapping to framebuffer space, then a filtering, followed finally by a resampling
of the filtered, warped, reconstructed image before applying it to a fragment. In
the GL this mapping is approximated by one of two simple filtering schemes. One
of these schemes is selected based on whether the mapping from texture space to
framebuffer space is deemed tomagnifyor minify the texture image.
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Scale Factor and Level of Detail

The choice is governed by a scale factorρ(x, y) and thelevel of detailparameter
λ(x, y), defined as

λ(x, y) = log2[ρ(x, y)]

If λ(x, y) is less than or equal to the constantc (described below in sec-
tion 3.7.8) the texture is said to be magnified; if it is greater, the texture is minified.

Let s(x, y) be the function that associates ans texture coordinate with each set
of window coordinates(x, y) that lie within a primitive; definet(x, y) analogously.
Let u(x, y) = 2ns(x, y) andv(x, y) = 2mt(x, y), wheren andm are as defined by
equations 3.12 and 3.13 withws andhs equal to the width and height of the image
array whose level is zero. For a polygon,ρ is given at a fragment with window
coordinates(x, y) by

ρ = max







√

(

∂u

∂x

)2

+

(

∂v

∂x

)2

,

√

(

∂u

∂y

)2

+

(

∂v

∂y

)2






(3.14)

where∂u/∂x indicates the derivative ofu with respect to windowx, and similarly
for the other derivatives.

For a line, the formula is

ρ =

√
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∂x
∆x +

∂u

∂y
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)2

+
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∂x
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)2/

l, (3.15)

where∆x = x2 − x1 and∆y = y2 − y1 with (x1, y1) and (x2, y2) being the
segment’s window coordinate endpoints andl =

√

∆x2 + ∆y2. For a point or
point sprite, ρ ≡ 1.

While it is generally agreed that equations 3.14 and 3.15 give the best results
when texturing, they are often impractical to implement. Therefore, an imple-
mentation may approximate the idealρ with a functionf(x, y) subject to these
conditions:

1. f(x, y) is continuous and monotonically increasing in each of|∂u/∂x|,
|∂u/∂y|, |∂v/∂x|, |∂v/∂y|,

2. Let

mu = max
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Thenmax{mu,mv} ≤ f(x, y) ≤ mu + mv.

Whenλ indicates minification, the value assigned toTEXTURE MIN FILTER

is used to determine how the texture value for a fragment is selected. When
TEXTURE MIN FILTER is NEAREST, the texel in the image array of level zero that
is nearest (in Manhattan distance) to that specified by(s, t) is obtained. This means
the texel at location(i, j) becomes the texture value, withi given by

i =

{

⌊u⌋, s < 1
2n − 1, s = 1

(3.16)

(Recall that ifTEXTURE WRAP S is REPEAT, then0 ≤ s < 1.) Similarly, j is found
as

j =

{

⌊v⌋, t < 1
2m − 1, t = 1

(3.17)

WhenTEXTURE MIN FILTER is LINEAR, a2× 2 squareof texels in the image
array of level zero is selected. This squareis obtained by first wrapping texture
coordinates as described in section 3.7.6, then computing

i0 =

{

⌊u − 1/2⌋ mod 2n, TEXTURE WRAP S is REPEAT
⌊u − 1/2⌋, otherwise

and

j0 =

{

⌊v − 1/2⌋ mod 2m, TEXTURE WRAP T is REPEAT
⌊v − 1/2⌋, otherwise

Then

i1 =

{

(i0 + 1) mod 2n, TEXTURE WRAP S is REPEAT
i0 + 1, otherwise

and

j1 =

{

(j0 + 1) mod 2m, TEXTURE WRAP T is REPEAT
j0 + 1, otherwise

Let
α = frac(u − 1/2)

β = frac(v − 1/2)
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wherefrac(x) denotes the fractional part ofx.

The texture valueτ is found as

τ = (1 − α)(1 − β)τi0j0 + α(1 − β)τi1j0 + (1 − α)βτi0j1 + αβτi1j1 (3.18)

whereτij is the texel at location(i, j) in the texture image.

Mipmapping

TEXTURE MIN FILTER values NEAREST MIPMAP NEAREST,
NEAREST MIPMAP LINEAR, LINEAR MIPMAP NEAREST, and
LINEAR MIPMAP LINEAR each require the use of amipmap. A mipmap is
an ordered set of arrays representing the same image; each array has a resolution
lower than the previous one. If the image array of level zero has dimensions
2n × 2m, then there aremax{n,m} + 1 image arrays in the mipmap. Each array
subsequent to the array of level zero has dimensions

σ(i − 1) × σ(j − 1)

where the dimensions of the previous array are

σ(i) × σ(j)

and

σ(x) =

{

2x x > 0
1 x ≤ 0

until the last array is reached with dimension1 × 1.
Each array in a mipmap is defined usingTexImage2Dor CopyTexImage2D;

the array being set is indicated with the level-of-detail argument level. Level-
of-detail numbers proceed from zero for the original texture array throughq =
max{n,m} with each unit increase indicating an array of half the dimensions of
the previous one as already described. All arrays from zero throughq must be
defined, as discussed in section 3.7.9.

The mipmap is used in conjunction with the level of detail to approximate the
application of an appropriately filtered texture to a fragment. Let c be the value
of λ at which the transition from minification to magnification occurs (since this
discussion pertains to minification, we are concerned only with values ofλ where
λ > c).
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For mipmap filters NEAREST MIPMAP NEAREST and
LINEAR MIPMAP NEAREST, thedth mipmap array is selected, where

d =











0, λ ≤ 1
2

⌈λ + 1
2⌉ − 1, λ > 1

2 , λ ≤ q + 1
2

q, λ > q + 1
2

(3.19)

The rules forNEAREST or LINEAR filtering are then applied to the selected
array.

For mipmap filtersNEAREST MIPMAP LINEAR andLINEAR MIPMAP LINEAR,
the leveld1 andd2 mipmap arrays are selected, where

d1 =

{

q, λ ≥ q
⌊λ⌋, otherwise

(3.20)

d2 =

{

q, λ ≥ q
d1 + 1, otherwise

(3.21)

The rules forNEAREST or LINEAR filtering are then applied to each of the
selected arrays, yielding two corresponding texture values τ1 and τ2. The final
texture value is then found as

τ = [1 − frac(λ)]τ1 + frac(λ)τ2.

Automatic Mipmap Generation

If the value of texture parameterGENERATE MIPMAP is TRUE, making any change
to the texels of the zero level array of a mipmap will also compute a complete set
of mipmap arrays (as defined in section 3.7.9) derived from the modified zero level
array. Array levels1 throughq arereplaced with the derived arrays, regardless of
their previous contents. The zero level array is left unchanged by this computation.

The internal formats of the derived mipmap arrays all match those of the zero
level array, and the dimensions of the derived arrays followthe requirements de-
scribed in section 3.7.9.

The contents of the derived arrays are computed by repeated,filtered reduction
of the zero level array. No particular filter algorithm is required, though a2×2 box
filter is recommended as the default filter. In some implementations, filter quality
may be affected by hints (section 5.2).

Automatic mipmap generation is available only for non-proxy texture image
targets.
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3.7.8 Texture Magnification

When λ indicates magnification, the value assigned toTEXTURE MAG FILTER

determines how the texture value is obtained. There are two possible values
for TEXTURE MAG FILTER: NEAREST andLINEAR. NEAREST behaves exactly as
NEAREST for TEXTURE MIN FILTER (equations 3.16 and 3.17 are used);LINEAR

behaves exactly asLINEAR for TEXTURE MIN FILTER (equation 3.18 is used).
The level-of-detail zero texture array is always used for magnification.

Finally, there is the choice ofc, the minification vs. magnification switch-
over point. If the magnification filter is given byLINEAR and the minification
filter is given byNEAREST MIPMAP NEAREST or NEAREST MIPMAP LINEAR, then
c = 0.5. This is done to ensure that a minified texture does not appear“sharper”
than a magnified texture. Otherwisec = 0.

3.7.9 Texture Completeness

A texture is said to be complete if all the image arrays and texture parameters
required to utilize the texture for texture application is consistently defined.

A texture iscompleteif the following conditions all hold true:

• The set of mipmap arrays zero throughq (whereq is defined in theMipmap-
ping discussion of section 3.7.7) were each specified with the same internal
format.

• The dimensions of the arrays follow the sequence described in theMipmap-
ping discussion of section 3.7.7.

• Each dimension of the zero level array is positive.

Effects of Completeness on Texture Application

If texturing is enabled for a texture unit at the time a primitive is rasterized, if
TEXTURE MIN FILTER is one that requires a mipmap, and if the texture image
bound to the enabled texture target is not complete, then it is as if texture mapping
were disabled for that texture unit.

Effects of Completeness on Texture Image Specification

An implementation may allow a texture image array of level 1 or greater to be
created only if a complete set of image arrays consistent with the requested array
can be supported.
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3.7.10 Texture State

The state necessary for texture can be divided into two categories. First, there is
the set of mipmap arrays and their number. Each array has associated with it a
width and height, an integer describing the internal formatof the image, six integer
values describing the resolutions of each of the red, green,blue, alpha, luminance,
and intensity components of the image, a boolean describingwhether the image is
compressed or not, and an integer size of a compressed image.Each initial texture
array is null (zero width and height, internal format1, with the compressed flag
set toFALSE, a zero compressed size, and zero-sized components). Next,there
are the two sets of texture properties; each consists of the selected minification
and magnification filters, the wrap modes fors and t, and a boolean indicating
whether automatic mipmap generation should be performed. In the initial state,
the value assigned toTEXTURE MIN FILTER is NEAREST MIPMAP LINEAR, and
the value forTEXTURE MAG FILTER is LINEAR. s andt wrap modes are both set
to REPEAT. The value ofGENERATE MIPMAP is false.

3.7.11 Texture Objects

In addition to the default textureTEXTURE 2D, named texture objects can be cre-
ated and operated upon. The name space for texture objects isthe unsigned inte-
gers, with zero reserved by the GL.

A texture object is created bybinding an unused name toTEXTURE 2D. The
binding is effected by calling

void BindTexture( enum target, uint texture);

with target set toTEXTURE 2D and textureset to the unused name. The result-
ing texture object is a new state vector, comprising all the state values listed in
section 3.7.10, set to the same initial values.

BindTexture may also be used to bind an existing texture object to
TEXTURE 2D. If the bind is successful no change is made to the state of thebound
texture object, and any previous binding totarget is broken.

While a texture object is bound, GL operations on the target to which it is
bound affect the bound object, and queries of the target to which it is bound return
state from the bound object. If texture mapping is enabled, the state of the bound
texture object directs the texturing operation.

TEXTURE 2D has a texture state vector associated with it. In order that access
to this initial texture not be lost, it is treated as a textureobject whose names is 0.
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The initial texture is therefore operated upon, queried, and applied asTEXTURE 2D

while 0 is bound to the corresponding targets.
Texture objects are deleted by calling

void DeleteTextures( sizei n, uint *textures);

texturescontainsn names of texture objects to be deleted. After a texture object
is deleted, it has no contents, and its name is again unused. If a texture that is
currently bound to the targetTEXTURE 2D is deleted, it is as thoughBindTexture
had been executed with the sametargetandtexturezero. Unused names intextures
are silently ignored, as is the value zero.

The command

void GenTextures( sizei n, uint *textures);

returnsn previously unused texture object names intextures. These names are
marked as used, for the purposes ofGenTexturesonly, but they acquire texture
state only when they are first bound, just as if they were unused.

The texture object name space, including the initialtexture object, is shared
among all texture units. A texture object may be bound to morethan one texture
unit simultaneously. After a texture object is bound, any GLoperations on that tar-
get object affect any other texture units to which the same texture object is bound.

Texture binding is affected by the setting of the stateACTIVE TEXTURE.
If a texture object is deleted, it is as if all texture units which are bound to that

texture object are rebound to texture object zero.

3.7.12 Texture Environments and Texture Functions

The command

void TexEnv{ixf}( enum target, enum pname, T param);
void TexEnv{ixf}v( enum target, enum pname, T params);

sets parameters of thetexture environmentthat specifies how texture values are
interpreted when texturing a fragment.

targetmust beTEXTURE ENV. pnameis a symbolic constant indicating the pa-
rameter to be set. In the first form of the command,param is a value to which to
set a single-valued parameter; in the second form,paramsis a pointer to an array
of parameters: either a single symbolic constant or a value or group of values to
which the parameter should be set.
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Texture Base Texture source color
Internal Format Cs As

ALPHA (0, 0, 0) At

LUMINANCE (Lt, Lt, Lt) 1
LUMINANCE ALPHA (Lt, Lt, Lt) At

RGB (Rt, Gt, Bt) 1
RGBA (Rt, Gt, Bt) At

Table 3.14: Correspondence of filtered texture components to texture source com-
ponents.

The possible environment parameters areTEXTURE ENV MODE,
TEXTURE ENV COLOR,COMBINE RGB, andCOMBINE ALPHA.TEXTURE ENV MODE

may be set to one ofREPLACE, MODULATE, DECAL, BLEND, ADD, or COMBINE.
TEXTURE ENV COLOR is set to an RGBA color by providing four values in the
range[0, 1] (values outside this range are clamped to it). If integers are provided
for TEXTURE ENV COLOR, then they are converted to floating-point as specified in
table 2.7 for signed integers.

The value ofTEXTURE ENV MODE specifies atexture function. The result of
this function depends on the fragment and the texture array value. The precise
form of the function depends on the base internal formats of the texture arrays that
were last specified.

Cf andAf
2 are the primary color components of the incoming fragment;Cs

andAs are the components of the texture source color, derived fromthe filtered
texture valuesRt, Gt, Bt, At, Lt, andIt as shown in table 3.14;Cc andAc are
the components of the texture environment color;Cp andAp are the components
resulting from the previous texture environment (for texture environment 0,Cp and
Ap are identical toCf andAf , respectively); andCv andAv are the primary color
components computed by the texture function.

All of these color values are in the range[0, 1]. The texture functions are spec-
ified in tables 3.15, 3.16, and 3.17.

If the value ofTEXTURE ENV MODE is COMBINE, the form of the texture func-
tion depends on the values ofCOMBINE RGB andCOMBINE ALPHA, according to
table 3.17. TheRGB andALPHA results of the texture function are then multiplied

2In the remainder of section 3.7.12, the notationCx is used to denote each of the three components
Rx, Gx, andBx of a color specified byx. Operations onCx are performed independently for each
color component. TheA component of colors is usually operated on in a different fashion, and is
therefore denoted separately byAx.
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Texture Base REPLACE MODULATE DECAL

Internal Format Function Function Function

ALPHA Cv = Cp Cv = Cp undefined
Av = As Av = ApAs

LUMINANCE Cv = Cs Cv = CpCs undefined
(or 1) Av = Ap Av = Ap

LUMINANCE ALPHA Cv = Cs Cv = CpCs undefined
(or 2) Av = As Av = ApAs

RGB Cv = Cs Cv = CpCs Cv = Cs

(or 3) Av = Ap Av = Ap Av = Ap

RGBA Cv = Cs Cv = CpCs Cv = Cp(1 − As) + CsAs

(or 4) Av = As Av = ApAs Av = Ap

Table 3.15: Texture functionsREPLACE, MODULATE, andDECAL.

Texture Base BLEND ADD

Internal Format Function Function

ALPHA Cv = Cp Cv = Cp

Av = ApAs Av = ApAs

LUMINANCE Cv = Cp(1 − Cs) + CcCs Cv = Cp + Cs

(or 1) Av = Ap Av = Ap

LUMINANCE ALPHA Cv = Cp(1 − Cs) + CcCs Cv = Cp + Cs

(or 2) Av = ApAs Av = ApAs

RGB Cv = Cp(1 − Cs) + CcCs Cv = Cp + Cs

(or 3) Av = Ap Av = Ap

RGBA Cv = Cp(1 − Cs) + CcCs Cv = Cp + Cs

(or 4) Av = ApAs Av = ApAs

Table 3.16: Texture functionsBLEND andADD.
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COMBINE RGB Texture Function

REPLACE Arg0

MODULATE Arg0 ∗ Arg1

ADD Arg0 + Arg1

ADD SIGNED Arg0 + Arg1 − 0.5

INTERPOLATE Arg0 ∗ Arg2 + Arg1 ∗ (1 − Arg2)

SUBTRACT Arg0 − Arg1

DOT3 RGB 4 × ((Arg0r − 0.5) ∗ (Arg1r − 0.5)+
(Arg0g − 0.5) ∗ (Arg1g − 0.5)+
(Arg0b − 0.5) ∗ (Arg1b − 0.5))

DOT3 RGBA 4 × ((Arg0r − 0.5) ∗ (Arg1r − 0.5)+
(Arg0g − 0.5) ∗ (Arg1g − 0.5)+
(Arg0b − 0.5) ∗ (Arg1b − 0.5))

COMBINE ALPHA Texture Function

REPLACE Arg0

MODULATE Arg0 ∗ Arg1

ADD Arg0 + Arg1

ADD SIGNED Arg0 + Arg1 − 0.5

INTERPOLATE Arg0 ∗ Arg2 + Arg1 ∗ (1 − Arg2)

SUBTRACT Arg0 − Arg1

Table 3.17:COMBINE texture functions. The scalar expression computed for the
DOT3 RGB andDOT3 RGBA functions is placed into each of the 3 (RGB) or 4 (RGBA)
components of the output. The result generated fromCOMBINE ALPHA is ignored
for DOT3 RGBA.

by the values ofRGB SCALE andALPHA SCALE, respectively (the scale factors may
only take on values of 1.0, 2.0, or 4.0). The results are clamped to[0, 1].

The argumentsArg0, Arg1, and Arg2 are determined by the values of
SRCn RGB, SRCn ALPHA, OPERANDn RGB and OPERANDn ALPHA, wheren = 0,
1, or 2, as shown in tables 3.18 and 3.19.

The state required for the current texture environment, foreach texture unit,
consists of a six-valued integer indicating the texture function, an eight-valued in-
teger indicating theRGB combiner function and a six-valued integer indicating the
ALPHA combiner function, six four-valued integers indicating the combinerRGB
andALPHA source arguments, three four-valued integers indicating the combiner
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SRCn RGB OPERANDn RGB Argument

TEXTURE SRC COLOR Cs

ONE MINUS SRC COLOR 1 − Cs

SRC ALPHA As

ONE MINUS SRC ALPHA 1 − As

CONSTANT SRC COLOR Cc

ONE MINUS SRC COLOR 1 − Cc

SRC ALPHA Ac
ONE MINUS SRC ALPHA 1 − Ac

PRIMARY COLOR SRC COLOR Cf

ONE MINUS SRC COLOR 1 − Cf

SRC ALPHA Af

ONE MINUS SRC ALPHA 1 − Af

PREVIOUS SRC COLOR Cp

ONE MINUS SRC COLOR 1 − Cp

SRC ALPHA Ap

ONE MINUS SRC ALPHA 1 − Ap

Table 3.18: Arguments forCOMBINE RGB functions.

SRCn ALPHA OPERANDn ALPHA Argument

TEXTURE SRC ALPHA As

ONE MINUS SRC ALPHA 1 − As

CONSTANT SRC ALPHA Ac

ONE MINUS SRC ALPHA 1 − Ac

PRIMARY COLOR SRC ALPHA Af

ONE MINUS SRC ALPHA 1 − Af

PREVIOUS SRC ALPHA Ap

ONE MINUS SRC ALPHA 1 − Ap

Table 3.19: Arguments forCOMBINE ALPHA functions.
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RGB operands, three two-valued integers indicating the combinerALPHA operands,
four floating-point environment color values, and two three-valued floating-point
scale factors. In the initial state, the texture and combiner functions are each
MODULATE, the combinerRGB andALPHA sources are eachTEXTURE, PREVIOUS,
andCONSTANT for sources 0, 1, and 2 respectively, the combinerRGB operands for
sources 0 and 1 are eachSRC COLOR, the combinerRGB operand for source 2, as
well as for the combinerALPHA operands, are eachSRC ALPHA, the environment
color is(0, 0, 0, 0), andRGB SCALE andALPHA SCALE are each 1.0.

3.7.13 Texture Application

Texturing is enabled or disabled using the genericEnableandDisablecommands,
with the symbolic constantTEXTURE 2D to enable or disable texturing, respec-
tively. If texturing is disabled, a rasterized fragment is passed on unaltered to the
next stage of the GL (although its texture coordinates may bediscarded). Other-
wise, a texture value is found according to the parameter values of the currently
bound texture imageusing the rules given in sections 3.7.6 through 3.7.8. This
texture value is used along with the incoming fragment in computing the texture
function indicated by the currently bound texture environment. The result of this
function replaces the incoming fragment’s primary R, G, B, and A values. These
are the color values passed to subsequent operations. Otherdata associated with
the incoming fragment remain unchanged, except that the texture coordinates may
be discarded.

Each texture unit is paired with an environment function, asshown in figure 3.9.
The second texture function is computed using the texture value from the second
texture, the fragment resulting from the first texture function computation and the
second texture unit’s environment function. If there is a third texture, the fragment
resulting from the second texture function is combined withthe third texture value
using the third texture unit’s environment function and so on. The texture unit se-
lected byActiveTexture determines which texture unit’s environment is modified
by TexEnv calls.

If the value ofTEXTURE ENV MODE isCOMBINE, the texture function associated
with a given texture unit is computed using the values specified by SRCn RGB,
SRCn ALPHA, OPERANDn RGB andOPERANDn ALPHA.

Texturing is enabled and disabled individually for each texture unit. If texturing
is disabled for one of the units, then the fragment resultingfrom the previous unit
is passed unaltered to the following unit.

The required state, per texture unit, is one bitindicating whether texturing is
enabled or disabled. In the initial state, texturing is disabled for all texture units.
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TE0

TE1

TE2

TE3

CT0

CT1

CT2

CT3

C’f

CTi  = texture color fro m texture lookup  i

Cf     = fragment prima ry color input to t exturing

C’f   = fragment color ou tput from texturing

TEi  = texture environ ment i 

Cf

Figure 3.9. Multitexture pipeline. Four texture units are shown; however, multitex-
turing may support a different number of units depending on the implementation.
The input fragment color is successively combined with eachtexture according to
the state of the corresponding texture environment, and theresulting fragment color
passed as input to the next texture unit in the pipeline.
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3.8 Fog

If enabled, fog blends a fog color with a rasterized fragment’s post-texturing color
using a blending factorf . Fog is enabled and disabled with theEnableandDisable
commands using the symbolic constantFOG.

This factorf is computed according to one of three equations:

f = exp(−d · c), (3.22)

f = exp(−(d · c)2), or (3.23)

f =
e − c

e − s
(3.24)

c is the eye-coordinate distance from the eye,(0, 0, 0, 1) in eye coordinates, to the
fragment center. The equation, along with eitherd or e ands, is specified with

void Fog{xf}( enum pname, T param);
void Fog{xf}v( enum pname, T params);

If pnameis FOG MODE, then param must be, orparamsmust point to an inte-
ger that is one of the symbolic constantsEXP, EXP2, or LINEAR, in which case
equation 3.22, 3.23, or 3.24, respectively, is selected forthe fog calculation (if,
when 3.24 is selected,e = s, results are undefined). Ifpnameis FOG DENSITY,
FOG START, or FOG END, thenparamis or paramspoints to a value that isd, s, or
e, respectively. Ifd is specified less than zero, the errorINVALID VALUE results.

An implementation may choose to approximate the eye-coordinate distance
from the eye to each fragment center by|ze|. Further,f need not be computed at
each fragment, but may be computed at each vertex and interpolated as other data
are.

No matter which equation and approximation is used to compute f , the result
is clamped to[0, 1] to obtain the finalf .

If Cr represents a rasterized fragment’s R, G, or B value, then thecorrespond-
ing value produced by fog is

C = fCr + (1 − f)Cf .

(The rasterized fragment’s A value is not changed by fog blending.) The R, G, B,
and A values ofCf are specified by callingFog with pnameequal toFOG COLOR;
in this caseparamspoints to four values comprisingCf . If these are not floating-
point values, then they are converted to floating-point using the conversion given
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in table 2.7 for signed integers. Each component ofCf is clamped to[0, 1] when
specified.

The state required for fog consists of a three-valued integer to select the fog
equation, three floating-point valuesd, e, ands, an RGBA fog color, and a single
bit to indicate whether or not fog is enabled. In the initial state, fog is disabled,
FOG MODE is EXP, d = 1.0, e = 1.0, ands = 0.0; Cf = (0, 0, 0, 0) andif = 0.

3.9 Antialiasing Application

Finally, if antialiasing is enabled for the primitive from which a rasterized fragment
was produced, then the computed coverage value is applied tothe fragment. The
value is multiplied by the fragment’s alpha (A) value to yield a final alpha value.

3.10 Multisample Point Fade

If multisampling is enabled and the rasterized fragment results from a point prim-
itive, then the computed fade factor from equation 3.2 is applied to the fragment.
The fade factor is multiplied by the fragment’s alpha value to yield a final alpha
value.
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Chapter 4

Per-Fragment Operations and the
Framebuffer

The framebuffer consists of a set of pixels arranged as a two-dimensional array.
The height and width of this array may vary from one GL implementation to an-
other. For purposes of this discussion, each pixel in the framebuffer is simply a set
of some number of bits. The number of bits per pixel may also vary depending on
the particular GL implementation or context.

Corresponding bits from each pixel in the framebuffer are grouped together
into abitplane; each bitplane contains a single bit from each pixel. These bitplanes
are grouped into severallogical buffers. These are thecolor, depth, andstencil
buffers. The color buffer consists of either or both of afront (single) buffer and
a backbuffer. Typically the contents of the front buffer are displayed on a color
monitor while the contents of the back buffer are invisible.The color buffers must
have the same number of bitplanes, although a context may notprovide both types
of buffers. Further, an implementation or context may not provide depth or stencil
buffers.

Color buffers consist of R, G, B, and, optionally, A unsignedinteger values.
The number of bitplanes in each of the color buffers, the depth buffer, and the
stencil buffer is fixed and window dependent.

The initial state of all provided bitplanes is undefined.

4.1 Per-Fragment Operations

A fragment produced by rasterization with window coordinates of(xw, yw) mod-
ifies the pixel in the framebuffer at that location based on a number of parameters
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Figure 4.1. Per-fragment operations.

and conditions. We describe these modifications and tests, diagrammed in Fig-
ure 4.1, in the order in which they are performed.

4.1.1 Pixel Ownership Test

The first test is to determine if the pixel at location(xw, yw) in the framebuffer
is currently owned by the GL (more precisely, by this GL context). If it is not,
the window system decides the fate of the incoming fragment. Possible results are
that the fragment is discarded or that some subset of the subsequent per-fragment
operations are applied to the fragment. This test allows thewindow system to
control the GL’s behavior, for instance, when a GL window is obscured.

4.1.2 Scissor Test

The scissor test determines if(xw, yw) lies within the scissor rectangle defined by
four values. These values are set with

void Scissor( int left, int bottom, sizei width,
sizei height);
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If left ≤ xw < left + width andbottom≤ yw < bottom+ height, then the scissor
test passes. Otherwise, the test fails and the fragment is discarded. The test is
enabled or disabled usingEnable or Disable using the constantSCISSOR TEST.
When disabled, it is as if the scissor test always passes. If either width or height
is less than zero, then the errorINVALID VALUE is generated. The state required
consists of four integer values and a bit indicating whetherthe test is enabled or
disabled. In the initial stateleft = bottom = 0; width andheight are determined
by the size of the GL window. Initially, the scissor test is disabled.

4.1.3 Multisample Fragment Operations

This step modifies fragment alpha and coverage values based on the values
of SAMPLE ALPHA TO COVERAGE, SAMPLE ALPHA TO ONE, SAMPLE COVERAGE,
SAMPLE COVERAGE VALUE, andSAMPLE COVERAGE INVERT. No changes to the
fragment alpha or coverage values are made at this step ifMULTISAMPLE is dis-
abled, or ifSAMPLE BUFFERS is not a value of one.

SAMPLE ALPHA TO COVERAGE, SAMPLE ALPHA TO ONE, and
SAMPLE COVERAGE are enabled and disabled by callingEnable and Disable
with cap specified as one of the three token values. All three values are
queried by callingIsEnabled with cap set to the desired token value. If
SAMPLE ALPHA TO COVERAGE is enabled, a temporary coverage value is gen-
erated where each bit is determined by the alpha value at the corresponding
sample location. The temporary coverage value is then ANDedwith the fragment
coverage value. Otherwise the fragment coverage value is unchanged at this point.

No specific algorithm is required for converting the sample alpha values to a
temporary coverage value. It is intended that the number of 1’s in the temporary
coverage be proportional to the set of alpha values for the fragment, with all 1’s
corresponding to the maximum of all alpha values, and all 0’scorresponding to
all alpha values being 0. It is also intended that the algorithm be pseudo-random
in nature, to avoid image artifacts due to regular coverage sample locations. The
algorithm can and probably should be different at differentpixel locations. If it
does differ, it should be defined relative to window, not screen, coordinates, so that
rendering results are invariant with respect to window position.

Next, if SAMPLE ALPHA TO ONE is enabled, each alpha value is replaced by the
maximum representable alpha value. Otherwise, the alpha values are not changed.

Finally, if SAMPLE COVERAGE is enabled, the fragment coverage is ANDed
with another temporary coverage. This temporary coverage is generated
in the same manner as the one described above, but as a function of
the value ofSAMPLE COVERAGE VALUE. The function need not be identical,
but it must have the same properties of proportionality and invariance. If
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SAMPLE COVERAGE INVERT is TRUE, the temporary coverage is inverted (all bit
values are inverted) before it is ANDed with the fragment coverage.

The values ofSAMPLE COVERAGE VALUE and SAMPLE COVERAGE INVERT

are specified by calling

void SampleCoverage( clampf value, boolean invert );
void SampleCoveragex( clampx value, boolean invert );

with value set to the desired coverage value, andinvert set toTRUE or FALSE.
value is clamped to [0,1] before being stored asSAMPLE COVERAGE VALUE.
SAMPLE COVERAGE VALUE is queried by callingGetFloatv with pnameset to
SAMPLE COVERAGE VALUE. SAMPLE COVERAGE INVERT is queried by calling
GetBooleanvwith pnameset toSAMPLE COVERAGE INVERT.

4.1.4 Alpha Test

The alpha test discards a fragment conditional on the outcome of a comparison be-
tween the incoming fragment’s alpha value and a constant value. The comparison
is enabled or disabled with the genericEnable andDisable commands using the
symbolic constantALPHA TEST. When disabled, it is as if the comparison always
passes. The test is controlled with

void AlphaFunc( enum func, clampf ref );
void AlphaFuncx( enum func, clampx ref );

func is a symbolic constant indicating the alpha test function;ref is a reference
value. ref is clamped to lie in[0, 1], and then converted to a fixed-point value ac-
cording to the rules given for an A component in section 2.12.8. For purposes
of the alpha test, the fragment’s alpha value is also roundedto the nearest inte-
ger. The possible constants specifying the test function areNEVER, ALWAYS, LESS,
LEQUAL, EQUAL, GEQUAL, GREATER, or NOTEQUAL, meaning pass the fragment
never, always, if the fragment’s alpha value is less than, less than or equal to, equal
to, greater than or equal to, greater than, or not equal to thereference value, respec-
tively.

The required state consists of the floating-point referencevalue, an eight-
valued integer indicating the comparison function, and a bit indicating if the com-
parison is enabled or disabled. The initial state is for the reference value to be0
and the function to beALWAYS. Initially, the alpha test is disabled.
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4.1.5 Stencil Test

The stencil test conditionally discards a fragment based onthe outcome of a com-
parison between the value in the stencil buffer at location(xw, yw) and a reference
value. The test is controlled with

void StencilFunc( enum func, int ref, uint mask);
void StencilOp( enum sfail, enum dpfail, enum dppass);

The test is enabled or disabled with theEnable andDisablecommands, using the
symbolic constantSTENCIL TEST. When disabled, the stencil test and associated
modifications are not made, and the fragment is always passed.

ref is an integer reference value that is used in the unsigned stencil comparison.
It is clamped to the range[0, 2s − 1], wheres is the number of bits in the stencil
buffer. funcis a symbolic constant that determines the stencil comparison function;
the eight symbolic constants areNEVER,ALWAYS,LESS, LEQUAL,EQUAL, GEQUAL,
GREATER, or NOTEQUAL. Accordingly, the stencil test passes never, always, if the
reference value is less than, less than or equal to, equal to,greater than or equal to,
greater than, or not equal to the masked stored value in the stencil buffer. Thes least
significant bits ofmaskare bitwise ANDed with both the reference and the stored
stencil value. The ANDed values are those that participate in the comparison.

StencilOp takes three arguments that indicate what happens to the stored sten-
cil value if this or certain subsequent tests fail or pass.sfail indicates what action
is taken if the stencil test fails. The symbolic constants areKEEP, ZERO, REPLACE,
INCR, DECR, andINVERT. These correspond to keeping the current value, setting
to zero, replacing with the reference value, incrementing with saturation, decre-
menting with saturation, and bitwise inverting it.

For purposes of increment and decrement, the stencil bits are considered as an
unsigned integer. Incrementing or decrementing with saturation clamps the stencil
value at0 and the maximum representable value.

The same symbolic values are given to indicate the stencil action if the depth
buffer test (below) fails (dpfail), or if it passes (dppass).

If the stencil test fails, the incoming fragment is discarded. The state required
consists of the most recent values passed toStencilFunc and StencilOp, and a
bit indicating whether stencil testing is enabled or disabled. In the initial state,
stenciling is disabled, the stencil reference value is zero, the stencil comparison
function isALWAYS, and the stencilmaskis all ones. Initially, all three stencil
operations areKEEP. If there is no stencil buffer, no stencil modification can occur,
and it is as if the stencil tests always pass, regardless of any calls toStencilOp.
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4.1.6 Depth Buffer Test

The depth buffer test discards the incoming fragment if a depth comparison fails.
The comparison is enabled or disabled with the genericEnableandDisablecom-
mands using the symbolic constantDEPTH TEST. When disabled, the depth com-
parison and subsequent possible updates to the depth buffervalue are bypassed and
the fragment is passed to the next operation. The stencil value, however, is modi-
fied as indicated below as if the depth buffer test passed. If enabled, the comparison
takes place and the depth buffer and stencil value may subsequently be modified.

The comparison is specified with

void DepthFunc( enum func );

This command takes a single symbolic constant: one ofNEVER, ALWAYS, LESS,
LEQUAL, EQUAL, GREATER, GEQUAL, NOTEQUAL. Accordingly, the depth buffer
test passes never, always, if the incoming fragment’szw value is less than, less
than or equal to, equal to, greater than, greater than or equal to, or not equal to
the depth value stored at the location given by the incoming fragment’s(xw, yw)
coordinates.

If the depth buffer test fails, the incoming fragment is discarded. The stencil
value at the fragment’s(xw, yw) coordinates is updated according to the function
currently in effect for depth buffer test failure. Otherwise, the fragment continues
to the next operation and the value of the depth buffer at the fragment’s(xw, yw)
location is set to the fragment’szw value. In this case the stencil value is updated
according to the function currently in effect for depth buffer test success.

The necessary state is an eight-valued integer and a single bit indicating
whether depth buffering is enabled or disabled. In the initial state the function
is LESS and the test is disabled.

If there is no depth buffer, it is as if the depth buffer test always passes.

4.1.7 Blending

Blending combines the incomingsourcefragment’s R, G, B, and A values with
the destinationR, G, B, and A values stored in the framebuffer at the fragment’s
(xw, yw) location.

Source and destination values are combined according to quadruplets of source
and destination weighting factors determined by theblend functionto obtain a new
set of R, G, B, and A values, as described below. Each of these floating-point
values is clamped to[0, 1] and converted back to a fixed-point value in the manner
described in section 2.12.8. The resulting four values are sent to the next operation.
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Blending is dependent on the incoming fragment’s alpha value and that of the
corresponding currently stored pixel. Blending is enabledor disabled usingEn-
able or Disable with the symbolic constantBLEND. If it is disabled, or if logical
operation on color values is enabled (section 4.1.9), proceed to the next operation.

Blend Equation

Blending is controlled by the equation

C = CsS + CdD

whereC refers to the new color resulting from blending,Cs refers to the source
color for an incoming fragment andCd refers to the destination color at the corre-
sponding framebuffer location. Individual RGBA components of these colors are
denoted by subscripts ofs andd respectively.S andD are quadruplets of weight-
ing factors determined by theblend functiondescribed below.

Destination (framebuffer) components are taken to be fixed-point values rep-
resented according to the scheme given in section 2.12.8 (Final Color Processing),
as are source (fragment) components.

Prior to blending, each fixed-point color component undergoes an implied con-
version to floating point. This conversion must leave the values 0 and 1 invariant.
Blending computations are treated as if carried out in floating point.

The blend equation is evaluated separately for each color component and the
corresponding weighting factors.

Blend Functions

The weighting factors used by the blend equation are determined by the blend
function. The blend function is specified with the command

void BlendFunc( enum src, enum dst);

BlendFunc argumentsrc determines the source (S) blend factors, anddst
determines the destination (D) blend factors for each color component. The
possible source and destination blend functions and their corresponding com-
puted blend factors are summarized in Table 4.1. The functions DST COLOR,
ONE MINUS DST COLOR, andSRC ALPHA SATURATE are valid only forsrc, and
the functionsSRC COLOR andONE MINUS SRC COLOR are valid only fordst. All
other functions are valid for eithersrc or dst.
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Function Blend Factors
(Sr, Sg, Sb, Sa) or (Dr,Dg,Db,Da)

ZERO (0, 0, 0, 0)

ONE (1, 1, 1, 0)

SRC COLOR (Rs, Gs, Bs, As)

ONE MINUS SRC COLOR (1, 1, 1, 1) − (Rs, Gs, Bs, As)

DST COLOR (Rd, Gd, Bd, Ad)

ONE MINUS DST COLOR (1, 1, 1, 1) − (Rd, Gd, Bd, Ad)

SRC ALPHA (As, As, As, As)

ONE MINUS SRC ALPHA (1, 1, 1, 1) − (As, As, As, As)

DST ALPHA (Ad, Ad, Ad, Ad)

ONE MINUS DST ALPHA (1, 1, 1, 1) − (Ad, Ad, Ad, Ad)

SRC ALPHA SATURATE (f, f, f, 1)1

Table 4.1:RGB andALPHA source and destination blending functions and the cor-
responding blend factors. Addition and subtraction is performed component-wise.
1 f = min(As, 1 − Ad).

Blending State

The state required for blending is two integers indicating the source and destination
blending and a bit indicating whether blending is enabled ordisabled. The initial
blending functions areONE for the source functions andZERO for the destination
functions. Initially, blending is disabled.

Blending uses the color buffer selected for writing (see section 4.2.1) using that
buffer’s color forCd. If a color buffer has no A value, thenAd is taken to be1.

4.1.8 Dithering

Dithering selects between two color values. Consider the value of any of the color
components as a fixed-point value withm bits to the left of the binary point, where
m is the number of bits allocated to that component in the framebuffer; call each
such valuec. For eachc, dithering selects a valuec1 such thatc1 ∈ {max{0, ⌈c⌉−
1}, ⌈c⌉} (after this selection, treatc1 as a fixed point value in [0,1] withm bits).
This selection may depend on thexw andyw coordinates of the pixel.c must not
be larger than the maximum value representable in the framebuffer for either the
component or the index, as appropriate.

Many dithering algorithms are possible, but a dithered value produced by any
algorithm must depend only the incoming value and the fragment’s x andy window
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coordinates. If dithering is disabled, then each color component is truncated to a
fixed-point value with as many bits as there are in the corresponding component in
the framebuffer.

Dithering is enabled withEnableand disabled withDisableusing the symbolic
constantDITHER. The state required is thus a single bit. Initially, dithering is
enabled.

4.1.9 Logical Operation

Finally, a logical operation is applied between the incoming fragment’s color and
the color stored at the corresponding location in the framebuffer. The result re-
places the values in the framebuffer at the fragment’s(xw, yw) coordinates. Logical
operation on color values is enabled or disabled withEnable or Disableusing the
symbolic constantCOLOR LOGIC OP. If the logical operation is enabled for color
values, it is as if blending were disabled, regardless of thevalue ofBLEND.

The logical operation is selected by

void LogicOp( enum op );

op is a symbolic constant; the possible constants and corresponding operations are
enumerated in Table 4.2. In this table,s is the value of the incoming fragment and
d is the value stored in the framebuffer.

Logical operations are performed independently for each red, green, blue, and
alpha value of each color buffer that is selected for writing. The required state is an
integer indicating the logical operation, and two bits indicating whether the logical
operation is enabled or disabled. The initial state is for the logic operation to be
given byCOPY, and to be disabled.

4.1.10 Additional Multisample Fragment Operations

If MULTISAMPLE is enabled, and the value ofSAMPLE BUFFERS is one, the alpha
test, stencil test, depth test, blending, and dithering operations are performed for
each pixel sample, rather than just once for each fragment. Failure of the alpha,
stencil, or depth test results in termination of the processing of that sample, rather
than discarding of the fragment. All operations are performed on the color, depth,
and stencil values stored in the multisample buffer (to be described in a following
section). The contents of the color buffer are not modified atthis point.

Stencil, depth, blending, and dithering operations are performed for a pixel
sample only if that sample’s fragment coverage bit is a valueof 1. If the corre-
sponding coverage bit is 0, no operations are performed for that sample.
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Argument value Operation
CLEAR 0
AND s ∧ d
AND REVERSE s ∧ ¬d
COPY s
AND INVERTED ¬s ∧ d
NOOP d
XOR s xor d
OR s ∨ d
NOR ¬(s ∨ d)
EQUIV ¬(s xor d)
INVERT ¬d
OR REVERSE s ∨ ¬d
COPY INVERTED ¬s
OR INVERTED ¬s ∨ d
NAND ¬(s ∧ d)
SET all 1’s

Table 4.2: Arguments toLogicOp and their corresponding operations.

If MULTISAMPLE is disabled, and the value ofSAMPLE BUFFERS is one, the
fragment may be treated exactly as described above, with optimization possible
because the fragment coverage must be set to full coverage. Further optimization is
allowed, however. An implementation may choose to identifya centermost sample,
and to perform alpha, stencil, and depth tests on only that sample. Regardless of
the outcome of the stencil test, all multisample buffer stencil sample values are set
to the appropriate new stencil value. If the depth test passes, all multisample buffer
depth sample values are set to the depth of the fragment’s centermost sample’s
depth value, and all multisample buffer color sample valuesare set to the color
value of the incoming fragment. Otherwise, no change is madeto any multisample
buffer color or depth value.

After all operations have been completed on the multisamplebuffer, the color
sample values are combined to produce a single color value, and that value is writ-
ten into the color buffer selected for writing (see section 4.2.1). An implementa-
tion may defer the writing of the color buffer until a later time, but the state of the
framebuffer must behave as if the color buffer was updated aseach fragment was
processed. The method of combination is not specified, though a simple average
computed independently for each color component is recommended.
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4.2 Whole Framebuffer Operations

The preceding sections described the operations that occuras individual fragments
are sent to the framebuffer. This section describes operations that control or affect
the whole framebuffer.

4.2.1 Selecting a Buffer for Writing

Color values are written into the front buffer for single buffered contexts, or into
the back buffer for back buffered contexts. The type of context is determined when
creating a GL context.

4.2.2 Fine Control of Buffer Updates

Four commands are used to mask the writing of bits to each of the logical frame-
buffers after all per-fragment operations have been performed. The command

void ColorMask( boolean r, boolean g, boolean b,
boolean a );

controls the writing of R, G, B and A values to the color buffer. r, g, b, anda
indicate whether R, G, B, or A values, respectively, are written or not (a value of
TRUE means that the corresponding value is written). In the initial state, all color
values are enabled for writing.

The depth buffer can be enabled or disabled for writingzw values using

void DepthMask( booleanmask);

If maskis non-zero, the depth buffer is enabled for writing; otherwise, it is disabled.
In the initial state, the depth buffer is enabled for writing.

The command

void StencilMask( uint mask);

controls the writing of particular bits into the stencil planes. The least significants
bits ofmaskcomprise an integer mask (s is the number of bits in the stencil buffer).
The initial state is for the stencil plane mask to be all ones.

The state required for the masking operations is an integer for stencil values
and a bit for depth values. A set of four bits is also required indicating which color
components of an RGBA value should be written. In the initialstate, the stencil
mask is all ones, as are the bits controlling depth value and RGBA component
writing.
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Fine Control of Multisample Buffer Updates

When the value ofSAMPLE BUFFERS is one,ColorMask, DepthMask, andSten-
cilMask control the modification of values in the multisample buffer. The color
mask has no effect on modifications to the color buffer. If thecolor mask is entirely
disabled, the color sample values must still be combined (asdescribed above) and
the result used to replace values of the color buffer.

4.2.3 Clearing the Buffers

The GL provides a means for setting portions of every pixel ina particular buffer
to the same value. The argument to

void Clear( bitfield buf );

is the bitwise OR of a number of values indicating which buffers are to
be cleared. The values areCOLOR BUFFER BIT, DEPTH BUFFER BIT, and
STENCIL BUFFER BIT, indicating the color buffer, the depth buffer, and the sten-
cil buffer, respectively. The value to which each buffer is cleared depends on the
setting of the clear value for that buffer. If the mask is not abitwise OR of the
specified values, then the errorINVALID VALUE is generated.

void ClearColor( clampf r, clampf g, clampf b,
clampf a );

void ClearColorx( clampx r, clampx g, clampx b,
clampx a );

sets the clear value for the color buffer. Each of the specified components is
clamped to[0, 1] and converted to fixed-point according to the rules of sec-
tion 2.12.8.

void ClearDepthf( clampf d );
void ClearDepthx( clampx d );

takes a value that is clamped to the range[0, 1] and converted to fixed-point accord-
ing to the rules for a windowz value given in section 2.10.1. Similarly,

void ClearStencil( int s );

takes a single integer argument that is the value to which to clear the stencil buffer.
s is masked to the number of bitplanes in the stencil buffer.
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When Clear is called, the only per-fragment operations that are applied (if
enabled) are the pixel ownership test, the scissor test, anddithering. The masking
operations described in the last section (4.2.2) are also effective. If a buffer is not
present, then aClear directed at that buffer has no effect.

The state required for clearing is a clear value for each of the color buffer,
the depth buffer, and the stencil buffer. Initially, the RGBA color clear value is
(0,0,0,0), the stencil buffer clear value is 0, and the depthbuffer clear value is 1.0.

Clearing the Multisample Buffer

The color samples of the multisample buffer are cleared whenthe color buffer is
cleared, as specified by theClear mask bitCOLOR BUFFER BIT.

If the Clear mask bitsDEPTH BUFFER BIT or STENCIL BUFFER BIT are set,
then the corresponding depth or stencil samples, respectively, are cleared.

4.3 Reading Pixels

Pixels may be read from the framebuffer to client memory using theReadPixels
commands, as described below. Pixels may also be copied fromclient memory or
the framebuffer to texture images in the GL using theTexImage2DandCopyTex-
Image2Dcommands, as described in section 3.7.1.

4.3.1 Reading Pixels

The method for reading pixels from the framebuffer and placing them in client
memory is diagrammed in Figure 4.2. We describe the stages ofthe pixel reading
process in the order in which they occur.

Pixels are read using

void ReadPixels( int x, int y, sizei width, sizei height,
enum format, enum type, void *data );

The arguments afterx and y to ReadPixelsare those described in section 3.6.2
defining pixel rectangles. Only two combinations offormat and type are ac-
cepted. The first isformat RGBA and type UNSIGNED BYTE. The second is an
implementation-chosen format from among those defined in table 3.4. The val-
ues offormatandtypefor this format may be determined by callingGetIntegerv
with the symbolic constantsIMPLEMENTATION COLOR READ FORMAT OES and
IMPLEMENTATION COLOR READ TYPE OES, respectively. The implementation-
chosen format may vary depending on the format of the currently bound rendering
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Figure 4.2. Operation ofReadPixels. Operations in dashed boxes may be enabled
or disabled.

Parameter Name Type Initial Value Valid Range

PACK ALIGNMENT integer 4 1,2,4,8

Table 4.3:PixelStoreparameters pertaining toReadPixels.

surface. The pixel storage modes that apply toReadPixelsare summarized in
Table 4.3.

Obtaining Pixels from the Framebuffer

The buffer from which values are obtained is the color bufferused for writing (see
section 4.2.1).

ReadPixelsobtains values from the color buffer (with lower left hand corner
at (0, 0)) for each pixel(x + i, y + j) for 0 ≤ i < width and0 ≤ j < height;
this pixel is said to be theith pixel in thejth row. If any of these pixels lies outside
of the window allocated to the current GL context, the valuesobtained for those
pixels are undefined. Results are also undefined for individual pixels that are not
owned by the current context. Otherwise,ReadPixelsobtains values from the color
buffer, regardless of how those values were placed there.

Version 1.1.10 (DRAFT - April 4, 2007)



4.3. READING PIXELS 112

typeParameter GL Data Type Component
Conversion Formula

UNSIGNED BYTE ubyte c = (28 − 1)f

UNSIGNED SHORT 5 6 5 ushort c = (2N − 1)f

UNSIGNED SHORT 4 4 4 4 ushort c = (2N − 1)f

UNSIGNED SHORT 5 5 5 1 ushort c = (2N − 1)f

Table 4.4: Reversed component conversions, used when component data are be-
ing returned to client memory. Color components are converted from the internal
floating-point representation (f ) to a datum of the specified GL data type (c) using
the specified equation. All arithmetic is done in the internal floating point format.
These conversions apply to component data returned by GL query commands and
to components of pixel data returned to client memory. The equations remain the
same even if the implemented ranges of the GL data types are greater than the
minimum required ranges. (See Table 2.2.) Equations withN as the exponent are
performed for each bitfield of the packed data type, withN set to the number of
bits in the bitfield.

If format is RGBA, then red, green, blue, and alpha values are obtained from
the selected buffer at each pixel location. If the framebuffer does not support alpha
values then the A that is obtained is 1.0.

Conversion of RGBA values

The R, G, B, and A values form a group of elements. Each elementis taken to
be a fixed-point value in[0, 1] with m bits, wherem is the number of bits in the
corresponding color component of the selected buffer (see section 2.12.8).

Final Conversion

Each component is first clamped to[0, 1]. Then the appropriate conversion formula
from table 4.4 is applied to the component.

Placement in Client Memory

Groups of elements are placed in memory just as they are takenfrom memory for
TexImage2D. That is, theith group of thejth row (corresponding to theith pixel
in thejth row) is placed in memory just where theith group of thejth row would

Version 1.1.10 (DRAFT - April 4, 2007)



4.3. READING PIXELS 113

be taken from forTexImage2D. SeeUnpacking under section 3.6.2. The only
difference is that the storage mode parameters whose names begin withPACK are
used instead of those whose names begin withUNPACK . If format is ALPHA or
LUMINANCE, only the corresponding single element is written. Likewise if format
is LUMINANCE ALPHA or RGB, only the corresponding two or three elements are
written. Otherwise all the elements of each group are written.

4.3.2 Pixel Draw/Read State

The state required for pixel operations consists of the parameters that are set with
PixelStore. This state has been summarized in tables 3.1. State set withPixelStore
is GL client state.

Version 1.1.10 (DRAFT - April 4, 2007)



Chapter 5

Special Functions

This chapter describes additional GL functionality that does not fit easily into any
of the preceding chapters: flushing and finishing (used to synchronize the GL com-
mand stream), and hints.

5.1 Flush and Finish

The command

void Flush( void );

indicates that all commands that have previously been sent to the GL must complete
in finite time.

The command

void Finish( void );

forces all previous GL commands to complete.Finish does not return until all
effects from previously issued commands on GL client and server state and the
framebuffer are fully realized.

5.2 Hints

Certain aspects of GL behavior, when there is room for variation, may be controlled
with hints. A hint is specified using

void Hint ( enum target, enum hint );
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target is a symbolic constant indicating the behavior to be controlled, andhint is a
symbolic constant indicating what type of behavior is desired. targetmay be one
of PERSPECTIVE CORRECTION HINT, indicating the desired quality of parame-
ter interpolation;POINT SMOOTH HINT, indicating the desired sampling quality
of points; LINE SMOOTH HINT, indicating the desired sampling quality of lines;
FOG HINT, indicating whether fog calculations are done per pixel or per vertex;
andGENERATE MIPMAP HINT, indicating the desired quality and performance of
automatic mipmap level generation.hint must be one ofFASTEST, indicating that
the most efficient option should be chosen;NICEST, indicating that the highest
quality option should be chosen; andDONT CARE, indicating no preference in the
matter.

The interpretation of hints is implementation dependent. An implementation
may ignore them entirely.

The initial value of all hints isDONT CARE.
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Chapter 6

State and State Requests

The state required to describe the GL machine is enumerated in section 6.2. Most
state is set through the calls described in previous chapters, and can be queried
using the calls described in section 6.1.

6.1 Querying GL State

6.1.1 Simple Queries

Much of the GL state is completely identified by symbolic constants. The values
of these state variables can be obtained using a set ofGet commands. There are
four commands for obtaining simple state variables:

void GetBooleanv( enum value, boolean *data );
void GetIntegerv( enum value, int *data );
void GetFixedv( enum value, fixed *data );
void GetFloatv( enum value, float *data );

The commands obtain boolean, integer, fixed-point, or floating-point state vari-
ables.valueis a symbolic constant indicating the state variable to return. data is a
pointer to a scalar or array of the indicated type in which to place the returned data.
In addition

boolean IsEnabled( enum value);

can be used to determine ifvalueis currently enabled (as withEnable) or disabled.
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6.1.2 Data Conversions

If a Get command is issued that returns value types different from the type of the
value being obtained, a type conversion is performed.

If GetBooleanvis called, a floating-point, fixed-point, or integer value converts
to FALSE if and only if it is zero (otherwise it converts toTRUE).

If GetIntegerv (or any of theGet commands below) is called, a boolean
value is interpreted as either1 or 0, and a floating-point or fixed-point value
is rounded to the nearest integer, unless the value is an RGBAcolor compo-
nent, a DepthRange value, a depth buffer clear value, or a normal coordi-
nate. In these cases, theGet command converts the floating-point or fixed-
point value to an integer according theINT entry of Table 4.4; a value not in
[−1, 1] converts to an undefined value. Additionally, if the target of GetInte-
gerv is one of the special valuesMODELVIEW MATRIX FLOAT AS INT BITS OES,
PROJECTION MATRIX FLOAT AS INT BITS OES,
or TEXTURE MATRIX FLOAT AS INT BITS OES, then the corresponding floating-
point matrix elements are returned in an array of integers, according to the IEEE
754 floating point “single format” bit layout1 2.

If GetFixedv is called, a boolean value is interpreted as either1.0 or 0.0, and
an integer or floating-point value is coerced to fixed-point.

If GetFloatv is called, a boolean value is interpreted as either1.0 or 0.0, and
an integer or fixed-point value is coerced to floating-point.

If a value is so large in magnitude that it cannot be represented with the re-
quested type, then the nearest value representable using the requested type is re-
turned.

Unless otherwise indicated, multi-valued state variablesreturn their multiple
values in the same order as they are given as arguments to the commands that set
them. For instance, the twoDepthRangeparameters are returned in the ordern
followed by f.

Most texture state variables are qualified by the value ofACTIVE TEXTURE

to determine which server texture state vector is queried. Client texture
state variables such as texture coordinate array pointers are qualified by the
value of CLIENT ACTIVE TEXTURE. Tables 6.3, 6.4, 6.7, 6.13, 6.15, and 6.21
indicate those state variables which are qualified byACTIVE TEXTURE or

1This functionality exists for applications using the Common-Lite profile which nonetheless need
access to the full accuracy of the internal matrix representation, but is available in the Common profile
as well.

2IEEE 1987. IEEE Standard 754-1985 for Binary Floating-Point Arithmetic, IEEE.
Reprinted in SIGPLAN 22, 2, 9-25. Also see the IEEE 754 Working Group Page at
http://grouper.ieee.org/groups/754/.
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CLIENT ACTIVE TEXTURE during state queries.

6.1.3 Enumerated Queries

Other commands exist to obtain state variables that are identified by a category
(clip plane, light, material, etc.) as well as a symbolic constant. These are

void GetClipPlane{xf}( enum plane, T eqn[4] );
void GetLight{xf}v( enum light, enum value, T data);
void GetMaterial{xf}v( enum face, enum value, T data);
void GetTexEnv{ixf}v( enum env, enum value, T data);
void GetTexParameter{ixf}v( enum target, enum value,

T data );
void GetBufferParameteriv( enum target, enum value,

T data );

GetClipPlane always returns four values ineqn; these are the coefficients of the
plane equation ofplane in eye coordinates (these coordinates are those that were
computed when the plane was specified).

GetLight places information aboutvalue(a symbolic constant) forlight (also a
symbolic constant) indata. POSITION or SPOT DIRECTION returns values in eye
coordinates (again, these are the coordinates that were computed when the position
or direction was specified).

GetMaterial , GetTexEnv, GetTexParameter, andGetBufferParameter are
similar to GetLight , placing information aboutvalue for the target indicated by
their first argument intodata. The faceargument toGetMaterial must be either
FRONT or BACK, indicating the front or back material, respectively. Theenvargu-
ment toGetTexEnvmust beTEXTURE ENV.

GetTexParameterparametertargetmust beTEXTURE 2D, indicating the cur-
rently bound texture object.value is a symbolic value indicating which texture
parameter is to be obtained. ForGetTexParameter, value must be one of the
symbolic values in table 3.13.

6.1.4 Texture Queries

The command

boolean IsTexture( uint texture);
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returnsTRUE if textureis the name of a texture object. Iftextureis zero, or is a non-
zero value that is not the name of a texture object, or if an error condition occurs,
IsTexture returnsFALSE. A name returned byGenTextures, but not yet bound, is
not the name of a texture object.

6.1.5 Pointer and String Queries

The command

void GetPointerv( enum pname, void **params );

obtains the pointer or pointers namedpnamein the arrayparams. The possible
values for pname are VERTEX ARRAY POINTER, NORMAL ARRAY POINTER,
COLOR ARRAY POINTER, TEXTURE COORD ARRAY POINTER, and
POINT SIZE ARRAY POINTER OES. Each returns a single pointer value.

Finally,

ubyte *GetString ( enum name);

returns a pointer to a static string describing some aspect of the current GL con-
nection. The possible values fornameare VENDOR, RENDERER, VERSION, and
EXTENSIONS. The format of theRENDERER andVENDOR strings is implementation
dependent. TheEXTENSIONS string contains a space separated list of extension
names (the extension names themselves do not contain any spaces); theVERSION
string has the format

"OpenGL ES-XX N.M"
whereXX is a two-character profile identifier, eitherCM for the Common profile

orCL for the Common-List profile, andN.M are the major and minor version num-
bers of the OpenGL ES implementation, separated by a period (currently1.1).

GetString returns the version number (returned in theVERSION string) and
the extension names (returned in theEXTENSIONS string) that can be supported
on the connection. Thus, if the client and server support different versions and/or
extensions, a compatible version and list of extensions is returned.

6.1.6 Buffer Object Queries

The command

boolean IsBuffer ( uint buffer );

returnsTRUE if buffer is the name of an buffer object. Ifbuffer is zero, or ifbuffer
is a non-zero value that is not the name of an buffer object,IsBuffer returnFALSE.
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6.2 State Tables

The tables on the following pages indicate which state variables are obtained with
what commands. State variables that can be obtained using any of GetBooleanv,
GetIntegerv, GetFixedv, orGetFloatv are listed with just one of these commands
– the one that is most appropriate given the type of the data tobe returned. These
state variables cannot be obtained usingIsEnabled. However, state variables for
which IsEnabled is listed as the query command can also be obtained usingGet-
Booleanv, GetIntegerv, GetFixedv, andGetFloatv. State variables for which any
other command is listed as the query command can be obtained only by using that
command.

In the Common-Lite profile,GetFixedvshould be used whereverGetFloatv is
listed in the state tables.

State table entries which are required only by optional extensions are type-
setagainst a gray background .

A type is also indicated for each variable. Table 6.1 explains these types. The
type actually identifies all state associated with the indicated description; in certain
cases only a portion of this state is returned. This is the case with all matrices,
where only the top entry on the stack is returned; with clip planes, where only the
selected clip plane is returned, with parameters describing lights, where only the
value pertaining to the selected light is returned; and withtextures, where only the
selected texture or texture parameter is returned.

Version 1.1.10 (DRAFT - April 4, 2007)



6.2. STATE TABLES 121

Type code Explanation

B Boolean
BMU Basic machine units

C Color (floating-point R, G, B, and A values)
T Texture coordinates (floating-points, t, r, q val-

ues)
N Normal coordinates (floating-pointx, y, z values)
V Vertex, including associated data
Z Integer
Z+ Non-negative integer

Zk, Zk∗ k-valued integer (k∗ indicatesk is minimum)
R Floating-point number
R+ Non-negative floating-point number

R[a,b] Floating-point number in the range[a, b]

Rk k-tuple of floating-point numbers
Rk k-valued floating-pointnumber
P Position (x, y, z, w floating-point coordinates)
D Direction (x, y, z floating-point coordinates)
M4 4 × 4 floating-point matrix
I Image
Y Pointer (data type unspecified)

n × type n copies of typetype (n∗ indicatesn is minimum)

Table 6.1: State variable types

Version 1.1.10 (DRAFT - April 4, 2007)



6.2.
S

TAT
E

TA
B

LE
S

122

Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

– V – – Previous vertex in a line segment 2.6.1 –
– B – – Indicates ifline-vertexis the first 2.6.1 –
– V – – First vertex of a line loop 2.6.1 –
– 2 × V – – Previous two vertices in a triangle

strip
2.6.1 –

– Z3 – – Number of vertices so far in
triangle strip: 0, 1, or more

2.6.1 –

– Z2 – – Triangle strip A/B vertex pointer 2.6.1 –

Tab
le

6
.2

.
G

L
In

tern
alp

rim
itive

assem
b

ly
state

variab
les

(
in

accessib
le)

V
ersion

1.1.10
(D

R
A

F
T

-
A

pril4,2007)



6.2.
S

TAT
E

TA
B

LE
S

123

Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

CURRENT COLOR C
GetIntegerv,
GetFloatv 1,1,1,1 Current color 2.7 current

CURRENT TEXTURE COORDS 2 ∗ ×T GetFloatv 0,0,0,1 Current texture coordinates 2.7 current
CURRENT NORMAL N GetFloatv 0,0,1 Current normal 2.7 current

– C – - Color associated with last vertex 2.6 –
– T – - Texture coordinates associated with

last vertex
2.6 –

Tab
le

6
.3

.
C

u
rren

tValu
es

an
d

A
sso

ciated
D

ata

V
ersion

1.1.10
(D

R
A

F
T

-
A

pril4,2007)



6.2.
S

TAT
E

TA
B

LE
S

124

Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

CLIENT ACTIVE TEXTURE Z2∗ GetIntegerv TEXTURE0 Client active texture unit selector 2.7 vertex-array
VERTEX ARRAY B IsEnabled False Vertex array enable 2.8 vertex-array
VERTEX ARRAY SIZE Z+ GetIntegerv 4 Coordinates per vertex 2.8 vertex-array
VERTEX ARRAY TYPE Z4 GetIntegerv FLOAT Type of vertex coordinates 2.8 vertex-array
VERTEX ARRAY STRIDE Z+ GetIntegerv 0 Stride between vertices 2.8 vertex-array
VERTEX ARRAY POINTER Y GetPointerv 0 Pointer to the vertex array 2.8 vertex-array
NORMAL ARRAY B IsEnabled False Normal array enable 2.8 vertex-array
NORMAL ARRAY TYPE Z5 GetIntegerv FLOAT Type of normal coordinates 2.8 vertex-array
NORMAL ARRAY STRIDE Z+ GetIntegerv 0 Stride between normals 2.8 vertex-array
NORMAL ARRAY POINTER Y GetPointerv 0 Pointer to the normal array 2.8 vertex-array
COLOR ARRAY B IsEnabled False Color array enable 2.8 vertex-array
COLOR ARRAY SIZE Z+ GetIntegerv 4 Color components per vertex 2.8 vertex-array
COLOR ARRAY TYPE Z8 GetIntegerv FLOAT Type of color components 2.8 vertex-array
COLOR ARRAY STRIDE Z+ GetIntegerv 0 Stride between colors 2.8 vertex-array
COLOR ARRAY POINTER Y GetPointerv 0 Pointer to the color array 2.8 vertex-array
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

TEXTURE COORDARRAY 2 ∗ ×B IsEnabled False Texture coordinate array enable 2.8 vertex-array
TEXTURE COORDARRAY SIZE 2 ∗ ×Z+ GetIntegerv 4 Coordinates per element 2.8 vertex-array
TEXTURE COORDARRAY TYPE 2 ∗ ×Z4 GetIntegerv FLOAT Type of texture coordinates 2.8 vertex-array
TEXTURE COORDARRAY STRIDE 2 ∗ ×Z+ GetIntegerv 0 Stride between texture coordinates 2.8 vertex-array
TEXTURE COORDARRAY POINTER 2 ∗ ×Y GetPointerv 0 Pointer to the texture coordinate

array
2.8 vertex-array

♣ POINT SIZE ARRAY OES B IsEnabled False Point size array enable 2.8 vertex-array
♣ POINT SIZE ARRAY TYPE OES Z2 GetIntegerv FLOAT Type of point sizes 2.8 vertex-array
♣ POINT SIZE ARRAY STRIDE OES Z+ GetIntegerv 0 Stride between point sizes 2.8 vertex-array
♣ POINT SIZE ARRAY POINTER OES Y GetPointerv 0 Pointer to the point size array 2.8 vertex-array
ARRAY BUFFERBINDING Z+ GetIntegerv 0 current buffer binding 2.9 vertex-array
VERTEX ARRAY BUFFERBINDING Z+ GetIntegerv 0 vertex array buffer binding 2.9 vertex-array
NORMAL ARRAY BUFFERBINDING Z+ GetIntegerv 0 normal array buffer binding 2.9 vertex-array
COLOR ARRAY BUFFERBINDING Z+ GetIntegerv 0 color array buffer binding 2.9 vertex-array
TEXTURE COORDARRAY BUFFERBINDING 2 ∗ ×Z+ GetIntegerv 0 texcoord array buffer binding 2.9 vertex-array
♣ POINT SIZE ARRAY BUFFERBINDING OES Z+ GetIntegerv 0 point size array buffer binding 2.9 vertex-array
ELEMENT ARRAY BUFFERBINDING Z+ GetIntegerv 0 element array buffer binding 2.9.2 vertex-array
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

n × BMU GetBufferSubData - buffer data 2.9 -
BUFFERSIZE n × Z+ GetBufferParameteriv 0 buffer data size 2.9 -
BUFFERUSAGE n × Z9 GetBufferParameteriv STATIC DRAW buffer usage pattern 2.9 -
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

MODELVIEW MATRIX 16 ∗ ×M4 GetFloatv Identity Model-view matrix stack 2.10.2 –
PROJECTIONMATRIX 2 ∗ ×M4 GetFloatv Identity Projection matrix stack 2.10.2 –
TEXTURE MATRIX 2 ∗ ×2 ∗ ×M4 GetFloatv Identity Texture matrix stack 2.10.2 –
♣ MOD-

ELVIEW MATRIX FLOAT AS INT BITS OES

4 × 4 × Z GetIntegerv Identity Alias of
MODELVIEW MATRIX
in integer encoding

2.10.2 –

♣ PROJEC-

TION MATRIX FLOAT AS INT BITS OES

4 × 4 × Z GetIntegerv Identity Alias of
PROJECTION MATRIX
in integer encoding

2.10.2 –

♣ TEX-

TURE MATRIX FLOAT AS INT BITS OES

4 × 4 × Z GetIntegerv Identity Alias of
TEXTURE MATRIX in
integer encoding

2.10.2 –

VIEWPORT 4 × Z GetIntegerv see 2.10.1 Viewport origin & extent 2.10.1 viewport
DEPTH RANGE 2 × R+ GetFloatv 0,1 Depth range near & far 2.10.1 viewport
MODELVIEW STACK DEPTH Z+ GetIntegerv 1 Model-view matrix stack

pointer
2.10.2 –

PROJECTIONSTACK DEPTH Z+ GetIntegerv 1 Projection matrix stack
pointer

2.10.2 –

TEXTURE STACK DEPTH 2 ∗ ×Z+ GetIntegerv 1 Texture matrix stack
pointer

2.10.2 –

MATRIX MODE Z4 GetIntegerv MODELVIEW Current matrix mode 2.10.2 transform
NORMALIZE B IsEnabled False Current normal

normalization on/off
2.10.3 transform/enable

RESCALE NORMAL B IsEnabled False Current normal rescaling
on/off

2.10.3 transform/enable

CLIP PLANEi 1 ∗ ×R4 GetClipPlane 0,0,0,0 User clipping plane
coefficients

2.11 transform

CLIP PLANEi 1 ∗ ×B IsEnabled False ith user clipping plane
enabled

2.11 transform/enable
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

FOG COLOR C GetFloatv 0,0,0,0 Fog color 3.8 fog
FOG DENSITY R GetFloatv 1.0 Exponential fog density 3.8 fog
FOG START R GetFloatv 0.0 Linear fog start 3.8 fog
FOG END R GetFloatv 1.0 Linear fog end 3.8 fog
FOG MODE Z3 GetIntegerv EXP Fog mode 3.8 fog
FOG B IsEnabled False True if fog enabled 3.8 fog/enable
SHADE MODEL Z+ GetIntegerv SMOOTH ShadeModelsetting 2.12.6 lighting
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

LIGHTING B IsEnabled False True if lighting is
enabled

2.12.1 lighting/enable

COLOR MATERIAL B IsEnabled False True if color
tracking is
enabled

2.12.3 lighting/enable

AMBIENT 2 × C GetMaterialfv (0.2,0.2,0.2,1.0) Ambient material
color

2.12.1 lighting

DIFFUSE 2 × C GetMaterialfv (0.8,0.8,0.8,1.0) Diffuse material
color

2.12.1 lighting

SPECULAR 2 × C GetMaterialfv (0.0,0.0,0.0,1.0) Specular material
color

2.12.1 lighting

EMISSION 2 × C GetMaterialfv (0.0,0.0,0.0,1.0) Emissive mat.
color

2.12.1 lighting

SHININESS 2 × R GetMaterialfv 0.0 Specular
exponent of
material

2.12.1 lighting

LIGHT MODEL AMBIENT C GetFloatv (0.2,0.2,0.2,1.0) Ambient scene
color

2.12.1 lighting

LIGHT MODEL TWO SIDE B GetBooleanv False Use two-sided
lighting

2.12.1 lighting
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

AMBIENT 8 ∗ ×C GetLightfv (0.0,0.0,0.0,1.0) Ambient intensity of lighti 2.12.1 lighting
DIFFUSE 8 ∗ ×C GetLightfv see 2.5 Diffuse intensity of lighti 2.12.1 lighting
SPECULAR 8 ∗ ×C GetLightfv see 2.5 Specular intensity of lighti 2.12.1 lighting
POSITION 8 ∗ ×P GetLightfv (0.0,0.0,1.0,0.0) Position of lighti 2.12.1 lighting
CONSTANT ATTENUATION 8 ∗ ×R+ GetLightfv 1.0 Constant atten. factor 2.12.1 lighting
LINEAR ATTENUATION 8 ∗ ×R+ GetLightfv 0.0 Linear atten. factor 2.12.1 lighting
QUADRATIC ATTENUATION 8 ∗ ×R+ GetLightfv 0.0 Quadratic atten. factor 2.12.1 lighting
SPOTDIRECTION 8 ∗ ×D GetLightfv (0.0,0.0,-1.0) Spotlight direction of lighti 2.12.1 lighting
SPOTEXPONENT 8 ∗ ×R+ GetLightfv 0.0 Spotlight exponent of lighti 2.12.1 lighting
SPOTCUTOFF 8 ∗ ×R+ GetLightfv 180.0 Spot. angle of lighti 2.12.1 lighting
LIGHTi 8 ∗ ×B IsEnabled False True if light i enabled 2.12.1 lighting/enable
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

POINT SIZE R+ GetFloatv 1.0 Point size 3.3 point
POINT SMOOTH B IsEnabled False Point antialiasing on 3.3 point/enable
POINT SIZE MIN R+ GetFloatv 0.0 Attenuated minimum point size 3.3 point
POINT SIZE MAX R+ GetFloatv 1 Attenuated maximum point size.1

Max. of the impl. dependent max.
aliased and smooth point sizes.

3.3 point

POINT FADE THRESHOLD SIZE R+ GetFloatv 1.0 Threshold for alpha attenuation 3.3 point
POINT DISTANCE ATTENUATION 3 × R+ GetFloatv 1,0,0 Attenuation coefficients 3.3 point
POINT SPRITEOES B IsEnabled False Point sprites enabled 3.3 point
LINE WIDTH R+ GetFloatv 1.0 Line width 3.4 line
LINE SMOOTH B IsEnabled False Line antialiasing on 3.4 line/enable
CULL FACE B IsEnabled False Polygon culling enabled 3.5.1 polygon/enable
CULL FACE MODE Z3 GetIntegerv BACK Cull front/back facing polygons 3.5.1 polygon
FRONT FACE Z2 GetIntegerv CCW Polygon frontface CW/CCW

indicator
3.5.1 polygon

POLYGON OFFSETFACTOR R GetFloatv 0 Polygon offset factor 3.5.2 polygon
POLYGON OFFSETUNITS R GetFloatv 0 Polygon offset units 3.5.2 polygon
POLYGON OFFSETFILL B IsEnabled False Polygon offset enable 3.5.2 polygon/enable
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

MULTISAMPLE B IsEnabled True Multisample rasterization 3.2.1 multisample/enable
SAMPLE ALPHA TO COVERAGE B IsEnabled False Modify coverage from alpha 4.1.3 multisample/enable
SAMPLE ALPHA TO ONE B IsEnabled False Set alpha to maximum 4.1.3 multisample/enable
SAMPLE COVERAGE B IsEnabled False Mask to modify coverage 4.1.3 multisample/enable
SAMPLE COVERAGEVALUE R+ GetFloatv 1 Coverage mask value 4.1.3 multisample
SAMPLE COVERAGEINVERT B GetBooleanv False Invert coverage mask value 4.1.3 multisample
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

TEXTURE 2D 2 ∗ ×B IsEnabled False True if 2D texturing is
enabled

3.7.13 texture/enable

TEXTURE BINDING 2D 2 ∗ ×Z+ GetIntegerv 0 Texture object bound to
TEXTURE 2D

3.7.11 texture

♣ TEXTURE 2D n × I – see 3.7 2D texture image at
l.o.d. i

3.7 –
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

TEXTURE MIN FILTER n × Z6 GetTexParameter see 3.7 Texture minification
function

3.7.7 texture

TEXTURE MAG FILTER n × Z2 GetTexParameter see 3.7 Texture magnification
function

3.7.8 texture

♣ TEXTURE WRAP S n × Z2 GetTexParameter REPEAT Texcoords wrap mode 3.7.6 texture
♣ TEXTURE WRAP T n × Z2 GetTexParameter REPEAT Texcoordt wrap mode 3.7.6 texture
GENERATE MIPMAP n × B GetTexParameter FALSE Automatic mipmap

generation
3.7.7 texture
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

ACTIVE TEXTURE Z2∗ GetIntegerv TEXTURE0 Active texture unit selector 2.7 texture
TEXTURE ENV MODE 2 ∗ ×Z6 GetTexEnviv MODULATE Texture application function 3.7.12 texture
TEXTURE ENV COLOR 2 ∗ ×C GetTexEnvfv 0,0,0,0 Texture environment color 3.7.12 texture
COORDREPLACE OES 2 ∗ ×B GetTexEnviv False Point coordinate replacement

enabled
3.3 texture

COMBINE RGB 2 ∗ ×Z8 GetTexEnviv MODULATE RGB combiner function 3.7.12 texture
COMBINE ALPHA 2 ∗ ×Z6 GetTexEnviv MODULATE Alpha combiner function 3.7.12 texture
SRC0RGB 2 ∗ ×Z3 GetTexEnviv TEXTURE RGB source 0 3.7.12 texture
SRC1RGB 2 ∗ ×Z3 GetTexEnviv PREVIOUS RGB source 1 3.7.12 texture
SRC2RGB 2 ∗ ×Z3 GetTexEnviv CONSTANT RGB source 2 3.7.12 texture
SRC0ALPHA 2 ∗ ×Z3 GetTexEnviv TEXTURE Alpha source 0 3.7.12 texture
SRC1ALPHA 2 ∗ ×Z3 GetTexEnviv PREVIOUS Alpha source 1 3.7.12 texture
SRC2ALPHA 2 ∗ ×Z3 GetTexEnviv CONSTANT Alpha source 2 3.7.12 texture
OPERAND0RGB 2 ∗ ×Z4 GetTexEnviv SRC COLOR RGB operand 0 3.7.12 texture
OPERAND1RGB 2 ∗ ×Z4 GetTexEnviv SRC COLOR RGB operand 1 3.7.12 texture
OPERAND2RGB 2 ∗ ×Z4 GetTexEnviv SRC ALPHA RGB operand 2 3.7.12 texture
OPERAND0ALPHA 2 ∗ ×Z2 GetTexEnviv SRC ALPHA Alpha operand 0 3.7.12 texture
OPERAND1ALPHA 2 ∗ ×Z2 GetTexEnviv SRC ALPHA Alpha operand 1 3.7.12 texture
OPERAND2ALPHA 2 ∗ ×Z2 GetTexEnviv SRC ALPHA Alpha operand 2 3.7.12 texture
♣ RGB SCALE 2 ∗ ×R3 GetTexEnvfv 1.0 RGB post-combiner scaling 3.7.12 texture
♣ ALPHA SCALE 2 ∗ ×R3 GetTexEnvfv 1.0 Alpha post-combiner scaling 3.7.12 texture
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

SCISSORTEST B IsEnabled False Scissoring enabled 4.1.2 scissor/enable
SCISSORBOX 4 × Z GetIntegerv see 4.1.2 Scissor box 4.1.2 scissor
ALPHA TEST B IsEnabled False Alpha test enabled 4.1.4 color-buffer/enable
ALPHA TEST FUNC Z8 GetIntegerv ALWAYS Alpha test function 4.1.4 color-buffer
ALPHA TEST REF R+ GetIntegerv 0 Alpha test reference value 4.1.4 color-buffer
STENCIL TEST B IsEnabled False Stenciling enabled 4.1.5 stencil-buffer/enable
STENCIL FUNC Z8 GetIntegerv ALWAYS Stencil function 4.1.5 stencil-buffer
STENCIL VALUE MASK Z+ GetIntegerv 1’s Stencil mask 4.1.5 stencil-buffer
STENCIL REF Z+ GetIntegerv 0 Stencil reference value 4.1.5 stencil-buffer
STENCIL FAIL Z6 GetIntegerv KEEP Stencil fail action 4.1.5 stencil-buffer
STENCIL PASSDEPTH FAIL Z6 GetIntegerv KEEP Stencil depth buffer fail action 4.1.5 stencil-buffer
STENCIL PASSDEPTH PASS Z6 GetIntegerv KEEP Stencil depth buffer pass action 4.1.5 stencil-buffer
DEPTH TEST B IsEnabled False Depth buffer enabled 4.1.6 depth-buffer/enable
DEPTH FUNC Z8 GetIntegerv LESS Depth buffer test function 4.1.6 depth-buffer
BLEND B IsEnabled False Blending enabled 4.1.7 color-buffer/enable
♣ BLEND SRC Z9 GetIntegerv ONE Blending source function 4.1.7 color-buffer
♣ BLEND DST Z8 GetIntegerv ZERO Blending dest. function 4.1.7 color-buffer
DITHER B IsEnabled True Dithering enabled 4.1.8 color-buffer/enable
COLOR LOGIC OP B IsEnabled False Color logic op enabled 4.1.9 color-buffer/enable
LOGIC OP MODE Z16 GetIntegerv COPY Logic op function 4.1.9 color-buffer
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

COLOR WRITEMASK 4 × B GetBooleanv True Color write enables; R, G, B, or A 4.2.2 color-buffer
DEPTH WRITEMASK B GetBooleanv True Depth buffer enabled for writing 4.2.2 depth-buffer
STENCIL WRITEMASK Z+ GetIntegerv 1’s Stencil buffer writemask 4.2.2 stencil-buffer
COLOR CLEAR VALUE C GetFloatv 0,0,0,0 Color buffer clear value (RGBA

mode)
4.2.3 color-buffer

DEPTH CLEAR VALUE R+ GetIntegerv 1 Depth buffer clear value 4.2.3 depth-buffer
STENCIL CLEAR VALUE Z+ GetIntegerv 0 Stencil clear value 4.2.3 stencil-buffer
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

UNPACK ALIGNMENT Z+ GetIntegerv 4 Value ofUNPACK ALIGNMENT 3.6.1 pixel-store
PACK ALIGNMENT Z+ GetIntegerv 4 Value ofPACK ALIGNMENT 4.3.1 pixel-store
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

PERSPECTIVECORRECTIONHINT Z3 GetIntegerv DONT CARE Perspective correction hint 5.2 hint
POINT SMOOTH HINT Z3 GetIntegerv DONT CARE Point smooth hint 5.2 hint
LINE SMOOTH HINT Z3 GetIntegerv DONT CARE Line smooth hint 5.2 hint
FOG HINT Z3 GetIntegerv DONT CARE Fog hint 5.2 hint
GENERATE MIPMAP HINT Z3 GetIntegerv DONT CARE Mipmap generation hint 5.2 hint
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Get value Type
Get
Cmnd

Minimum
Value Description Sec. Attribute

MAX LIGHTS Z+ GetIntegerv 8 Maximum number of lights 2.12.1 –
♣ MAX CLIP PLANES Z+ GetIntegerv 1 Maximum number of user clipping

planes
2.11 –

MAX MODELVIEW STACK DEPTH Z+ GetIntegerv 16 Maximum model-view stack depth 2.10.2 –
MAX PROJECTIONSTACK DEPTH Z+ GetIntegerv 2 Maximum projection matrix stack

depth
2.10.2 –

MAX TEXTURE STACK DEPTH Z+ GetIntegerv 2 Maximum number depth of texture
matrix stack

2.10.2 –

SUBPIXEL BITS Z+ GetIntegerv 4 Number of bits of subpixel
precision in screenxw andyw

3 –

MAX TEXTURE SIZE Z+ GetIntegerv 64 Maximum texture image dimension 3.7.1 –
MAX VIEWPORT DIMS 2 × Z+ GetIntegerv see 2.10.1 Maximum viewport dimensions 2.10.1 –
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Get value Type
Get
Cmnd

Minimum
Value Description Sec. Attribute

ALIASED POINT SIZE RANGE 2 × R+ GetFloatv 1,1 Range (lo to hi) of aliased
point sizes

3.3 –

SMOOTH POINT SIZE RANGE

(POINT SIZE RANGE)

2 × R+ GetFloatv 1,1 Range (lo to hi) of
antialiased point sizes

3.3 –

ALIASED LINE WIDTH RANGE 2 × R+ GetFloatv 1,1 Range (lo to hi) of aliased
line widths

3.4 –

SMOOTH LINE WIDTH RANGE

(v1.1: LINE WIDTH RANGE)

2 × R+ GetFloatv 1,1 Range (lo to hi) of
antialiased line widths

3.4 –
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Get value Type
Get
Cmnd

Minimum
Value Description Sec. Attribute

MAX TEXTURE UNITS Z+ GetIntegerv 2 Number of texture units
(not to exceed 32)

2.6 –

SAMPLE BUFFERS Z+ GetIntegerv 0 Number of multisample
buffers

3.2.1 –

SAMPLES Z+ GetIntegerv 0 Coverage mask size 3.2.1 –
COMPRESSEDTEXTURE FORMATS 10 × Z GetIntegerv - Enumerated compressed

texture formats
3.7.3 –

NUM COMPRESSEDTEXTURE FORMATS Z GetIntegerv 10 Number of enumerated
compressed texture
formats

3.7.3 –
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

x BITS Z+ GetIntegerv - Number of bits inx color buffer
component;x is one ofRED,
GREEN, BLUE, orALPHA

4 –

DEPTH BITS Z+ GetIntegerv - Number of depth buffer planes 4 –
STENCIL BITS Z+ GetIntegerv - Number of stencil planes 4 –
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Get value Type
Get
Cmnd

Initial
Value Description Sec. Attribute

– n × Z8 GetError 0 Current error code(s) 2.5 –
– n × B – False True if there is a corresponding

error
2.5 –
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Appendix A

Invariance

The OpenGL ES specification is not pixel exact. It therefore does not guarantee an
exact match between images produced by different GL implementations. However,
the specification does specify exact matches, in some cases,for images produced
by the same implementation. The purpose of this appendix is to identify and pro-
vide justification for those cases that require exact matches.

A.1 Repeatability

The obvious and most fundamental case is repeated issuance of a series of GL com-
mands. For any given GL and framebuffer statevector, and for any GL command,
the resulting GL and framebuffer state must be identical whenever the command is
executed on that initial GL and framebuffer state.

One purpose of repeatability is avoidance of visual artifacts when a double-
buffered scene is redrawn. If rendering is not repeatable, swapping between two
buffers rendered with the same command sequence may result in visible changes
in the image. Such false motion is distracting to the viewer.Another reason for
repeatability is testability.

Repeatability, while important, is a weak requirement. Given only repeata-
bility as a requirement, two scenes rendered with one (small) polygon changed
in position might differ at every pixel. Such a difference, while within the law
of repeatability, is certainly not within its spirit. Additional invariance rules are
desirable to ensure useful operation.
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A.2 Multi-pass Algorithms

Invariance is necessary for a whole set of useful multi-passalgorithms. Such al-
gorithms render multiple times, each time with a different GL mode vector, to
eventually produce a result in the framebuffer. Examples ofthese algorithms in-
clude:

• “Erasing” a primitive from the framebuffer by redrawing it,either in a dif-
ferent color or using the XOR logical operation.

• Using stencil operations to compute capping planes.

On the other hand, invariance rules can greatly increase thecomplexity of high-
performance implementations of the GL. Even the weak repeatability requirement
significantly constrains a parallel implementation of the GL. Because GL imple-
mentations are required to implement ALL GL capabilities, not just a convenient
subset, those that utilize hardware acceleration are expected to alternate between
hardware and software modules based on the current GL mode vector. A strong
invariance requirement forces the behavior of the hardwareand software modules
to be identical, something that may be very difficult to achieve (for example, if the
hardware does floating-point operations with different precision than the software).

What is desired is a compromise that results in many compliant, high-
performance implementations, and in many software vendorschoosing to port to
OpenGL ES .

A.3 Invariance Rules

For a given instantiation of an OpenGL rendering context:

Rule 1 For any given GL and framebuffer state vector, and for any given GL com-
mand, the resulting GL and framebuffer state must be identical each time the com-
mand is executed on that initial GL and framebuffer state.

Rule 2 Changes to the following state values have no side effects (the use of any
other state value is not affected by the change):

Required:

• Framebuffer contents (all bitplanes)

• The values of matrices other than the top-of-stack matrices

• Scissor parameters (other than enable)

Version 1.1.10 (DRAFT - April 4, 2007)
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• Writemasks (color, depth, stencil)

• Clear values (color, depth, stencil)

• Current values (color, normal, texture coords)

• Material properties (ambient, diffuse, specular, emission, shininess)

Strongly suggested:

• Matrix mode

• Matrix stack depths

• Alpha test parameters (other than enable)

• Stencil parameters (other than enable)

• Depth test parameters (other than enable)

• Blend parameters (other than enable)

• Logical operation parameters (other than enable)

• Pixel storage

• Polygon offset parameters (other than enables, and except as they affect
the depth values of fragments)

Corollary 1 Fragment generation is invariant with respect to the state values
marked with• in Rule 2.

Corollary 2 The window coordinates (x, y, and z) of generated fragments are also
invariant with respect to

Required:

• Current values (color, normal, texture coords)

• Material properties (ambient, diffuse, specular, emission, shininess)

Rule 3 The arithmetic of each per-fragment operation is invariantexcept with re-
spect to parameters that directly control it (the parameters that control the alpha
test, for instance, are the alpha test enable, the alpha testfunction, and the alpha
test reference value).

Corollary 3 Images rendered into different color buffers sharing the same frame-
buffer, either simultaneously or separately using the samecommand sequence, are
pixel identical.
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A.4 What All This Means

Hardware accelerated GL implementations are expected to default to software op-
eration when some GL state vectors are encountered. Even theweak repeatability
requirement means, for example, that OpenGL ES implementations cannot apply
hysteresis to this swap, but must instead guarantee that a given mode vector im-
plies that a subsequent commandalwaysis executed in either the hardware or the
software machine.

The stronger invariance rules constrain when the switch from hardware to soft-
ware rendering can occur, given that the software and hardware renderers are not
pixel identical. For example, the switch can be made when blending is enabled or
disabled, but it should not be made when a change is made to theblending param-
eters.

Because floating point values may be represented using different formats in
different renderers (hardware and software), many OpenGL ES state values may
change subtly when renderers are swapped. This is the type ofstate value change
that Rule 1 seeks to avoid.
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Appendix B

Corollaries

The following observations are derived from the body and theother appendixes of
the specification. Absence of an observation from this list in no way impugns its
veracity.

1. The error semantics of upward compatible OpenGL ES revisions may
change. Otherwise, only additions can be made to upward compatible re-
visions.

2. GL query commands are not required to satisfy the semantics of theFlush
or theFinish commands. All that is required is that the queried state be con-
sistent with complete execution of all previously executedGL commands.

3. Application specified point size and line width must be returned as specified
when queried. Implementation dependent clamping affects the values only
while they are in use.

4. The mask specified as the third argument toStencilFuncaffects the operands
of the stencil comparison function, but has no direct effecton the update of
the stencil buffer. The mask specified byStencilMask has no effect on the
stencil comparison function; it limits the effect of the update of the stencil
buffer.

5. A material property that is attached to the current color (by enabling
COLOR MATERIAL) always takes the value of the current color. Attempts
to change that material property viaMaterial calls have no effect.

6. There is no atomicity requirement for OpenGL ES renderingcommands,
even at the fragment level.
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7. Because rasterization of non-antialiased polygons is point sampled, poly-
gons that have no area generate no fragments when they are rasterized, and
the fragments generated by the rasterization of “narrow” polygons may not
form a continuous array.

8. OpenGL ES does not force left- or right-handedness on any of its coordinates
systems. Consider, however, the following conditions: (1)the object coordi-
nate system is right-handed; (2) the only commands used to manipulate the
model-view matrix areScale(with positive scaling values only),Rotate, and
Translate; (3) exactly one of eitherFrustum or Ortho is used to set the pro-
jection matrix; (4) the near value is less than the far value for DepthRange.
If these conditions are all satisfied, then the eye coordinate system is right-
handed and the clip, normalized device, and window coordinate systems are
left-handed.

9. (No pixel dropouts or duplicates.) Let two polygons sharean identical edge
(that is, there exist vertices A and B of an edge of one polygon, and vertices
C and D of an edge of the other polygon, and the coordinates of vertex A
(resp. B) are identical to those of vertex C (resp. D), and thestate of the the
coordinate transfomations is identical when A, B, C, and D are specified).
Then, when the fragments produced by rasterization of both polygons are
taken together, each fragment intersecting the interior ofthe shared edge is
produced exactly once.

10. The user defined clip planes, the spot directions, and thelight positions for
LIGHTi are transformed when they are specified. They are not transformed
when copying a context.

11. Dithering algorithms may be different for different components. In particu-
lar, alpha may be dithered differently from red, green, or blue, and an imple-
mentation may choose to not dither alpha at all.
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Appendix C

Profiles

The body of the OpenGL ES specification describes both the Common and
Common-Lite profiles. This appendix provides more information about the con-
tents of profiles and the differences between them, including numeric precision
issues, supported commands, OpenGL ES -specific extensions, and packaging is-
sues.

C.1 Accuracy Requirements

As described in section 2.1.1, the Common-Lite (CL) profile has more relaxed
requirements on arithmetic range and precision than the Common profile. This
allows CL implementations to use fixed-point arithmetic internally, although they
are not required to do so.

C.2 Floating-Point and Fixed-Point Commands and State

The CL profile does not support any of the commands taking floating-point argu-
ments, such asNormal3f. Alternate versions of those commands taking fixed-point
arguments are provided instead. The fixed-point commands are also supported in
the Common profile to allow Common-Lite applications to run unchanged in that
profile. A complete list of the floating-point functions found only in the Common
profile is in table C.1.

Similarly, the CL profile does not support floating-point data (formatFLOAT)
in vertex arrays or images in client memory. TheFIXED format should be used
instead. TheFIXED format is also supported in the Common profile.

Finally, the CL profile is not required to store internal GL state in floating-
point. When the specification or state tables (see section 6.2) indicate state is stored
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in floating-point, the CL profile may always store it in fixed-point instead. Appli-
cations using the CL profile must call theGetFixedv command, or the equivalent
fixed-point versions of enumerated queries, such asGetLightxv , to query such
state.

C.3 Core Additions and Extensions

.
An OpenGL ES profile consists of two parts: a subset of the fullOpenGL

pipeline, and some extended functionality that is drawn from a set of OpenGL ES
-specific extensions to the full OpenGL specification. Each extension is pruned
to match the profile’s command subset and added to the profile as either a core
addition or a profile extension. Core additions differ from profile extensions in that
the commands and tokens do not include extension suffixes in their names.

Profile extensions are further divided into required (mandatory) and optional
extensions. Required extensions must be implemented as part of a conforming im-
plementation, whereas the implementation of optional extensions is left to the dis-
cretion of the implementor. Both types of extensions use extension suffixes as part
of their names, are present in theEXTENSIONS string, and participate in function
address queries defined in the platform embedding layer. Required extensions have
the additional packaging constraint, that commands definedas part of a required
extension must also be available as part of a static binding if core commands are
also available in a static binding. The commands comprisingan optional extension
may optionally be included as part of a static binding.

From an API perspective, commands and tokens comprising a core addition are
indistinguishable from the original OpenGL subset. However, to increase applica-
tion portability, an implementation may also implement a core addition as an ex-
tension by including suffixed versions of commands and tokens in the appropriate
dynamic and optional static bindings and the extension namein theEXTENSIONS
string.

The Common and Common-Lite profiles add subsets
of the OES byte coordinates, OES fixed point, OES single precision

and OES matrix get OpenGL ES -specific extensions as
core additions, andOES read format, OES compressed paletted texture,
OES point size array andOES point sprite as required profile extensions.
All of these extensions are incorporated into the body of thespecification. The
OES matrix palette andOES draw texture are added as optional profile ex-
tensions, and specified separately in the Khronos ExtensionRegistry, on the web
at URLhttp://www.khronos.org/registry/gles.
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Floating-point commands only Equivalent fixed-point commands
supported in the Common profile support in both Common and Common-List

AlphaFunc AlphaFuncx
ClearColor ClearColorx
ClearDepthf ClearDepthx
ClipPlanef ClipPlanex
Color4f Color4x
DepthRangef DepthRangex
Fogf, Fogfv Fogx, Fogxv
Frustumf Frustumx
GetClipPlanef GetClipPlanex
GetFloatv GetFixedv
GetLightfv GetLightxv
GetMaterialfv GetMaterialxv
GetTexEnvfv GetTexEnvxv
GetTexParameterfv GetTexParameterxv
LightModelf , LightModelfv LightModelx , LightModelxv
Lightf , Lightfv Lightx , Lightxv
LineWidth LineWidthx
LoadMatrixf LoadMatrixx
Materialf , Materialfv Materialx , Materialxv
MultMatrixf MultMatrixx
MultiTexCoord4f MultiTexCoord4x
Normal3f Normal3x
Orthof Orthox
PointParameterf, PointParameterfv PointParameterx, PointParameterxv
PointSize PointSizex
PolygonOffset PolygonOffsetx
Rotatef Rotatex
SampleCoverage SampleCoveragex
Scalef Scalex
TexEnvf, TexEnvfv TexEnvx, TexEnvxv
TexParameterf, TexParameterfv TexParameterx, TexParameterxv
Translatef Translatex
Vertex array commands (ColorPointer, UsetypeFIXED instead
NormalPointer, TexCoordPointer,
andVertexPointer) with typeFLOAT

Table C.1: Common and Common-Lite commands.
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TheOES query matrix optional extension in OpenGL ES 1.0 has been dep-
recated in OpenGL ES 1.1. The various matrices in GL can be obtained by calling
GetFixedv or GetFloatv, or by using theOES matrix get core extension.

Extension Name Common Common-Lite

OES byte coordinates core addition core addition
OES fixed point core addition core addition
OES single precision core addition n/a
OES matrix get core addition core addition

OES read format required extension required extension
OES compressed paletted texture required extension required extension
OES point size array required extension required extension
OES point sprite required extension required extension

OES matrix palette optional extension optional extension
OES draw texture optional extension optional extension

Table C.2: OES Extension Disposition

C.3.1 Byte Coordinates

The OES byte coordinates extension allowsbyte data types to be used as
vertex and texture coordinates. The Common/Common-Lite profile supportsbyte
coordinates in vertex array commands, as described in section 2.8.

C.3.2 Fixed Point

TheOES fixed point extension defines an integer fixed-point data type for ver-
tex attributes and command parameters. The extension specification includes
commands that parallel all OpenGL 1.5 commands with floating-point parame-
ters (including commands that support a single parameter type version such as
DepthRange, PointSize, andLineWidth ). The subset of commands included in
the Common and Common-Lite profiles matches exactly the subset of floating-
point commands included in the Common profile (see section C.2).

C.3.3 Single-precision Commands

TheOES single precision commands extension creates new single-precision
parameter command variants of commands that have no such variants
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(DepthRange, Frustum, Ortho , etc.). Only the subset matching the profile feature
set is included in the Common profile.

DepthRangef(clampf n, clampf f)
Frustumf (float l, float r, float b, float t, float n, float f)
Orthof (float l, float r, float b, float t, float n, float f)
ClearDepthf(clampf depth)
GetClipPlanef(enum pname, float eqn[4])

C.3.4 Compressed Paletted Texture

The OES compressed paletted texture extension provides a method for
specifying a compressed texture image as a color index imageaccompanied by
a palette. The extension adds ten new texture internal formats to specify different
combinations of index width and palette color format, as described in section 3.7.3.

C.3.5 Read Format

The OES read format extension allows implementation-specific pixel type and
format parameters to be queried by an application and used inReadPixelscom-
mands, as described in section 4.3.1.

C.3.6 Matrix Palette

The optionalOES matrix palette extension adds the ability to support vertex
skinning in OpenGL ES. This extension allow OpenGL ES to support a palette of
matrices. The matrix palette defines a set of matrices that can be used to transform
a vertex. The matrix palette is not part of the model view matrix stack and is
enabled by setting theMATRIX MODE to MATRIX PALETTE OES.

Then vertex units use a palette ofm modelview matrices (wheren andm are
constrained to implementation defined maxima). Each vertexhas a set ofn indices
into the palette, and a corresponding set ofn weights. Matrix indices and weights
can be changed for each vertex.

When this extension is utilized, the enabled units transform each vertex by the
modelview matrices specified by the vertices’ respective indices. These results are
subsequently scaled by the weights of the respective units and then summed to
create the eyespace vertex.
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C.3.7 Point Sprites

TheOES point sprite extension provides a method for application to draw par-
ticles using points instead of quads, as described in section 3.3. This extension also
allows an app to specify texture coordinates that are interpolated across the point
instead of the same texture coordinate used by traditional GL points.

C.3.8 Point Size Array

This OES point size array extension extends how points and point sprites are
rendered by allowing an array of point sizes instead of a fixedinput point size given
by PointSize. This provides flexibility for applications to do particle effects.

Vertex arrays are extended to include a point size array, as described in sec-
tion 2.8.

C.3.9 Matrix Get

Many applications require the ability to be able to read the GL matrices. OpenGL
ES 1.1 allows applications to read matrices using theGetFloatv command for the
common profile and theGetFixedv command for the common-lite profile.

In cases where the common-lite implementation stores matrices and performs
matrix operations internally using floating point (an example would be OpenGL
ES implementations that support JSR184), the GL cannot return the floating-point
matrix elements, since thefloat data type is not supported by the common-lite
profile. UsingGetFixedv to read matrix data will result in a loss of information.

To address this issue, the new targets
MODELVIEW MATRIX FLOAT AS INT BITS OES,PROJECTION MATRIX FLOAT AS INT BITS OES,
and TEXTURE MATRIX FLOAT AS INT BITS OES are accepted byGetIntegerv,
as described in section 6.1.2. These tokens allow the GL to return a representation
of the floating-point matrix elements as an array of integers, according to the IEEE
754 floating-point “single format” bit layout.

C.3.10 Draw Texture

ThisOES draw texture extension defines a mechanism for writing pixel rectan-
gles from one or more textures to a rectangular region of the screen. This capability
is useful for fast rendering of background paintings, bitmapped font glyphs, and 2D
framing elements in games
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C.4 Packaging

C.4.1 Header Files

The header file structure is the same as in a full OpenGL distribution, using
a single header file:gl.h. Additional enumerantsVERSION ES CM x y and
VERSION ES CL x y, wherex and y are the major and minor version numbers
as described in section 6.1.5, are included in the header file. These enumerants
indicate the versions of profiles supported at compile-time.

C.4.2 Libraries

Each profile defines a distinct link-library. The library name includes the profile
name aslibGLES nn.z wherenn is eitherCM or CL and.z is a platform-
specific library suffix (i.e.,.a, .so, .lib, etc.). The symbols for the platform-
specific embedding library are also included in the link-library. By default, the
library namelibGLES nn.z includes EGL entry points. The OpenGL ES li-
brary that does not include EGL entry points will be namedlibGLESv1 nn.z.
Availability of static and dynamic function bindings is platform dependent. Rules
regarding the export of bindings for core additions, required profile extensions, and
optional platform extensions are described in section C.3.
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1, 88

ACTIVE TEXTURE, 18, 89, 117
ActiveTexture, 31, 94
ADD, 90–92
ADD SIGNED, 92
ALPHA, 67, 72, 75, 90–92, 94, 105, 112,

143
ALPHA SCALE, 92, 94
ALPHA TEST, 101
AlphaFunc, 101, 153
AlphaFuncx, 101, 153
ALWAYS, 101–103, 136
AMBIENT, 42
AMBIENT AND DIFFUSE, 42
AND, 107
AND INVERTED, 107
AND REVERSE, 107
ARRAY BUFFER, 22–26
ARRAY BUFFER BINDING, 25
AUX BUFFERS, 159

BACK, 62, 118, 131
BindBuffer, 22, 25
BindTexture, 88, 89
BLEND, 90, 91, 104, 106
BlendFunc, 104
BLUE, 143
BUFFER SIZE, 23, 24
BUFFER USAGE, 23, 24
BufferData, 23–25
BufferSubData, 24, 25
BYTE, 19

CCW, 41, 131
CLAMP TO EDGE, 81, 82

CLEAR, 107
Clear, 109, 110
ClearColor, 109, 153
ClearColorx, 109, 153
ClearDepthf, 109, 153, 155
ClearDepthx, 109, 153
ClearStencil, 109
CLIENT ACTIVE TEXTURE, 20, 117
ClientActiveTexture, 20
CLIP PLANEi, 34, 35
CLIP PLANE0, 35
ClipPlane, 34
ClipPlanef, 153
ClipPlanex, 153
Color, 21, 36, 43
Color4, 18
Color4f, 8, 18, 153
Color4ub, 18
Color4x, 18, 153
COLOR ARRAY, 20
COLOR ARRAY POINTER, 119
COLOR BUFFER BIT, 109, 110
COLOR LOGIC OP, 106
COLOR MATERIAL, 43, 149
COLOR MATERIAL FACE, 159
COLOR MATERIAL PARAMETER,

159
ColorMask, 108, 109
ColorPointer, 19, 20, 153
COMBINE, 90, 92, 94
COMBINE ALPHA, 90, 92, 93
COMBINE RGB, 90, 92, 93
COMPRESSEDTEXTURE

FORMATS, 77
CompressedTexImage, 79
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CompressedTexImage2D, 77–79
CompressedTexSubImage2D, 79, 81,

159
CONSTANT, 93, 94, 135
CONSTANT ATTENUATION, 42
COORD REPLACEOES, 51, 53
COPY, 106, 107, 136
COPY INVERTED, 107
CopyTexImage, 76
CopyTexImage2D, 75, 76, 85, 110
CopyTexSubImage2D, 76
CULL FACE, 62
CullFace, 61, 62, 64
CURRENT TEXTURE COORDS, 18
CW, 41

DECAL, 90, 91
DECR, 102
DeleteBuffers, 23
DeleteTextures, 89
DEPTH BUFFERBIT, 109, 110
DEPTH TEST, 103
DepthFunc, 103
DepthMask, 108, 109
DepthRange, 117, 150, 154, 155
DepthRangef, 27, 153, 155
DepthRangex, 27, 153
DIFFUSE, 42
Disable, 32, 35, 37, 43, 49–51, 56, 62,

64, 94, 96, 100–104, 106
DisableClientState, 20
DITHER, 106
DONT CARE, 115, 139
DOT3 RGB, 92
DOT3 RGBA, 92
DOUBLEBUFFER, 159
DRAW BUFFER, 159
DrawArrays, 14, 21, 22, 25, 44
DrawElements, 14, 21, 22, 25, 26, 44
DST ALPHA, 105
DST COLOR, 104, 105
DYNAMIC DRAW, 23, 24

ELEMENT ARRAY BUFFER, 25, 26
EMISSION, 42

Enable, 32, 35, 37, 43, 49–51, 56, 62, 64,
94, 96, 100–104, 106, 116

EnableClientState, 20
EQUAL, 101–103
EQUIV, 107
EXP, 96, 97, 128
EXP2, 96
EXTENSIONS, 119, 152

FALSE, 39, 40, 51, 81, 88, 101, 117,
119, 134

FASTEST, 115
Finish, 114, 149
FIXED, 19, 22, 151, 153
FLAT, 44
FLOAT, 19, 22, 124, 125, 151, 153
Flush, 114, 149
FOG, 96
Fog, 96
FOG COLOR, 96
FOG DENSITY, 96
FOG END, 96
FOG HINT, 115
FOG MODE, 96, 97
FOG START, 96
Fogf, 153
Fogfv, 153
Fogx, 153
Fogxv, 153
FRONT, 62, 118
FRONT AND BACK, 41, 62
FrontFace, 41, 61
Frustum, 29, 30, 150, 155
Frustumf, 153, 155
Frustumx, 153

GenBuffers, 23
GENERATEMIPMAP, 81, 86, 88
GENERATEMIPMAP HINT, 115
GenTextures, 89, 119
GEQUAL, 101–103
Get, 18, 28, 116, 117
GetBooleanv, 101, 116, 117, 120
GetBufferParameter, 118
GetBufferParameteriv, 118
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GetClipPlane, 118
GetClipPlanef, 153, 155
GetClipPlanex, 153
GetError, 12
GetFixedv, 116, 117, 120, 152–154, 156
GetFloatv, 8, 101, 116, 117, 120, 153,

154, 156
GetIntegerv, 49, 110, 116, 117, 120, 156
GetLight, 118
GetLightfv, 153
GetLightxv, 152, 153
GetMaterial, 118
GetMaterialfv, 153
GetMaterialxv, 153
GetPointerv, 119
GetString, 119
GetTexEnv, 118
GetTexEnvfv, 153
GetTexEnvxv, 153
GetTexParameter, 118
GetTexParameterfv, 153
GetTexParameterxv, 153
gl.h, 157
GREATER, 101–103
GREEN, 143

Hint, 114

IMPLEMENTATION COLOR READ
FORMAT OES, 110

IMPLEMENTATION COLOR READ
TYPE OES, 110

INCR, 102
INTERPOLATE, 92
INVALID ENUM, 12, 13, 20, 31, 41
INVALID OPERATION, 13, 68, 72, 75,

78, 79, 81
INVALID VALUE, 12, 13, 19–21, 24,

28, 30, 31, 42, 50, 51, 56, 65,
72, 73, 76–79, 81, 96, 100, 109

INVERT, 102, 107
IsBuffer, 119
IsEnabled, 100, 116, 120
IsTexture, 118, 119

KEEP, 102, 136

LEQUAL, 101–103
LESS, 101–103, 136
Light, 41, 42
LIGHTi, 41, 43, 150
LIGHT0, 41
LIGHT MODEL AMBIENT, 42
LIGHT MODEL TWO SIDE, 42
Lightf, 153
Lightfv, 153
LIGHTING, 37
LightModel, 41, 42
LightModelf, 153
LightModelfv, 153
LightModelx, 153
LightModelxv, 153
Lightx, 153
Lightxv, 153
LINE LOOP, 16
LINE SMOOTH, 56, 61
LINE SMOOTH HINT, 115
LINE STRIP, 14
LINEAR, 81, 84, 86–88, 96
LINEAR ATTENUATION, 42
LINEAR MIPMAP LINEAR, 81, 85,

86
LINEAR MIPMAP NEAREST, 81, 85
LINES, 16
LineWidth, 56, 153, 154
LineWidthx, 56, 153
LoadIdentity, 29
LoadMatrix, 28, 29
LoadMatrixf, 153
LoadMatrixx, 153
LogicOp, 106, 107
LUMINANCE, 67, 70, 72, 75, 90, 91,

112
LUMINANCE ALPHA, 67, 70, 72, 75,

90, 91, 112

Material, 41, 42, 149
Materialf, 153
Materialfv, 153
Materialx, 153
Materialxv, 153
MATRIX MODE, 155
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MATRIX PALETTE OES, 155
MatrixMode, 28
MAX TEXTURE SIZE, 73
MAX TEXTURE UNITS, 13, 18, 19,

22
MODELVIEW, 28, 31, 32
MODELVIEW MATRIX, 127
MODELVIEW MATRIX FLOAT AS

INT BITS OES, 117, 156
MODULATE, 90–92, 94, 135
MULTISAMPLE, 49, 50, 55, 61, 64,

100, 106, 107
MultiTexCoord, 20, 21, 31
MultiTexCoord4, 18
MultiTexCoord4f, 153
MultiTexCoord4x, 153
MultMatrix, 28, 29
MultMatrixf, 153
MultMatrixx, 153

NAND, 107
NEAREST, 81, 84, 86, 87
NEARESTMIPMAP LINEAR, 81, 85–

88
NEARESTMIPMAP NEAREST, 81,

85, 87
NEVER, 101–103
NICEST, 115
NO ERROR, 12
NOOP, 107
NOR, 107
Normal, 21
Normal3, 9, 18
Normal3f, 9, 151, 153
Normal3x, 9, 153
NORMAL ARRAY, 20
NORMAL ARRAY BUFFER

BINDING, 25
NORMAL ARRAY POINTER, 119
NORMALIZE, 32
NormalPointer, 19, 20, 25, 153
NOTEQUAL, 101–103
NUM COMPRESSEDTEXTURE

FORMATS, 77

OESbyte coordinates, 152, 154

OEScompressedpalettedtexture, 152,
154, 155

OESdraw texture, 152, 154, 156
OESfixed point, 152, 154
OESmatrix get, 152, 154
OESmatrix palette, 152, 154, 155
OESpoint size array, 152, 154, 156
OESpoint sprite, 152, 154, 156
OESquerymatrix, 154
OESreadformat, 152, 154, 155
OESsingleprecision, 152, 154
OESsingleprecisioncommands, 154
ONE, 105, 136
ONE MINUS DST ALPHA, 105
ONE MINUS DST COLOR, 104, 105
ONE MINUS SRC ALPHA, 93, 105
ONE MINUS SRC COLOR, 93, 104,

105
OPERANDn ALPHA, 92–94
OPERANDn RGB, 92–94
OR, 107
OR INVERTED, 107
OR REVERSE, 107
Ortho, 29, 31, 150, 155
Orthof, 153, 155
Orthox, 153
OUT OF MEMORY, 12, 13, 24

PACK ALIGNMENT, 111, 138
PALETTE*, 81
PALETTE4 *, 80
PALETTE4 R5 G6 B5, 79
PALETTE4 R5 G6 B5 OES, 78, 80
PALETTE4 RGB5 A1, 79
PALETTE4 RGB5 A1 OES, 78, 80
PALETTE4 RGB8, 79
PALETTE4 RGB8 OES, 78, 80
PALETTE4 RGBA4, 79
PALETTE4 RGBA4 OES, 78, 80
PALETTE4 RGBA8, 79
PALETTE4 RGBA8 OES, 78, 80
PALETTE8 *, 80
PALETTE8 R5 G6 B5, 79
PALETTE8 R5 G6 B5 OES, 78, 80
PALETTE8 RGB5 A1, 79
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PALETTE8 RGB5 A1 OES, 78, 80
PALETTE8 RGB8, 79
PALETTE8 RGB8 OES, 78, 80
PALETTE8 RGBA4, 79
PALETTE8 RGBA4 OES, 78, 80
PALETTE8 RGBA8, 79
PALETTE8 RGBA8 OES, 78, 80
PERSPECTIVECORRECTIONHINT,

115
PixelStore, 65, 111, 113
PixelStorei, 65
POINT DISTANCE ATTENUATION,

51
POINT FADE THRESHOLDSIZE, 51
POINT SIZE ARRAY OES, 20
POINT SIZE ARRAY POINTER

OES, 119
POINT SIZE MAX, 51
POINT SIZE MIN, 51
POINT SMOOTH, 51, 55
POINT SMOOTH HINT, 115
POINT SPRITEOES, 50, 51, 55, 56
PointParameter, 50, 51
PointParameterf, 153
PointParameterfv, 153
PointParameterx, 153
PointParameterxv, 153
POINTS, 14
PointSize, 21, 50, 153, 154, 156
PointSizePointerOES, 19, 20
PointSizex, 50, 153
POLYGON OFFSETFILL, 64
PolygonOffset, 63, 153
PolygonOffsetx, 63, 153
PopMatrix, 32
POSITION, 42, 118
PREVIOUS, 93, 94, 135
PRIMARY COLOR, 93
PROJECTION, 28, 31, 32
PROJECTIONMATRIX, 127
PROJECTIONMATRIX FLOAT AS

INT BITS OES, 117, 156
PushMatrix, 32

QUADRATIC ATTENUATION, 42

READ BUFFER, 159
ReadPixels, 65, 67, 75, 110–112, 155
RED, 143
RENDERER, 119
REPEAT, 81, 82, 84, 88, 134
REPLACE, 90–92, 102
RESCALENORMAL, 32
RGB, 67, 68, 70, 72, 75, 78, 80, 90–92,

94, 105, 112
RGB SCALE, 92, 94
RGBA, 67, 68, 70, 72, 75, 78, 80, 90, 91,

110, 112
Rotate, 29, 150
Rotatef, 153
Rotatex, 153

SAMPLE ALPHA TO COVERAGE,
100

SAMPLE ALPHA TO ONE, 100
SAMPLE BUFFERS, 49, 55, 61, 64,

100, 106, 107, 109
SAMPLE COVERAGE, 100
SAMPLE COVERAGEINVERT, 100,

101
SAMPLE COVERAGEVALUE, 100,

101
SampleCoverage, 101, 153
SampleCoveragex, 101, 153
SAMPLES, 49, 50
Scale, 29, 30, 150
Scalef, 153
Scalex, 153
Scissor, 99
SCISSORTEST, 100
SET, 107
ShadeModel, 44
SHININESS, 42
SHORT, 19
SMOOTH, 44, 128
SMOOTH LINE WIDTH

GRANULARITY, 159
SMOOTH POINT SIZE

GRANULARITY, 159
SPECULAR, 42
SPOTCUTOFF, 42
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SPOTDIRECTION, 42, 118
SPOTEXPONENT, 42
SRC ALPHA, 93, 94, 105, 135
SRC ALPHA SATURATE, 104, 105
SRC COLOR, 93, 94, 104, 105, 135
SRCn ALPHA, 92–94
SRCn RGB, 92–94
STACK OVERFLOW, 13, 32
STACK UNDERFLOW, 13, 32
STATIC DRAW, 23, 24
STENCIL BUFFERBIT, 109, 110
STENCIL TEST, 102
StencilFunc, 102, 149
StencilMask, 108, 109, 149
StencilOp, 102
STEREO, 159
SUBTRACT, 92

TexCoordPointer, 19, 20, 153
TexEnv, 50, 51, 89, 94
TexEnvf, 153
TexEnvfv, 153
TexEnvx, 153
TexEnvxv, 153
TexImage, 76
TexImage2D, 64–67, 71–73, 75–77, 81,

85, 110, 112
TexParameter, 81
TexParameterf, 153
TexParameterfv, 153
TexParameterx, 153
TexParameterxv, 153
TexSubImage, 76
TexSubImage2D, 65, 75, 76, 79
TEXTURE, 28, 31, 32, 93, 94, 135
TEXTUREi, 18
TEXTURE0, 18, 22, 32, 124, 135
TEXTURE 2D, 71, 75, 76, 81, 88, 89,

94, 118, 133
TEXTURE COORD ARRAY, 20
TEXTURE COORD ARRAY

POINTER, 119
TEXTURE DEPTH SIZE, 159
TEXTURE ENV, 89, 118
TEXTURE ENV COLOR, 90

TEXTURE ENV MODE, 90, 94
TEXTURE INTENSITY SIZE, 159
TEXTURE MAG FILTER, 81, 87, 88
TEXTURE MATRIX, 127
TEXTURE MATRIX FLOAT AS INT

BITS OES, 117, 156
TEXTURE MIN FILTER, 81, 84, 85,

87, 88
TEXTURE WRAP S, 81, 82, 84
TEXTURE WRAP T, 81, 82, 84
Translate, 29, 30, 150
Translatef, 153
Translatex, 153
TRIANGLE FAN, 17
TRIANGLE STRIP, 16
TRIANGLES, 17
TRUE, 40, 51, 53, 81, 86, 101, 108, 117,

119

UNPACK ALIGNMENT, 65, 68, 138
UNSIGNED BYTE, 19, 22, 67, 80, 110,

113
UNSIGNED SHORT, 22, 69
UNSIGNED SHORT4 4 4 4, 67–69,

80, 113
UNSIGNED SHORT5 5 5 1, 67–69,

80, 113
UNSIGNED SHORT5 6 5, 67–69, 80,

113

VENDOR, 119
VERSION, 119
VERSION ES CL x y, 157
VERSION ES CM x y, 157
VERTEX ARRAY, 20
VERTEX ARRAY POINTER, 119
VertexPointer, 19, 20, 153
Viewport, 28

x, 157
XOR, 107

y, 157

ZERO, 102, 105, 136
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